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1. Introduction 

 

Development of Multi-functional Smart Lampposts aims to support the Hong Kong Smart City 

development.  Lands Department (LandsD) is responsible for provision of positioning services to the 

public by the positioning devices installed on the smart lampposts (Figure 1), including Bluetooth beacons, 

Radio Frequency Identity (RFID) tags, and Geolocation Quick Response (Geo-QR) codes. 

 

 
Figure 1 - Overview of Smart Positioning Devices on Smart Lamppost 

 

This developer guide illustrates how to collect the positioning data and information from the above 

services to develop the location-based applications. 

 

1.1. Bluetooth Beacon 

 

The Bluetooth beacon transmits 2.4 GHz Bluetooth Low Energy (BLE) signals containing unique beacon 

identifier (ID) for real-time positioning applications with about 5m positioning accuracy for general 

smartphone(e.g. iOS and Android) users.  For each lamppost, 2 Bluetooth beacons are installed at about 

4m above ground and 2 others at about 2m above ground. 
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1.2. RFID Tag 

 

The RFID tag pack consists of 3 passive Ultra-High Frequency (UHF) RFID Tags.  They are installed evenly 

along the circumference of the base of the lamppost and at about 0.1m above ground. 

 

The passive RFID tag stores the corresponding lamppost number and relevant location information.  The 

information can be retrieved by common RFID readers remotely at range up to 10m for various location-

based applications, especially for the navigation application for visually impaired persons. 

 

1.3. Geo-QR Code 

 

The Geo-QR codes consists of Geo-QR code tag and Geo-marker. 

 

1.3.1. Geo-QR Code Tag 

 

The Geo-QR code tag consists of a passive Near Field Communication (NFC) tag readable by smartphones 

(e.g. iOS and Android) and one Geo-QR code printed on the cover panel of the tag (Figure 2).  It is installed 

at about 1.3m above ground, facing towards pedestrian walkway. 

 

The Geo-QR code provides accurate positioning information and a platform to access nearby geographical 

information.  The passive NFC tag provides users with high security positioning data and lamppost 

information for various location-based applications, such as accident and emergency reporting. 

 

    

  

Figure 2 - Geo-QR Code Tag (Samples) 
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1.3.2. Geo-marker 

 

The Geo-marker is a 150mm x 300mm aluminium plate consists of one Geo-QR code and one Target 

Marker (Figure 3) mounted at about 3m above ground facing carriageway. The Geo-QR code provides 

accurate positioning information for various location-based applications, and also work as a unique visual 

identifier for the Target Marker annexed.  The Target Marker can provide precise coordinates for 

supporting various smart city applications, such as creation and maintenance of high-quality 3D digital 

maps, production of geo-referenced street view video, management of road inventory asset records, and 

etc. 

   

  

Figure 3 - Geo-marker (Sample, not to scale) 
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2. Detailed Design of the Positioning Devices 

 

2.1. Bluetooth Beacon 

 

2.1.1. Features 

 

The Bluetooth beacons are commonly used for location-based applications.  These beacons are designed 

for one-way broadcasting of the specific information towards receivers only. Reading, scanning, collecting 

and pairing with user devices related functions are not available.  The Bluetooth beacons installed on 

smart lamppost are specially designed to fit the positioning need in the outdoor environment.  They are 

powered by smart lamppost. Bluetooth beacons are integrated device which is programmable to transmit 

iBeacon format advertisement, and programmable to transmit BLE signals.  As such, each installed 

beacon could emulate a maximum of 2 typical Bluetooth beacons. 

The iBeacon advertisement designed by Apple, each of the Bluetooth beacon in smart lamppost provides 

UUID (16 bytes), Major (2 bytes), and Minor (2 bytes) via BLE transmission.  The UUID, major and minor 

values provide the identifying information for the iBeacon. 

 

Technical details of iBeacon could be found at: https://developer.apple.com/ibeacon/ 

 

2.1.2. Installation 

 

A total of 4 beacons (2 pairs) are installed on each smart lamppost.  2 beacons are installed at the lower 

position at about 2-3m above ground at the lamppost.  Another pair is installed at a higher position at 

about 4-5m above ground.  For each pair of beacon in the same level, the 2 beacons will be facing the 2 

sides along the traffic direction. 

 

The pair of beacons installed at the higher position can broadcast signals with high power mode only.  

The pair of beacons installed at the lower position can broadcast signals with both high power and low 

power modes.  The stronger signal could reach up to 50m when broadcasting the high power mode, and 

alternatively the weak signal could reach the range of about 3-5m when broadcasting the low power mode. 

 

  

https://developer.apple.com/ibeacon/
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2.1.3. Application Data Payload (iBeacon) 

 

According to the iBeacon advertisement specification, the application data payload of the beacons 

installed on smart lampposts are defined as follow: - 

 

Major and minor were converted to decimal and separated into Position Indicator & Grid ID and Power 

Indicator & Anchor ID respectively. 

 

 UUID: The iBeacon packet will carry the Universally Unique Identifier (version 4), i.e. 

0xB19AF0047F2A49728F3937D26C29CB9E. 

 Major and Minor: Contain the Grid ID, Anchor ID, Position Indicator and Power Indicator. 

 Grid ID: The 4-digit decimal number represents the location of the beacon according to the 

1: 1000 Topographic Map Sheet Index (Series: HP1C) of the Lands Department1.  Each Sheet 

will be cross-referenced to the numerical value ranging from 0000 to 9999. A cross-reference 

table is attached in Annex 1. 

 Anchor ID: The 4-digit decimal number (from 0000 to 9999) represents a certain smart 

                                                      
1 Map Index can be accessed at: 
https://www.landsd.gov.hk/download.php?file=mapping/en/paper_map/image/index/index_1.pdf 
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lamppost within the map sheet, as assigned by Lands Department in the Open Data Portal 

(DATA.GOV.HK). 

 Position Indicator: Value 1 to 4 assigned according to its installed location on the smart 

lamppost: -  

 The beacon installed at the lower position (about 2m above ground), normally facing 

along traffic direction (i.e. cabinet door side), or the first beacon from clockwise 

direction (Low position 1) = 1 

 The beacon installed at the lower position (about 2m above ground), normally facing 

towards the incoming traffic direction (i.e. opposite side of cabinet door) or the second 

beacon (Low position 2) = 2 

 The beacon installed at the higher position (about 4m above ground), normally facing 

along traffic direction (i.e. cabinet door side), or the first beacon from clockwise 

direction (High position 1) = 3 

 The beacon installed at the higher position (about 4m above ground), normally facing 

towards the incoming traffic direction (i.e. opposite side of cabinet door) or the second 

beacon (High position 2) = 4 

 Value 0 and 5 are reserved for future use. 

 Power Indicator: Value 1 to 2 according to signal power (Low power = 1, High power = 2). 

Value 0, 3, 4 and 5 are reserved for future use. 

 

The Major and Minor are stored as 16-bit value, i.e. value from 0x0000 (decimal value 0) to 0xFFFF 

(decimal value 65535).  The Major is set by combining Position Indicator + Grid ID in decimal value, and 

the Minor is set by combining Power Indicator and Anchor ID in decimal value, as illustrated in the 

following example: -  

 

Major value of 0x278B (decimal value 10123) = Left most digit as Position Indicator 1 and rest as Grid 

ID 0123 

Minor value of 0x6068 (decimal value 24680) = Left most digit as Power Indicator 2 and rest as Anchor 

ID 4680 
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2.2. RFID Tag 

 

2.2.1. Features 

 

For smart lampposts accessible by pedestrians, 3 passive Ultra-High Frequency (UHF) RFID tags are 

installed at its base to provide reliable proximity return signals for positioning applications.  The RFID 

tags are with ISO 18000-6C RFID standard and EPC Class 1 Gen 2 standard, the operation frequency 

range from 920 to 925 MHz.  The RFID tags are passive in nature, and could not scan or read any 

information from users.  They do not have any wired or wireless connection to any power source nor 

communication devices in lamppost.  Instead, they are designed to be readable by common UHF RFID 

readers of users within the range of 10m. 

 

2.2.2. EPC Data 

 

The data structure of EPC memory of the RFID tags contain essential geo-referenced information: -. 

 

 

The first 64 bits Application Data payload is further defined as follow: - 

 Header: set as 0x4C 

 Registry: set as 0x237 

 Partition: set as 0xF 

 Company Number: The unique identifier for the issuer of the tag (Lands Department) set as 

0x445649F5 

 Item Class: set as 0x01 

 

Reserved 

(46 bits) 

 192 

 256 
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As such, the first 64 bits of Application Data payload would normally be set as: 0x4C237F445649F501 

 

A 146-bit Geo-referenced data are encoded as follow: - 

 Lamppost ID (e.g. E7709) 

 Values from 0x0 to 0x9 are used to represent numeric values of 0 to 9 for each individual digit. 

 8 bits ASCII code would be used to represent alphabets values of A to Z (e.g. ASCII 65 = A) 

 First 4 bits: Number of alphabet in the lamppost ID. (e.g. E7709 = 1 digit = 0x1) 

 Following 4 bits: Number of numeric values in the lamppost ID. (e.g. E7709 = 4 digits = 0x4) 

 Following 52 bits: Alpha-numeric values of the lamppost ID, to be followed by zeros. 

 e.g. E7709 = 1 x 8-bits alphabet in ASCII code + 4 x 4-bits numeric digits + 28-bits of padded 

zeros 

 E = ASCII 69 = 0x45 

 7 = 0x7 

 7 = 0x7 

 0 = 0x0 

 9 = 0x9 

 

As such, the lamppost ID E7709 would be stored as = 0x144577090000000 

 Format: The format of coordinates stored in the EPC (1 bit)  

 Hong Kong 1980 Grid Coordinates = 0b0 

 WGS84 Geographic Coordinates (decimal degrees) = 0b1 

 

 Coordinate: A pair of horizontal coordinates values (30 bits x 2) 

 For WGS 84 Geographic latitude / longitudes (e.g. 22.321646N, 114.207771E) 

 First 1 bit: Sign: North or East as positive = 0b0, South or West as negative = 0b1 

 Following 29 bits: Coordinate value x 1,000,000 + leading zeros if needed 

 e.g. 22.321646 degree = 22,321,646= 0b00001010101001001100111101110 

 e.g. 114.207771 degree = 114,207,771 = 0b00110110011101010110000011011 

 For Hong Kong 1980 Grid Coordinate Northing / Easting (e.g. 820,293.1mN, 839,451.2mE) 

 30 bits: Coordinate value x 1,000 + leading zeros if needed. 

 e.g. 820,293.1m N = 820,293,100 = 0b110000111001001010110111101100 

 e.g. 839,451.2m E = 839,451,200 = 0b110010000010010000001001000000 

 

 Height values (25 bits) 

 Height above Hong Kong Principal Datum (e.g. 4.5mPD) 

 First 1 bit: Sign: Positive = 0b0, Negative = 0b1 

 Following 24 bits: Height value x 1,000 + leading zeros if needed 

 e.g. 4.5mPD = 4,500 = 0b000000000001000110010100 
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Padded zeros (46 bits) are added to fill up the remaining 46 bits of the 192 bits serial number, i.e. 

0b0000000000000000000000000000000000000000000000 

 

Using the above example, the binary bits of Format, Coordinates and Height would be combined in the 

above sequence together to get value of 0x82A933DC367560D800465000000000000. 

 

The overall EPC Application payload would therefore be stored as: - 

0x4C237F445649F50114457709000000082A933DC367560D800465000000000000. 

 

The 3 RFID tags of each smart lamppost would have the same EPC application payload.  However, their 

individual and unique Tag IDs could also be read by the RFID readers to distinguish each of the RFID tags, 

if necessary. 
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2.3. Geo-QR Code Tag 

 

2.3.1. Features (NFC tag) 

 

A NFC tag is embedded inside the Geo-QR code tag.  It is a passive tag similar to the one embedded inside 

Octopus card or common door access card containing stored information.  They are readable by 

smartphones with NFC function, but unable to detect, read or collect any information from users. The NFC 

tag contains the following information in its NDEF memory: - 

 

 NFC_URL: The URL to be opened by the smartphone (default action to be triggered). 

 The Default Action triggered (unless otherwise specified by the smartphone) is to open this 

URL by the web browser installed. It will bring the user to the “Landing page” of the 

corresponding smart lamppost. 

 The link also contains the lamppost ID of the smart lamppost installed as variable “LP”. 

 e.g. Lamppost ID ”DF3633”, the URL would be: 

https://www.geodetic.gov.hk/LP/?LP=DF3633&GEO=22.333017,114.204519,6.1 

 

 NFC_GEOURI: The Geographic location (i.e. Latitude and Longitude) of the smart lamppost,  

 Lamppost location presented in form of Uniform Resource Identifier for Geographic Locations 

(IETF RFC 5870, also known as GeoURI). 

 Normally presented in 0.000001 (6 decimal places) of a degree (about 0.3m on ground for 

Hong Kong) 

 e.g. Latitude 22.333017 N, Longitude 114.204519 E = geo:22.333017,114.204519 

 

 NFC_LP: The field for lamppost ID. 

 e.g. Lamppost ID “DF3633” = LP:DF3633 

 

 NFC_HK80: The Grid coordinates of smart lamppost 

 Lamppost location presented in form of Hong Kong 1980 Grid Coordinates and Height above 

Hong Kong Principal Datum (i.e. Northing, Easting and Height), separated by commas. 

 Normally in 0.1m resolution on ground. 

 e.g. Northing 821552.1m, Easting 839116.0m, Height 6.1mPD = 

HK80:821552.1N,839116.0E,6.1H 

 

 NFC_UID: The Unique ID of the chip of the NFC tag. 

 Every NFC chip has a globally unique, manufacturer supplied, read-only identifier that can be 

read by most NFC devices. In most NFC chips, this UID is 7 bytes in length. 

 An NFC tag's UID cannot be changed or erased; it is stored in special memory in the NFC chip 



Developer Guide of Multi-functional Smart Lamppost Positioning Devices (Version 1.2) P.14 Lands Department 

which does not allow the bits to be changed.  The UID value is copied to this field. 

 e.g. NFC UID 04338A4A5C6680= UID:04338A4A5C6680 

 

 NFC_LOC: Reserved.  Currently assigned as LOC: for all NFC tags. 

 

 NFC_TIME: Last modified time of Geo-QR code tag content 

 Format: TIME:YYYY-MM-DD. (e.g. 18 May 2022 = TIME:2022-05-18) 

 

 NFC_VER: Version of Geo-QR code tag content format, currently as 1.0 = VER:1.0 

 

 NFC_SHA256: SHA256 hash value of the Geo-QR code tag content. 

 Serve as the tool for data verification or integrity checking. 

 Generated by: - 

 First, combining the data values of the corresponding NFC tags in NFC_URL, NFC_GEOURI, 

NFC_LP, NFC_HK80, NFC_UID, NFC_LOC, NFC_TIME and NFC_VER, in such order and with 

no separator added, as a combined String. (e.g. 

https://www.geodetic.gov.hk/LP/?LP=DF3633&GEO=22.333017,114.204519,6.1geo:22.33

3017,114.204519LP:DF3633HK80:821552.1N,839116.0E,6.1HUID:04338A4A5C6680LOC:T

IME:2022-05-18VER:1.0) 

 Then, generate the SHA256 hash value of the combined String. 

 SHA256:00E3143E5B29EE9ADA875101CB85462A962E8473BEE8697F1D49802C3E3C3000 

 

 Textual remarks of “Survey & Mapping Office, Lands Department” is added at the last field of the 

NFC content. 

 

2.3.2. Features (Geo-QR Code) 

 

The Geo-QR code (Figure 4) is a 2D Quick Response Barcode containing its geographic location information. 

It is printed on the Geo-QR code tag. It contains the following information: - 
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Figure 4 - The Geo-QR Code Tag (Samples) 

 

 The information below are encoded in a QR code using the open-sourced Zebra Crossing (ZXing) 

library2. 

 

 The URL to be opened by the smartphone (default action to be triggered) 

 The Default Action triggered, when smartphone barcode scanner scans the Geo-QR code, is to 

open this URL by the web browser installed, unless otherwise specified by the smartphone. It 

will bring the user to the “Landing Page” of the corresponding smart lamppost. 

 

 Geographic coordinates 

 The variable “GEO” containing Geographic Latitude, Geographic Longitude and Height above 

HKPD is included in the URL to allow offline extraction of the values. 

 

 Using lamppost Number DF3633 as example, Latitude 22.333017 N, Longitude 114.204519 E, and 

Ground Level 6.1m above HKPD, the Geo-QR code URL would be: 

https://www.geodetic.gov.hk/LP/?LP=DF3633&GEO=22.333017,114.204519,6.1 

 

 

2.3.3. The Landing Page 

 

A landing page (Figure 5) is hosted for each smart lamppost, containing the following links:-  

                                                      
2 https://github.com/zxing 

https://github.com/zxing
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Figure 5 - The Landing Page (Sample) 

 

 Link to the pinned location in GeoInfo Map / MyMapHK Application (Figure 6) of the Lands 

Department  

https://www.map.gov.hk/LP/DF3633 

 

Figure 6 – Pinned location in GeoInfo Map 
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 Link for showing the pinned location in other Map applications (generated according to the device 

Operation System) 

 iOS: Link to Apple Maps map://?q=22.333017,114.204519 

 Windows 10: Link to Bing Maps bingmaps:?cp=22.333017~114.204519 

 Windows (other version): Link to GeoInfo Map https://www.map.gov.hk/LP/DF3633 

 Android: GeoURI geo: 22.333017, 114.204519 which could be opened by compatible 

applications installed in the mobile phone/device 

 

 Link for “Share Location” message generator (Figure 7), allowing the user to compile a short message 

(in English or Chinese) related to the current user location and share it to his/her friends or other 

party using SMS or other common social media / messaging applications (e.g. WhatsApp, Line, Twitter, 

Weibo and e-mail). 

 

 
Figure 7 - Share Location (Sample) 
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2.4. Geo-marker 

 

2.4.1. Features 

 

The Geo-marker is a visual mark installed at about 3m above ground with precisely surveyed coordinates. 

It also has a Geo-QR code to facilitate automated identification and reading. The URL of the Geo-QR code 

is similar to the NFC_URL except a geo-marker identifier is appended at the end. For each smart lamppost 

with two Geo-marker installed, they are normally facing different directions of the road, and will be 

labelled as GM1A and GM1B. If there is only one geo-marker installed, GM1A will be used. 

 

For example, for the Geo-marker installed in lamppost ID DF3633, the URL would be: - 

https://www.geodetic.gov.hk/LP/?LP=DF3633#GM1A 

 

The Geo-marker’s coordinates (Figure 8), which was precisely surveyed, is referenced to the centre point 

of the location pin: - 

 

 

  

Surveyed coordinates 

of the Geo-marker 

Figure 8 - Surveyed coordinates of the Geo-marker (Sample, not to scale) 
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3. Using the Positioning Devices 

 

3.1. Get lamppost ID of a nearby smart lamppost 

 

3.1.1. Bluetooth Beacon 

 

The following steps are suggested to get the lamppost ID of a smart lamppost located within close 

proximity (about 5m) of the user: - 

 

1. Get the unique UUID values from the entire iBeacon Database API: 

https://www.geodetic.gov.hk/lpapi/?db=ib 

2. Scan nearby Bluetooth beacons and filter only the Bluetooth beacons with matching UUID 

values. 

3. Get Major and Minor values and detected signal powers (RSSI) of the identified Bluetooth 

Beacons. 

4. Decode the Grid ID, Anchor ID, Position Indicator and Power Indicator from the Major and 

Minor values. 

5. Filter only the beacons with Power Indicator = 1. 

6. Identify the beacon with the strongest signal power detected among the filtered beacons. 

7. Get the corresponding row in the Bluetooth beacon (iBeacon) Database API according to its Major 

and Minor values.  For example: - 

Major = BLE_IB_MAJOR = 14045 

Minor = BLE_IB_MINOR = 10009 

 

API REQUEST: - 

https://www.geodetic.gov.hk/lpapi/?db=ib&major=14045&minor=10009 

 

API RETURN (JSON): - 

[{"LP_NUM":"DF3641","LP_NORTH":821363.2,"LP_EAST":839128.6,"LP_GL":5.4,"LP_LAT":

22.331311,"LP_LONG":114.204642,"BLE_IB_HGT":"L","BLE_IB_UUID":"B19AF0047F2A49

728F3937D26C29CB9E","BLE_IB_MAJOR":14045,"BLE_IB_MINOR":10009,"BLE_IB_TX":-

20}] 

 

8. Get the “LP_NUM” value from the API Return above. 

LP_NUM = Lamppost ID = DF3641 

 

 

The user location is probably out of range (i.e. outside 5m range of smart lampposts) if: - 

https://www.geodetic.gov.hk/lpapi/?db=ib
https://www.geodetic.gov.hk/lpapi/?db=ib&major=14045&minor=10009
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 No Bluetooth beacons are detected. 

 None of the Bluetooth beacons detected have a matching UUID in the database. 

 The Power Indicator of the beacons are not equal to 1. 

 

3.1.2. RFID Tag 

 

The following steps are suggested to get the lamppost ID of a smart lamppost located within the detection 

range (about 10m) of the user: - 

 

 Direct RFID EPC Decoding 

1. Scan nearby RFID Tags by RFID reader. 

2. Extract the EPC memory information. 

3. Decode the EPC memory information according to the specifications in Para.2.2.2 to get lamppost 

ID value. 

 

 Using RFID Tags Database API 

1. Follow Step 1-2 for RFID EPC Decoding. 

2. Get the corresponding rows in the RFID Tag Database API according to its EPC values.  There 

should normally be 3 rows with the matching “RFID_EPC” value.  For example: - 

EPC = 4C237F445649F50124444636330000082A98CB23674FB38005F5000000000000 

 

API REQUEST: - 

https://www.geodetic.gov.hk/lpapi/?db=rfid 

 

Filtered API RETURN (JSON): - 

[{"LP_NUM":"DF3633","LP_NORTH":821552.1,"LP_EAST":839116.0,"LP_GL":6.1,"LP_LAT":

22.333017,"LP_LONG":114.204519,"RFID_TID":"E2003412012E030006167FD3","RFID_EP

C":"4C237F445649F50124444636330000082A98CB23674FB38005F5000000000000"},{"L

P_NUM":"DF3633","LP_NORTH":821552.1,"LP_EAST":839116.0,"LP_GL":6.1,"LP_LAT":22.

333017,"LP_LONG":114.204519,"RFID_TID":"E2003412013003000615C019","RFID_EPC":

"4C237F445649F50124444636330000082A98CB23674FB38005F5000000000000"},{"LP_

NUM":"DF3633","LP_NORTH":821552.1,"LP_EAST":839116.0,"LP_GL":6.1,"LP_LAT":22.33

3017,"LP_LONG":114.204519,"RFID_TID":"E2003412012803000615CF4B","RFID_EPC":"4

C237F445649F50124444636330000082A98CB23674FB38005F5000000000000"}] 

 

3. Get the “LP_NUM” value from the filtered API Return. 

LP_NUM = Lamppost ID = DF3633 

 

https://www.geodetic.gov.hk/lpapi/?db=rfid


Developer Guide of Multi-functional Smart Lamppost Positioning Devices (Version 1.2) P.21 Lands Department 

The user location is probably out of range (i.e. outside 10m range of smart lampposts) if: - 

 No RFID tags are detected. 

 None of the RFID tags detected have a matching EPC in the Database. 

 

3.1.3. Geo-QR Code Tag 

 

The following steps are suggested to get the lamppost ID of a smart lamppost when the user scan or tap 

the Geo-QR code tag: - 

 

 Geo-QR Code 

1. Scan the Geo-QR code 

2. Decode the QR code and get the URL. 

3. Extract the values of the variable “LP” from the URL. For example: - 

https://www.geodetic.gov.hk/LP/?LP=DF3634&GEO=22.332853,114.204529,5.9 

LP = Lamppost ID = DF3634. 

 

 NFC 

1. Tap the Geo-QR code tag 

2. Decode the NDEF memory content. 

3. Extract the values from the “NFC_LP” field.  For example: - 

NFC_LP = LP:DF3634 

Lamppost ID = DF3634. 

 

3.1.4. Geo-marker 

 

The following steps are suggested to get the lamppost ID of a smart lamppost when the user scan the Geo-

QR code on the Geo-marker: - 

1. Scan the Geo-marker 

2. Decode the QR code and get the URL 

3. Extract the values of the variable “LP” from the URL. For example: - 

https://www.geodetic.gov.hk/LP/?LP=DF3641#GM1A 

LP = Lamppost ID = DF3641. 

 

3.2. Get lamppost coordinates 

 

3.2.1. General Procedures 

 

The following steps are suggested to get the lamppost coordinates of a smart lamppost when the lamppost 

https://www.geodetic.gov.hk/LP/?LP=DF3634&GEO=22.332853,114.204529
https://www.geodetic.gov.hk/LP/?LP=DF3641#GM1A
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ID is known: - 

1. Get the corresponding row in the Smart Lamppost Database API according to its lamppost ID. For 

example:  

Lamppost ID = LP_NUM = DF3634 

 

API REQUEST: -  

https://www.geodetic.gov.hk/lpapi/?db=lp&lp=DF3634 

 

API RETURN (JSON): - 

[{"LP_NUM":"DF3634","LP_NORTH":821533.9,"LP_EAST":839117.0,"LP_GL":5.9,"LP_LAT":

22.332853,"LP_LONG":114.204529,"GM2_HGT":null}] 

 

2. Get the corresponding “LP_NORTH” and “LP_EAST” values for Hong Kong 1980 Grid Coordinates, 

or the corresponding “LP_LAT” and “LP_LONG” values for WGS84 Geographic Coordinates, from 

the API Return.  If ground level is required, get the “LP_GL” value as well. For example: - 

 

LP_NORTH = HK1980 Northing = 821533.9 

LP_EAST = HK1980 Easting = 839117.0 

LP_LAT = WGS84 Latitude = 22.332853 

LP_LONG = WGS84 Longitude = 114.204529 

LP_GL = Height above HKPD = 5.9 

 

3.2.2. Bluetooth Beacon 

 

The following steps are suggested to get the lamppost coordinates of a smart lamppost located within 

close proximity (about 5m) of the user: - 

1. Follow Step 1-7 in Para 3.1.1, as appropriate. 

2. Get the corresponding lamppost coordinates from the API Return with reference to Step 2 in Para 

3.2.1. 

 

3.2.3. RFID Tag 

 

The following steps are suggested to get the lamppost coordinates of a smart lamppost located within 

the detection range (about 10m) of the user: - 

 

 Direct RFID EPC Decoding 

1. Follow Step 1-2 for RFID EPC Decoding in Para 3.1.2. 

2. Decode the EPC memory information according to specifications in Para 2.2.2 to get lamppost 

https://www.geodetic.gov.hk/lpapi/?db=lp&lp=DF3634
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coordinates. 

 

 Using RFID Tags Database API 

1. Follow Step 1-2 for RFID Tags Database API in Para 3.1.2. 

2. Get the corresponding lamppost coordinates from the filtered API Return with reference to Step 

2 in Para 3.2.1. 

 

3.2.4. Geo-QR Code Tag 

 

The following steps are suggested to get the lamppost coordinates of a smart lamppost when the user 

scan or tap the Geo-QR code tag installed on it: - 

 

 Geo-QR Code 

1. Follow Step 1-2 for Geo-QR code in Para 3.1.3. 

2. Extract the values of the variable “GEO” from the URL. For example: - 

https://www.geodetic.gov.hk/LP/?LP=DF3634&GEO=22.332853,114.204529,5.9 

WGS84 Latitude = 22.332853 

WGS84 Longitude = 114.204529 

Height above HKPD = 5.9 m 

 

3. For Hong Kong 1980 Grid Coordinates, follow Step 3 for Geo-QR code in Para 3.1.3 to get lamppost 

ID, and then get the corresponding lamppost coordinates with reference to Para 3.2.1. 

 

 NFC Tag 

1. Follow Step 1-2 for NFC in Para 3.1.3. 

2. Extract the values from the “NFC_GEOURI” and/or “NFC_HK80” fields. For example: - 

NFC_GEOURI = geo:22.333017,114.204519 

NFC_HK80 = HK80:821552.1N,839116.0E,6.1H 

 

WGS84 Latitude = 22.333017 

WGS84 Longitude = 114.204519 

HK1980 Northing = 821552.1 

HK1980 Easting = 839116.0 

Height above HKPD = 6.1 

 

 

 

3.2.5. Geo-marker 

https://www.geodetic.gov.hk/LP/?LP=DF3634&GEO=22.332853,114.204529
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The following steps are suggested to get the lamppost coordinates of a smart lamppost when the user 

scan the Geo-Marker installed on it: - 

 

1. Follow Step 1-3 in Para 3.1.4 to get lamppost ID. 

2. Get the corresponding lamppost coordinates with reference to Para 3.2.1. 

 

The following steps are suggested to get the precise coordinates of the Geo-marker of a smart lamppost 

when the user scan the Geo-QR Code on the Geo-marker installed on it: - 

 

1. Follow Step 1-3 in Para 3.1.4 to get lamppost ID. 

2. Extract the values of the Geo-marker ID from the URL.  For example: - 

https://www.geodetic.gov.hk/LP/?LP=DF3641#GM1A 

GM_ID = Geo-marker ID = DF3641GM1A 

 

3. Get the corresponding row(s) in the Geo-marker Database API according to its lamppost ID. There 

may be 1 or 2 Geo-marker(s) installed for some lampposts.  For example: - 

Lamppost ID = LP_NUM = DF3641 

GM_ID = Geo-marker ID = DF3641GM1A 

 

API REQUEST: -  

https://www.geodetic.gov.hk/lpapi/?db=gm&lp=DF3641 

 

Filtered API RETURN (JSON): - 

[{"LP_NUM":"DF3641","LP_NORTH":821363.2,"LP_EAST":839128.6,"LP_GL":5.4,"LP_LAT":

22.331311,"LP_LONG":114.204642,"GM_NORTH":821363.25,"GM_EAST":839128.75,"GM

_ID":"DF3641GM1A","GM_HGT":8.27,"GM_URL":"https://www.geodetic.gov.hk/LP?LP=D

F3641#GM1A"}] 

 

4. Get the “GM_NORTH”, “GM_EAST” and “GM_HGT” values from the filtered API Return. For 

example: - 

GM_NORTH = HK1980 Northing = 821363.25 

GM_EAST = HK1980 Easting = 839128.75 

GM_HGT = Height above HKPD = 8.27 

 

 

 

3.3. Position Estimation 

https://www.geodetic.gov.hk/LP/?LP=DF3641#GM1A
https://www.geodetic.gov.hk/lpapi/?db=gm&lp=DF3641
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When the users can detect or interact with the positioning devices installed on the smart lamppost, they 

should be physically very close to the smart lampposts so the location of the smart lamppost could be 

adopted as the user position for many location-based applications.  The positioning devices could assist 

users to get the unique ID and coordinates of the concerned smart lamppost very easily.  In addition, the 

positioning devices on the smart lampposts could be used together with the smartphone’s own location 

services to serve as a validation or verification purpose for improving the reliability of positioning. 

 

3.3.1. Bluetooth Beacon 

 

For Bluetooth beacons, the distances between beacon and smartphone could be estimated by the signal 

strength detected.  The range could be classified as far apart, near to each other, or in the immediate 

vicinity.  When the user could detect a number of beacons from different smart lampposts, the user 

position could be estimated. 

 

 Region Monitoring 

 

The following table illustrates simple examples with 2 beacons (A and B) which are installed apart along a 

straight line. 

 

 Detected Range 

from Beacon A 

Detected Range 

from Beacon B 

Estimated User Location 

Scenario A Far Immediate Near Beacon B 

 

Scenario B Near Near In the middle between A and B 

Scenario C Immediate Far Near Beacon A 

 

 

Please refer to the documentation “Use region monitoring to detect the presence of an iBeacon”3  of 

Apple for details. 

 

 Distance Estimation 

 

The Relative Signal Strength Indicator (RSSI) could be used to provide a quantifiable estimation. The 

Motley-Keenan propagation model for radio signals is commonly adopted to estimate the distance 

between the Beacon and the receiver, e.g. a smartphone: - 

                                                      
3 https://developer.apple.com/documentation/corelocation/determining_the_proximity_to_an_ibeacon_device 

https://developer.apple.com/documentation/corelocation/determining_the_proximity_to_an_ibeacon_device
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𝑝(𝑑) = 𝑝(𝑑0) − 10 ∗ 𝑛 ∗ log (
𝑑

𝑑0
) 

where d = Approximate distance between the beacon and the receiver, 

p(d) = Relative Signal Strength Indicator (RSSI) at distance d 

p(d0) = Transmission Signal (Tx) Power at 1m, i.e. the BLE_IB_TX value which could be 

obtained from the Bluetooth Beacon (iBeacon) Database 

n = environmental coefficient, usually 2 adopted for free path loss environment 

 

To estimate the approximate distance from a particular Bluetooth beacon, the above formula could be 

re-written as: - 

 

𝑅𝑆𝑆𝐼 = 𝑇𝑥 −  10 ∗ 2 ∗ log(𝑑) 

𝑑 = 10(
𝑇𝑥−𝑅𝑆𝑆𝐼

10∗2
) 

 

Please note that the above distance estimation serves as a rough range estimate, which could be 

significantly varied by many factors, e.g. the signal stability, the actual site environment, the antenna 

properties, etc. 

 

 Trilateration 

 

When a smartphone is receiving signals from at least 3 beacons, the beacons coordinates could be 

obtained, and approximate distances could be estimated, the smartphone location could be determined 

by simple trilateration methods. 

 

 Advanced methods 

 

Other advanced positioning algorithm might make use of different measurements of the Bluetooth 

beacons, together with other sensors’ measurements, such as gyroscope, accelerometer, barometer, step 

counter and etc., for positioning and navigation. For example, the change of the signal strength could help 

to determine the direction of travel. Besides, the beacon signal fingerprints could also be referenced to 

estimate user’s position. 
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4. Information Security 

 

Some simple procedures could be implemented to serve as basic validation and integrity check of the 

positioning devices and information if needed. 

 

4.1. Database 

 

The Multi-functional Smart Lampposts Positioning Devices page in DATA.GOV.HK serves as the official web 

site for the positioning services.  The Positioning Device Database API provides the comprehensive and 

latest details of positioning devices installed on smart lampposts.  Every effort was made to maintain the 

database in terms of accuracy and up-to-dateness. It could be accessed at the following URL: - 

 

https://data.gov.hk/en-data/dataset/hk-landsd-openmap-geodetic-smartlp-positioning 

 

All genuine positioning devices installed by Lands Department under the Multi-Functional Smart Lamppost 

Pilot Scheme would be listed and could be searched in the official database.  As such, developers could 

make use of the official database to detect fake or invalid positioning devices, and to double-check the 

data correctness for their location-based applications. 

 

4.2. Verification 

 

4.2.1. Bluetooth Beacon 

 

Since the Bluetooth beacons in smart lampposts are intended to be part of an open infrastructure to be 

readable and usable by anyone.  The information broadcasted by genuine Bluetooth beacons of Lands 

Department and the Bluetooth Beacon Database at DATA.GOV.HK are intended to be openly readable and 

accessible by everyone, without user authentication nor encryption. 

 

In addition, most Bluetooth beacons available in the market allow owners or operators to input any value 

for each beacon. 

 

As a result, it is easy to maliciously clone an identical copy of a genuine Bluetooth beacon, and install it in 

another location. 

 

It is therefore recommended independently verifying whether the datasets are identical, as well as 

whether the concerned beacon is located at its designated location before application of the data. 

 

A genuine Bluetooth beacon of Lands Department shall fulfil at least the following two criteria: - 

https://data.gov.hk/en-data/dataset/hk-landsd-openmap-geodetic-smartlp-positioning
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1. Broadcasted data matches with the official database. 

i. The broadcasted UUID, Major and Minor values of the Bluetooth beacon are identical to 

the respective values in BLE_IB_UUID, BLE_IB_MAJOR and BLE_IB_MINOR of the 

corresponding row of the Bluetooth Beacon Database API. 

2. Bluetooth beacon location matches with the corresponding smart lamppost location, 

i. The smartphone location obtained by built-in GPS or Android/iOS location service when 

detecting the Bluetooth beacon is reasonably within the threshold extent of smart 

lamppost location obtained according to Para 3.2. 

ii. The distance measured by RSSI between the user and the Bluetooth beacon is reasonably 

comparable to its actual (or independently measured) distance between the user and the 

corresponding smart lamppost. 

iii. The Smart lamppost with the corresponding lamppost ID obtained according to Para 3.1, 

or other positioning devices of the same smart lamppost, could be seen or identified by 

the user. 

 

4.2.2. RFID Tag 

 

Passive RFID tags would have its unique Factory-assigned ID (TID) stored in its permanent memory. The 

TID is designed to be universally unique. It is difficult, but still possible to clone or emulate an RFID tag 

with the same TID and installed in another location. 

 

The EPC memory in the RFID tag contains encoded information containing the lamppost ID and 

coordinates.  Although the EPC memory is designed to be rewritable, the RFID tags installed in smart 

lampposts are permanently locked for prevent further modification.  

 

The TIDs and EPC content of all RFID tags for smart lampposts would be uploaded to the RFID Tag Database 

for identification.  By comparing the TID and EPC with the online database entries, the RFID tags could 

be verified. However, it is also recommended verifying whether the concerned RFID tag is installed at the 

designated location. 

 

A genuine RFID tag of Lands Department shall fulfil at least the following two criteria: - 

 

1. Stored data matches with the database. 

i. The TID read from the RFID tag matches with the RFID_TID value in corresponding row of 

the RFID Database API. 

ii. The EPC read from the RFID tag matches with the RFID_EPC value in corresponding row of 

the RFID Database API. 
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iii. The EPC decoded outputs shall comply with the data structure as specified by Para 2.2.2, 

and identical to the corresponding RFID Database API returns. 

2. RFID tag location matches with the corresponding smart lamppost location. 

i. The smartphone location obtained by built-in GPS or Android/iOS location service when 

detecting the RFID tag is reasonably within the threshold extent of smart lamppost 

location obtained according to Para 3.2. 

ii. The smart lamppost with the corresponding lamppost ID obtained according to Para 3.1, 

or other positioning devices of the same smart lamppost, could be seen or identified by 

the user. 

 

4.2.3. Geo-QR Code Tag 

 

The Geo-QR code tag contain a number of security features for application developers, including: - 

 

1. Valid URL 

i. The URL of the Geo-QR code printed on the tag shall lead to landing page with its domain 

of https://www.geodetic.gov.hk 

ii. The URL of the printed Geo-QR code shall be identical to the stored URL in the NFC, and 

matches with the corresponding record in the Geo-QR Code Tag Database API. 

iii. The landing page shall be signed by a valid electronic certificate (e-cert) issued by the 

Hong Kong Post. 

2. Valid Unique ID 

i. The factory-assigned Unique ID of the NFC tag shall be identical to the stored UID in the 

NFC tag, and matches with the corresponding record in the Geo-QR Code Tag Database 

API. 

3. Stored data matches with the database. 

i. All the values in every field of the NFC NDEF memory contents shall be identical to the 

corresponding record in the Geo-QR Code Tag Database API. 

4. SHA256 hash value 

i. The SHA256 hash value stored in the NFC tag shall match with the values generated by 

the other fields as specified by Para 2.3.1, and identical to the corresponding RFID 

Database API returns. 

5. Geo-QR code tag location matches with the corresponding smart lamppost location. 

i. The smartphone location obtained by built-in GPS or Android/iOS location service when 

detecting the RFID tag is reasonably within the threshold extent of smart lamppost 

location obtained according to Para 3.2. 

ii. Smart lamppost with the corresponding lamppost ID obtained according to Para 3.1, or 

other positioning devices of the same smart lamppost, could be seen or identified by the 

https://www.geodetic.gov.hk/
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user. 

 

4.2.4. Geo-marker 

 

The genuine Geo-marker also contain a Geo-QR code providing an URL similar to the Geo-QR code tag. It 

shall match the following conditions: - 

 

1. Valid URL 

i. The URL of the Geo-marker shall lead to the landing page with its domain of 

https://www.geodetic.gov.hk 

ii. The URL of the Geo-marker shall match with the corresponding record in the Geo-marker 

Database API. 

iii. The landing page shall be signed by a valid e-cert issued by the Hong Kong Post. 

2. Geo-marker location matches with the corresponding smart lamppost location. 

i. The smartphone location obtained by built-in GPS or Android/iOS location service when 

detecting the RFID tag is reasonably within the threshold extent of smart lamppost 

location obtained according to Para 3.2. 

ii. Smart lamppost with the corresponding lamppost ID obtained according to Para 3.1, or 

other positioning devices of the same smart lamppost, could be seen or identified by the 

user. 

 

4.3. Points to Note 

 

1. No user information nor location were collected by the positioning devices. 

2. Do not execute the default action by smartphone, e.g. open the URL, without verification. 

3. Always refer to the official database accessible from DATA.GOV.HK for critical information. 

4. If offline copy of the official database is used, then make sure it is updated regularly by users. 

5. Independent verification for content and location of the smart lamppost is preferred.  

 

https://www.geodetic.gov.hk/
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5. Reference Documents 

 

5.1. DATA.GOV.HK - Open Data Portal for Multi-functional Smart Lampposts Positioning Devices 

https://data.gov.hk/en-data/dataset/hk-landsd-openmap-geodetic-smartlp-positioning 

 

5.2. Data Dictionary of Multi-functional Smart Lampposts for Positioning Devices 

https://www.geodetic.gov.hk/common/data/LP/DataDict_LP.pdf 

  

https://data.gov.hk/en-data/dataset/hk-landsd-openmap-geodetic-smartlp-positioning
https://www.geodetic.gov.hk/common/data/LP/DataDict_LP.pdf
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Annex 1 – Grid ID for Bluetooth Beacons 

 

Below is the coding scheme of map sheet for Hong Kong based on the 1:1000 map system.  Each grid is 

encoded in the format of MM-XX-NNY.  

 

MM = major area code, from 1 to 17 

XX = the quadrant-section in the major area, valued NE, NW, SE, SW 

NN = minor area code within the major area, from 1 to 25 

Y = the quadrant-section in the minor area, valued A, B, C, D 

 

Example : 8-NE-15D 
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Example for the Major, Minor 

1. Given that 

i. Position Indicator: High Position 2 (Value: 4) 

ii. Location: in the area of Sheet No. 3-SW-5C 

iii. Anchor ID: 0025  

iv. Power: High (value : 2) 

v. UUID: B19AF0047F2A49728F3937D26C29CB9E 

2. Result:  

i. The Grid ID: 1119 (refer to the Look up table for Grid ID and Sheet No.) 

ii. Bluetooth beacon signal:  

Base UUID Major Minor 

DEC N/A 41119 20025 

HEX B19AF0047F2A49728F3937D26C29CB9E A09F 4E39 
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Annex 2 – Smart Lamppost sample data at a glance 

 

Basic Information 

Lamppost Number DF3633 

Northing 821552.1 

Easting 839116.0 

Latitude 22.333017 

Longitude 114.204519 

Ground Level 6.1 

Geo QR Tag 

QR Code 

 

QR Code URL https://www.geodetic.gov.hk/LP/?LP=DF3633&GEO=22.333017,114.204519,6.1 

NFC Tag 

URL https://www.geodetic.gov.hk/LP/?LP=DF3633&GEO=22.333017,114.204519,6.1 

GeoURI geo:22.333017,114.204519 

LP LP:DF3633 

HK80 HK80:821552.1N,839116.0E,6.1H 

UID UID:04338A4A5C6680 

LOC: LOC: 

TIME:  TIME:2022-05-18 

VER VER:1.0 

SHA256 SHA256:00E3143E5B29EE9ADA875101CB85462A962E8473BEE8697F1D49802C3E

3C3000 

RFID Tag 

RFID_EPC 4C237F445649F50124444636330000082A98CB23674FB38005F5000000000000 
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Geo-marker 

QR Code URL https://www.geodetic.gov.hk/LP/?LP=DF3633#GM1A 
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Look up Table for Grid ID and Sheet No. 

 

Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. 

0001 1-NE-1A 0002 1-NE-1B 0003 1-NE-1C 0004 1-NE-1D 

0005 1-NE-2A 0006 1-NE-2B 0007 1-NE-2C 0008 1-NE-2D 

0009 1-NE-3A 0010 1-NE-3B 0011 1-NE-3C 0012 1-NE-3D 

0013 1-NE-4A 0014 1-NE-4B 0015 1-NE-4C 0016 1-NE-4D 

0017 1-NE-5A 0018 1-NE-5B 0019 1-NE-5C 0020 1-NE-5D 

0021 1-NE-6A 0022 1-NE-6B 0023 1-NE-6C 0024 1-NE-6D 

0025 1-NE-7A 0026 1-NE-7B 0027 1-NE-7C 0028 1-NE-7D 

0029 1-NE-8A 0030 1-NE-8B 0031 1-NE-8C 0032 1-NE-8D 

0033 1-NE-9A 0034 1-NE-9B 0035 1-NE-9C 0036 1-NE-9D 

0037 1-NE-10A 0038 1-NE-10B 0039 1-NE-10C 0040 1-NE-10D 

0041 1-NE-11A 0042 1-NE-11B 0043 1-NE-11C 0044 1-NE-11D 

0045 1-NE-12A 0046 1-NE-12B 0047 1-NE-12C 0048 1-NE-12D 

0049 1-NE-13A 0050 1-NE-13B 0051 1-NE-13C 0052 1-NE-13D 

0053 1-NE-14A 0054 1-NE-14B 0055 1-NE-14C 0056 1-NE-14D 

0057 1-NE-15A 0058 1-NE-15B 0059 1-NE-15C 0060 1-NE-15D 

0061 1-NE-16A 0062 1-NE-16B 0063 1-NE-16C 0064 1-NE-16D 

0065 1-NE-17A 0066 1-NE-17B 0067 1-NE-17C 0068 1-NE-17D 

0069 1-NE-18A 0070 1-NE-18B 0071 1-NE-18C 0072 1-NE-18D 

0073 1-NE-19A 0074 1-NE-19B 0075 1-NE-19C 0076 1-NE-19D 

0077 1-NE-20A 0078 1-NE-20B 0079 1-NE-20C 0080 1-NE-20D 

0081 1-NE-21A 0082 1-NE-21B 0083 1-NE-21C 0084 1-NE-21D 

0085 1-NE-22A 0086 1-NE-22B 0087 1-NE-22C 0088 1-NE-22D 

0089 1-NE-23A 0090 1-NE-23B 0091 1-NE-23C 0092 1-NE-23D 

0093 1-NE-24A 0094 1-NE-24B 0095 1-NE-24C 0096 1-NE-24D 

0097 1-NE-25A 0098 1-NE-25B 0099 1-NE-25C 0100 1-NE-25D 

0101 1-NW-1A 0102 1-NW-1B 0103 1-NW-1C 0104 1-NW-1D 

0105 1-NW-2A 0106 1-NW-2B 0107 1-NW-2C 0108 1-NW-2D 

0109 1-NW-3A 0110 1-NW-3B 0111 1-NW-3C 0112 1-NW-3D 

0113 1-NW-4A 0114 1-NW-4B 0115 1-NW-4C 0116 1-NW-4D 

0117 1-NW-5A 0118 1-NW-5B 0119 1-NW-5C 0120 1-NW-5D 

0121 1-NW-6A 0122 1-NW-6B 0123 1-NW-6C 0124 1-NW-6D 

0125 1-NW-7A 0126 1-NW-7B 0127 1-NW-7C 0128 1-NW-7D 

0129 1-NW-8A 0130 1-NW-8B 0131 1-NW-8C 0132 1-NW-8D 

0133 1-NW-9A 0134 1-NW-9B 0135 1-NW-9C 0136 1-NW-9D 
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Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. 

0137 1-NW-10A 0138 1-NW-10B 0139 1-NW-10C 0140 1-NW-10D 

0141 1-NW-11A 0142 1-NW-11B 0143 1-NW-11C 0144 1-NW-11D 

0145 1-NW-12A 0146 1-NW-12B 0147 1-NW-12C 0148 1-NW-12D 

0149 1-NW-13A 0150 1-NW-13B 0151 1-NW-13C 0152 1-NW-13D 

0153 1-NW-14A 0154 1-NW-14B 0155 1-NW-14C 0156 1-NW-14D 

0157 1-NW-15A 0158 1-NW-15B 0159 1-NW-15C 0160 1-NW-15D 

0161 1-NW-16A 0162 1-NW-16B 0163 1-NW-16C 0164 1-NW-16D 

0165 1-NW-17A 0166 1-NW-17B 0167 1-NW-17C 0168 1-NW-17D 

0169 1-NW-18A 0170 1-NW-18B 0171 1-NW-18C 0172 1-NW-18D 

0173 1-NW-19A 0174 1-NW-19B 0175 1-NW-19C 0176 1-NW-19D 

0177 1-NW-20A 0178 1-NW-20B 0179 1-NW-20C 0180 1-NW-20D 

0181 1-NW-21A 0182 1-NW-21B 0183 1-NW-21C 0184 1-NW-21D 

0185 1-NW-22A 0186 1-NW-22B 0187 1-NW-22C 0188 1-NW-22D 

0189 1-NW-23A 0190 1-NW-23B 0191 1-NW-23C 0192 1-NW-23D 

0193 1-NW-24A 0194 1-NW-24B 0195 1-NW-24C 0196 1-NW-24D 

0197 1-NW-25A 0198 1-NW-25B 0199 1-NW-25C 0200 1-NW-25D 

0201 1-SE-1A 0202 1-SE-1B 0203 1-SE-1C 0204 1-SE-1D 

0205 1-SE-2A 0206 1-SE-2B 0207 1-SE-2C 0208 1-SE-2D 

0209 1-SE-3A 0210 1-SE-3B 0211 1-SE-3C 0212 1-SE-3D 

0213 1-SE-4A 0214 1-SE-4B 0215 1-SE-4C 0216 1-SE-4D 

0217 1-SE-5A 0218 1-SE-5B 0219 1-SE-5C 0220 1-SE-5D 

0221 1-SE-6A 0222 1-SE-6B 0223 1-SE-6C 0224 1-SE-6D 

0225 1-SE-7A 0226 1-SE-7B 0227 1-SE-7C 0228 1-SE-7D 

0229 1-SE-8A 0230 1-SE-8B 0231 1-SE-8C 0232 1-SE-8D 

0233 1-SE-9A 0234 1-SE-9B 0235 1-SE-9C 0236 1-SE-9D 

0237 1-SE-10A 0238 1-SE-10B 0239 1-SE-10C 0240 1-SE-10D 

0241 1-SE-11A 0242 1-SE-11B 0243 1-SE-11C 0244 1-SE-11D 

0245 1-SE-12A 0246 1-SE-12B 0247 1-SE-12C 0248 1-SE-12D 

0249 1-SE-13A 0250 1-SE-13B 0251 1-SE-13C 0252 1-SE-13D 

0253 1-SE-14A 0254 1-SE-14B 0255 1-SE-14C 0256 1-SE-14D 

0257 1-SE-15A 0258 1-SE-15B 0259 1-SE-15C 0260 1-SE-15D 

0261 1-SE-16A 0262 1-SE-16B 0263 1-SE-16C 0264 1-SE-16D 

0265 1-SE-17A 0266 1-SE-17B 0267 1-SE-17C 0268 1-SE-17D 

0269 1-SE-18A 0270 1-SE-18B 0271 1-SE-18C 0272 1-SE-18D 

0273 1-SE-19A 0274 1-SE-19B 0275 1-SE-19C 0276 1-SE-19D 

0277 1-SE-20A 0278 1-SE-20B 0279 1-SE-20C 0280 1-SE-20D 



Developer Guide of Multi-functional Smart Lamppost Positioning Devices (Version 1.2) P.38 Lands Department 

Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. 

0281 1-SE-21A 0282 1-SE-21B 0283 1-SE-21C 0284 1-SE-21D 

0285 1-SE-22A 0286 1-SE-22B 0287 1-SE-22C 0288 1-SE-22D 

0289 1-SE-23A 0290 1-SE-23B 0291 1-SE-23C 0292 1-SE-23D 

0293 1-SE-24A 0294 1-SE-24B 0295 1-SE-24C 0296 1-SE-24D 

0297 1-SE-25A 0298 1-SE-25B 0299 1-SE-25C 0300 1-SE-25D 

0301 1-SW-1A 0302 1-SW-1B 0303 1-SW-1C 0304 1-SW-1D 

0305 1-SW-2A 0306 1-SW-2B 0307 1-SW-2C 0308 1-SW-2D 

0309 1-SW-3A 0310 1-SW-3B 0311 1-SW-3C 0312 1-SW-3D 

0313 1-SW-4A 0314 1-SW-4B 0315 1-SW-4C 0316 1-SW-4D 

0317 1-SW-5A 0318 1-SW-5B 0319 1-SW-5C 0320 1-SW-5D 

0321 1-SW-6A 0322 1-SW-6B 0323 1-SW-6C 0324 1-SW-6D 

0325 1-SW-7A 0326 1-SW-7B 0327 1-SW-7C 0328 1-SW-7D 

0329 1-SW-8A 0330 1-SW-8B 0331 1-SW-8C 0332 1-SW-8D 

0333 1-SW-9A 0334 1-SW-9B 0335 1-SW-9C 0336 1-SW-9D 

0337 1-SW-10A 0338 1-SW-10B 0339 1-SW-10C 0340 1-SW-10D 

0341 1-SW-11A 0342 1-SW-11B 0343 1-SW-11C 0344 1-SW-11D 

0345 1-SW-12A 0346 1-SW-12B 0347 1-SW-12C 0348 1-SW-12D 

0349 1-SW-13A 0350 1-SW-13B 0351 1-SW-13C 0352 1-SW-13D 

0353 1-SW-14A 0354 1-SW-14B 0355 1-SW-14C 0356 1-SW-14D 

0357 1-SW-15A 0358 1-SW-15B 0359 1-SW-15C 0360 1-SW-15D 

0361 1-SW-16A 0362 1-SW-16B 0363 1-SW-16C 0364 1-SW-16D 

0365 1-SW-17A 0366 1-SW-17B 0367 1-SW-17C 0368 1-SW-17D 

0369 1-SW-18A 0370 1-SW-18B 0371 1-SW-18C 0372 1-SW-18D 

0373 1-SW-19A 0374 1-SW-19B 0375 1-SW-19C 0376 1-SW-19D 

0377 1-SW-20A 0378 1-SW-20B 0379 1-SW-20C 0380 1-SW-20D 

0381 1-SW-21A 0382 1-SW-21B 0383 1-SW-21C 0384 1-SW-21D 

0385 1-SW-22A 0386 1-SW-22B 0387 1-SW-22C 0388 1-SW-22D 

0389 1-SW-23A 0390 1-SW-23B 0391 1-SW-23C 0392 1-SW-23D 

0393 1-SW-24A 0394 1-SW-24B 0395 1-SW-24C 0396 1-SW-24D 

0397 1-SW-25A 0398 1-SW-25B 0399 1-SW-25C 0400 1-SW-25D 

0401 2-NE-1A 0402 2-NE-1B 0403 2-NE-1C 0404 2-NE-1D 

0405 2-NE-2A 0406 2-NE-2B 0407 2-NE-2C 0408 2-NE-2D 

0409 2-NE-3A 0410 2-NE-3B 0411 2-NE-3C 0412 2-NE-3D 

0413 2-NE-4A 0414 2-NE-4B 0415 2-NE-4C 0416 2-NE-4D 

0417 2-NE-5A 0418 2-NE-5B 0419 2-NE-5C 0420 2-NE-5D 

0421 2-NE-6A 0422 2-NE-6B 0423 2-NE-6C 0424 2-NE-6D 
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0425 2-NE-7A 0426 2-NE-7B 0427 2-NE-7C 0428 2-NE-7D 

0429 2-NE-8A 0430 2-NE-8B 0431 2-NE-8C 0432 2-NE-8D 

0433 2-NE-9A 0434 2-NE-9B 0435 2-NE-9C 0436 2-NE-9D 

0437 2-NE-10A 0438 2-NE-10B 0439 2-NE-10C 0440 2-NE-10D 

0441 2-NE-11A 0442 2-NE-11B 0443 2-NE-11C 0444 2-NE-11D 

0445 2-NE-12A 0446 2-NE-12B 0447 2-NE-12C 0448 2-NE-12D 

0449 2-NE-13A 0450 2-NE-13B 0451 2-NE-13C 0452 2-NE-13D 

0453 2-NE-14A 0454 2-NE-14B 0455 2-NE-14C 0456 2-NE-14D 

0457 2-NE-15A 0458 2-NE-15B 0459 2-NE-15C 0460 2-NE-15D 

0461 2-NE-16A 0462 2-NE-16B 0463 2-NE-16C 0464 2-NE-16D 

0465 2-NE-17A 0466 2-NE-17B 0467 2-NE-17C 0468 2-NE-17D 

0469 2-NE-18A 0470 2-NE-18B 0471 2-NE-18C 0472 2-NE-18D 

0473 2-NE-19A 0474 2-NE-19B 0475 2-NE-19C 0476 2-NE-19D 

0477 2-NE-20A 0478 2-NE-20B 0479 2-NE-20C 0480 2-NE-20D 

0481 2-NE-21A 0482 2-NE-21B 0483 2-NE-21C 0484 2-NE-21D 

0485 2-NE-22A 0486 2-NE-22B 0487 2-NE-22C 0488 2-NE-22D 

0489 2-NE-23A 0490 2-NE-23B 0491 2-NE-23C 0492 2-NE-23D 

0493 2-NE-24A 0494 2-NE-24B 0495 2-NE-24C 0496 2-NE-24D 

0497 2-NE-25A 0498 2-NE-25B 0499 2-NE-25C 0500 2-NE-25D 

0501 2-NW-1A 0502 2-NW-1B 0503 2-NW-1C 0504 2-NW-1D 

0505 2-NW-2A 0506 2-NW-2B 0507 2-NW-2C 0508 2-NW-2D 

0509 2-NW-3A 0510 2-NW-3B 0511 2-NW-3C 0512 2-NW-3D 

0513 2-NW-4A 0514 2-NW-4B 0515 2-NW-4C 0516 2-NW-4D 

0517 2-NW-5A 0518 2-NW-5B 0519 2-NW-5C 0520 2-NW-5D 

0521 2-NW-6A 0522 2-NW-6B 0523 2-NW-6C 0524 2-NW-6D 

0525 2-NW-7A 0526 2-NW-7B 0527 2-NW-7C 0528 2-NW-7D 

0529 2-NW-8A 0530 2-NW-8B 0531 2-NW-8C 0532 2-NW-8D 

0533 2-NW-9A 0534 2-NW-9B 0535 2-NW-9C 0536 2-NW-9D 

0537 2-NW-10A 0538 2-NW-10B 0539 2-NW-10C 0540 2-NW-10D 

0541 2-NW-11A 0542 2-NW-11B 0543 2-NW-11C 0544 2-NW-11D 

0545 2-NW-12A 0546 2-NW-12B 0547 2-NW-12C 0548 2-NW-12D 

0549 2-NW-13A 0550 2-NW-13B 0551 2-NW-13C 0552 2-NW-13D 

0553 2-NW-14A 0554 2-NW-14B 0555 2-NW-14C 0556 2-NW-14D 

0557 2-NW-15A 0558 2-NW-15B 0559 2-NW-15C 0560 2-NW-15D 

0561 2-NW-16A 0562 2-NW-16B 0563 2-NW-16C 0564 2-NW-16D 

0565 2-NW-17A 0566 2-NW-17B 0567 2-NW-17C 0568 2-NW-17D 
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0569 2-NW-18A 0570 2-NW-18B 0571 2-NW-18C 0572 2-NW-18D 

0573 2-NW-19A 0574 2-NW-19B 0575 2-NW-19C 0576 2-NW-19D 

0577 2-NW-20A 0578 2-NW-20B 0579 2-NW-20C 0580 2-NW-20D 

0581 2-NW-21A 0582 2-NW-21B 0583 2-NW-21C 0584 2-NW-21D 

0585 2-NW-22A 0586 2-NW-22B 0587 2-NW-22C 0588 2-NW-22D 

0589 2-NW-23A 0590 2-NW-23B 0591 2-NW-23C 0592 2-NW-23D 

0593 2-NW-24A 0594 2-NW-24B 0595 2-NW-24C 0596 2-NW-24D 

0597 2-NW-25A 0598 2-NW-25B 0599 2-NW-25C 0600 2-NW-25D 

0601 2-SE-1A 0602 2-SE-1B 0603 2-SE-1C 0604 2-SE-1D 

0605 2-SE-2A 0606 2-SE-2B 0607 2-SE-2C 0608 2-SE-2D 

0609 2-SE-3A 0610 2-SE-3B 0611 2-SE-3C 0612 2-SE-3D 

0613 2-SE-4A 0614 2-SE-4B 0615 2-SE-4C 0616 2-SE-4D 

0617 2-SE-5A 0618 2-SE-5B 0619 2-SE-5C 0620 2-SE-5D 

0621 2-SE-6A 0622 2-SE-6B 0623 2-SE-6C 0624 2-SE-6D 

0625 2-SE-7A 0626 2-SE-7B 0627 2-SE-7C 0628 2-SE-7D 

0629 2-SE-8A 0630 2-SE-8B 0631 2-SE-8C 0632 2-SE-8D 

0633 2-SE-9A 0634 2-SE-9B 0635 2-SE-9C 0636 2-SE-9D 

0637 2-SE-10A 0638 2-SE-10B 0639 2-SE-10C 0640 2-SE-10D 

0641 2-SE-11A 0642 2-SE-11B 0643 2-SE-11C 0644 2-SE-11D 

0645 2-SE-12A 0646 2-SE-12B 0647 2-SE-12C 0648 2-SE-12D 

0649 2-SE-13A 0650 2-SE-13B 0651 2-SE-13C 0652 2-SE-13D 

0653 2-SE-14A 0654 2-SE-14B 0655 2-SE-14C 0656 2-SE-14D 

0657 2-SE-15A 0658 2-SE-15B 0659 2-SE-15C 0660 2-SE-15D 

0661 2-SE-16A 0662 2-SE-16B 0663 2-SE-16C 0664 2-SE-16D 

0665 2-SE-17A 0666 2-SE-17B 0667 2-SE-17C 0668 2-SE-17D 

0669 2-SE-18A 0670 2-SE-18B 0671 2-SE-18C 0672 2-SE-18D 

0673 2-SE-19A 0674 2-SE-19B 0675 2-SE-19C 0676 2-SE-19D 

0677 2-SE-20A 0678 2-SE-20B 0679 2-SE-20C 0680 2-SE-20D 

0681 2-SE-21A 0682 2-SE-21B 0683 2-SE-21C 0684 2-SE-21D 

0685 2-SE-22A 0686 2-SE-22B 0687 2-SE-22C 0688 2-SE-22D 

0689 2-SE-23A 0690 2-SE-23B 0691 2-SE-23C 0692 2-SE-23D 

0693 2-SE-24A 0694 2-SE-24B 0695 2-SE-24C 0696 2-SE-24D 

0697 2-SE-25A 0698 2-SE-25B 0699 2-SE-25C 0700 2-SE-25D 

0701 2-SW-1A 0702 2-SW-1B 0703 2-SW-1C 0704 2-SW-1D 

0705 2-SW-2A 0706 2-SW-2B 0707 2-SW-2C 0708 2-SW-2D 

0709 2-SW-3A 0710 2-SW-3B 0711 2-SW-3C 0712 2-SW-3D 
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0713 2-SW-4A 0714 2-SW-4B 0715 2-SW-4C 0716 2-SW-4D 

0717 2-SW-5A 0718 2-SW-5B 0719 2-SW-5C 0720 2-SW-5D 

0721 2-SW-6A 0722 2-SW-6B 0723 2-SW-6C 0724 2-SW-6D 

0725 2-SW-7A 0726 2-SW-7B 0727 2-SW-7C 0728 2-SW-7D 

0729 2-SW-8A 0730 2-SW-8B 0731 2-SW-8C 0732 2-SW-8D 

0733 2-SW-9A 0734 2-SW-9B 0735 2-SW-9C 0736 2-SW-9D 

0737 2-SW-10A 0738 2-SW-10B 0739 2-SW-10C 0740 2-SW-10D 

0741 2-SW-11A 0742 2-SW-11B 0743 2-SW-11C 0744 2-SW-11D 

0745 2-SW-12A 0746 2-SW-12B 0747 2-SW-12C 0748 2-SW-12D 

0749 2-SW-13A 0750 2-SW-13B 0751 2-SW-13C 0752 2-SW-13D 

0753 2-SW-14A 0754 2-SW-14B 0755 2-SW-14C 0756 2-SW-14D 

0757 2-SW-15A 0758 2-SW-15B 0759 2-SW-15C 0760 2-SW-15D 

0761 2-SW-16A 0762 2-SW-16B 0763 2-SW-16C 0764 2-SW-16D 

0765 2-SW-17A 0766 2-SW-17B 0767 2-SW-17C 0768 2-SW-17D 

0769 2-SW-18A 0770 2-SW-18B 0771 2-SW-18C 0772 2-SW-18D 

0773 2-SW-19A 0774 2-SW-19B 0775 2-SW-19C 0776 2-SW-19D 

0777 2-SW-20A 0778 2-SW-20B 0779 2-SW-20C 0780 2-SW-20D 

0781 2-SW-21A 0782 2-SW-21B 0783 2-SW-21C 0784 2-SW-21D 

0785 2-SW-22A 0786 2-SW-22B 0787 2-SW-22C 0788 2-SW-22D 

0789 2-SW-23A 0790 2-SW-23B 0791 2-SW-23C 0792 2-SW-23D 

0793 2-SW-24A 0794 2-SW-24B 0795 2-SW-24C 0796 2-SW-24D 

0797 2-SW-25A 0798 2-SW-25B 0799 2-SW-25C 0800 2-SW-25D 

0801 3-NE-1A 0802 3-NE-1B 0803 3-NE-1C 0804 3-NE-1D 

0805 3-NE-2A 0806 3-NE-2B 0807 3-NE-2C 0808 3-NE-2D 

0809 3-NE-3A 0810 3-NE-3B 0811 3-NE-3C 0812 3-NE-3D 

0813 3-NE-4A 0814 3-NE-4B 0815 3-NE-4C 0816 3-NE-4D 

0817 3-NE-5A 0818 3-NE-5B 0819 3-NE-5C 0820 3-NE-5D 

0821 3-NE-6A 0822 3-NE-6B 0823 3-NE-6C 0824 3-NE-6D 

0825 3-NE-7A 0826 3-NE-7B 0827 3-NE-7C 0828 3-NE-7D 

0829 3-NE-8A 0830 3-NE-8B 0831 3-NE-8C 0832 3-NE-8D 

0833 3-NE-9A 0834 3-NE-9B 0835 3-NE-9C 0836 3-NE-9D 

0837 3-NE-10A 0838 3-NE-10B 0839 3-NE-10C 0840 3-NE-10D 

0841 3-NE-11A 0842 3-NE-11B 0843 3-NE-11C 0844 3-NE-11D 

0845 3-NE-12A 0846 3-NE-12B 0847 3-NE-12C 0848 3-NE-12D 

0849 3-NE-13A 0850 3-NE-13B 0851 3-NE-13C 0852 3-NE-13D 

0853 3-NE-14A 0854 3-NE-14B 0855 3-NE-14C 0856 3-NE-14D 
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0857 3-NE-15A 0858 3-NE-15B 0859 3-NE-15C 0860 3-NE-15D 

0861 3-NE-16A 0862 3-NE-16B 0863 3-NE-16C 0864 3-NE-16D 

0865 3-NE-17A 0866 3-NE-17B 0867 3-NE-17C 0868 3-NE-17D 

0869 3-NE-18A 0870 3-NE-18B 0871 3-NE-18C 0872 3-NE-18D 

0873 3-NE-19A 0874 3-NE-19B 0875 3-NE-19C 0876 3-NE-19D 

0877 3-NE-20A 0878 3-NE-20B 0879 3-NE-20C 0880 3-NE-20D 

0881 3-NE-21A 0882 3-NE-21B 0883 3-NE-21C 0884 3-NE-21D 

0885 3-NE-22A 0886 3-NE-22B 0887 3-NE-22C 0888 3-NE-22D 

0889 3-NE-23A 0890 3-NE-23B 0891 3-NE-23C 0892 3-NE-23D 

0893 3-NE-24A 0894 3-NE-24B 0895 3-NE-24C 0896 3-NE-24D 

0897 3-NE-25A 0898 3-NE-25B 0899 3-NE-25C 0900 3-NE-25D 

0901 3-NW-1A 0902 3-NW-1B 0903 3-NW-1C 0904 3-NW-1D 

0905 3-NW-2A 0906 3-NW-2B 0907 3-NW-2C 0908 3-NW-2D 

0909 3-NW-3A 0910 3-NW-3B 0911 3-NW-3C 0912 3-NW-3D 

0913 3-NW-4A 0914 3-NW-4B 0915 3-NW-4C 0916 3-NW-4D 

0917 3-NW-5A 0918 3-NW-5B 0919 3-NW-5C 0920 3-NW-5D 

0921 3-NW-6A 0922 3-NW-6B 0923 3-NW-6C 0924 3-NW-6D 

0925 3-NW-7A 0926 3-NW-7B 0927 3-NW-7C 0928 3-NW-7D 

0929 3-NW-8A 0930 3-NW-8B 0931 3-NW-8C 0932 3-NW-8D 

0933 3-NW-9A 0934 3-NW-9B 0935 3-NW-9C 0936 3-NW-9D 

0937 3-NW-10A 0938 3-NW-10B 0939 3-NW-10C 0940 3-NW-10D 

0941 3-NW-11A 0942 3-NW-11B 0943 3-NW-11C 0944 3-NW-11D 

0945 3-NW-12A 0946 3-NW-12B 0947 3-NW-12C 0948 3-NW-12D 

0949 3-NW-13A 0950 3-NW-13B 0951 3-NW-13C 0952 3-NW-13D 

0953 3-NW-14A 0954 3-NW-14B 0955 3-NW-14C 0956 3-NW-14D 

0957 3-NW-15A 0958 3-NW-15B 0959 3-NW-15C 0960 3-NW-15D 

0961 3-NW-16A 0962 3-NW-16B 0963 3-NW-16C 0964 3-NW-16D 

0965 3-NW-17A 0966 3-NW-17B 0967 3-NW-17C 0968 3-NW-17D 

0969 3-NW-18A 0970 3-NW-18B 0971 3-NW-18C 0972 3-NW-18D 

0973 3-NW-19A 0974 3-NW-19B 0975 3-NW-19C 0976 3-NW-19D 

0977 3-NW-20A 0978 3-NW-20B 0979 3-NW-20C 0980 3-NW-20D 

0981 3-NW-21A 0982 3-NW-21B 0983 3-NW-21C 0984 3-NW-21D 

0985 3-NW-22A 0986 3-NW-22B 0987 3-NW-22C 0988 3-NW-22D 

0989 3-NW-23A 0990 3-NW-23B 0991 3-NW-23C 0992 3-NW-23D 

0993 3-NW-24A 0994 3-NW-24B 0995 3-NW-24C 0996 3-NW-24D 

0997 3-NW-25A 0998 3-NW-25B 0999 3-NW-25C 1000 3-NW-25D 
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1001 3-SE-1A 1002 3-SE-1B 1003 3-SE-1C 1004 3-SE-1D 

1005 3-SE-2A 1006 3-SE-2B 1007 3-SE-2C 1008 3-SE-2D 

1009 3-SE-3A 1010 3-SE-3B 1011 3-SE-3C 1012 3-SE-3D 

1013 3-SE-4A 1014 3-SE-4B 1015 3-SE-4C 1016 3-SE-4D 

1017 3-SE-5A 1018 3-SE-5B 1019 3-SE-5C 1020 3-SE-5D 

1021 3-SE-6A 1022 3-SE-6B 1023 3-SE-6C 1024 3-SE-6D 

1025 3-SE-7A 1026 3-SE-7B 1027 3-SE-7C 1028 3-SE-7D 

1029 3-SE-8A 1030 3-SE-8B 1031 3-SE-8C 1032 3-SE-8D 

1033 3-SE-9A 1034 3-SE-9B 1035 3-SE-9C 1036 3-SE-9D 

1037 3-SE-10A 1038 3-SE-10B 1039 3-SE-10C 1040 3-SE-10D 

1041 3-SE-11A 1042 3-SE-11B 1043 3-SE-11C 1044 3-SE-11D 

1045 3-SE-12A 1046 3-SE-12B 1047 3-SE-12C 1048 3-SE-12D 

1049 3-SE-13A 1050 3-SE-13B 1051 3-SE-13C 1052 3-SE-13D 

1053 3-SE-14A 1054 3-SE-14B 1055 3-SE-14C 1056 3-SE-14D 

1057 3-SE-15A 1058 3-SE-15B 1059 3-SE-15C 1060 3-SE-15D 

1061 3-SE-16A 1062 3-SE-16B 1063 3-SE-16C 1064 3-SE-16D 

1065 3-SE-17A 1066 3-SE-17B 1067 3-SE-17C 1068 3-SE-17D 

1069 3-SE-18A 1070 3-SE-18B 1071 3-SE-18C 1072 3-SE-18D 

1073 3-SE-19A 1074 3-SE-19B 1075 3-SE-19C 1076 3-SE-19D 

1077 3-SE-20A 1078 3-SE-20B 1079 3-SE-20C 1080 3-SE-20D 

1081 3-SE-21A 1082 3-SE-21B 1083 3-SE-21C 1084 3-SE-21D 

1085 3-SE-22A 1086 3-SE-22B 1087 3-SE-22C 1088 3-SE-22D 

1089 3-SE-23A 1090 3-SE-23B 1091 3-SE-23C 1092 3-SE-23D 

1093 3-SE-24A 1094 3-SE-24B 1095 3-SE-24C 1096 3-SE-24D 

1097 3-SE-25A 1098 3-SE-25B 1099 3-SE-25C 1100 3-SE-25D 

1101 3-SW-1A 1102 3-SW-1B 1103 3-SW-1C 1104 3-SW-1D 

1105 3-SW-2A 1106 3-SW-2B 1107 3-SW-2C 1108 3-SW-2D 

1109 3-SW-3A 1110 3-SW-3B 1111 3-SW-3C 1112 3-SW-3D 

1113 3-SW-4A 1114 3-SW-4B 1115 3-SW-4C 1116 3-SW-4D 

1117 3-SW-5A 1118 3-SW-5B 1119 3-SW-5C 1120 3-SW-5D 

1121 3-SW-6A 1122 3-SW-6B 1123 3-SW-6C 1124 3-SW-6D 

1125 3-SW-7A 1126 3-SW-7B 1127 3-SW-7C 1128 3-SW-7D 

1129 3-SW-8A 1130 3-SW-8B 1131 3-SW-8C 1132 3-SW-8D 

1133 3-SW-9A 1134 3-SW-9B 1135 3-SW-9C 1136 3-SW-9D 

1137 3-SW-10A 1138 3-SW-10B 1139 3-SW-10C 1140 3-SW-10D 

1141 3-SW-11A 1142 3-SW-11B 1143 3-SW-11C 1144 3-SW-11D 
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1145 3-SW-12A 1146 3-SW-12B 1147 3-SW-12C 1148 3-SW-12D 

1149 3-SW-13A 1150 3-SW-13B 1151 3-SW-13C 1152 3-SW-13D 

1153 3-SW-14A 1154 3-SW-14B 1155 3-SW-14C 1156 3-SW-14D 

1157 3-SW-15A 1158 3-SW-15B 1159 3-SW-15C 1160 3-SW-15D 

1161 3-SW-16A 1162 3-SW-16B 1163 3-SW-16C 1164 3-SW-16D 

1165 3-SW-17A 1166 3-SW-17B 1167 3-SW-17C 1168 3-SW-17D 

1169 3-SW-18A 1170 3-SW-18B 1171 3-SW-18C 1172 3-SW-18D 

1173 3-SW-19A 1174 3-SW-19B 1175 3-SW-19C 1176 3-SW-19D 

1177 3-SW-20A 1178 3-SW-20B 1179 3-SW-20C 1180 3-SW-20D 

1181 3-SW-21A 1182 3-SW-21B 1183 3-SW-21C 1184 3-SW-21D 

1185 3-SW-22A 1186 3-SW-22B 1187 3-SW-22C 1188 3-SW-22D 

1189 3-SW-23A 1190 3-SW-23B 1191 3-SW-23C 1192 3-SW-23D 

1193 3-SW-24A 1194 3-SW-24B 1195 3-SW-24C 1196 3-SW-24D 

1197 3-SW-25A 1198 3-SW-25B 1199 3-SW-25C 1200 3-SW-25D 

1201 4-NE-1A 1202 4-NE-1B 1203 4-NE-1C 1204 4-NE-1D 

1205 4-NE-2A 1206 4-NE-2B 1207 4-NE-2C 1208 4-NE-2D 

1209 4-NE-3A 1210 4-NE-3B 1211 4-NE-3C 1212 4-NE-3D 

1213 4-NE-4A 1214 4-NE-4B 1215 4-NE-4C 1216 4-NE-4D 

1217 4-NE-5A 1218 4-NE-5B 1219 4-NE-5C 1220 4-NE-5D 

1221 4-NE-6A 1222 4-NE-6B 1223 4-NE-6C 1224 4-NE-6D 

1225 4-NE-7A 1226 4-NE-7B 1227 4-NE-7C 1228 4-NE-7D 

1229 4-NE-8A 1230 4-NE-8B 1231 4-NE-8C 1232 4-NE-8D 

1233 4-NE-9A 1234 4-NE-9B 1235 4-NE-9C 1236 4-NE-9D 

1237 4-NE-10A 1238 4-NE-10B 1239 4-NE-10C 1240 4-NE-10D 

1241 4-NE-11A 1242 4-NE-11B 1243 4-NE-11C 1244 4-NE-11D 

1245 4-NE-12A 1246 4-NE-12B 1247 4-NE-12C 1248 4-NE-12D 

1249 4-NE-13A 1250 4-NE-13B 1251 4-NE-13C 1252 4-NE-13D 

1253 4-NE-14A 1254 4-NE-14B 1255 4-NE-14C 1256 4-NE-14D 

1257 4-NE-15A 1258 4-NE-15B 1259 4-NE-15C 1260 4-NE-15D 

1261 4-NE-16A 1262 4-NE-16B 1263 4-NE-16C 1264 4-NE-16D 

1265 4-NE-17A 1266 4-NE-17B 1267 4-NE-17C 1268 4-NE-17D 

1269 4-NE-18A 1270 4-NE-18B 1271 4-NE-18C 1272 4-NE-18D 

1273 4-NE-19A 1274 4-NE-19B 1275 4-NE-19C 1276 4-NE-19D 

1277 4-NE-20A 1278 4-NE-20B 1279 4-NE-20C 1280 4-NE-20D 

1281 4-NE-21A 1282 4-NE-21B 1283 4-NE-21C 1284 4-NE-21D 

1285 4-NE-22A 1286 4-NE-22B 1287 4-NE-22C 1288 4-NE-22D 
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1289 4-NE-23A 1290 4-NE-23B 1291 4-NE-23C 1292 4-NE-23D 

1293 4-NE-24A 1294 4-NE-24B 1295 4-NE-24C 1296 4-NE-24D 

1297 4-NE-25A 1298 4-NE-25B 1299 4-NE-25C 1300 4-NE-25D 

1301 4-NW-1A 1302 4-NW-1B 1303 4-NW-1C 1304 4-NW-1D 

1305 4-NW-2A 1306 4-NW-2B 1307 4-NW-2C 1308 4-NW-2D 

1309 4-NW-3A 1310 4-NW-3B 1311 4-NW-3C 1312 4-NW-3D 

1313 4-NW-4A 1314 4-NW-4B 1315 4-NW-4C 1316 4-NW-4D 

1317 4-NW-5A 1318 4-NW-5B 1319 4-NW-5C 1320 4-NW-5D 

1321 4-NW-6A 1322 4-NW-6B 1323 4-NW-6C 1324 4-NW-6D 

1325 4-NW-7A 1326 4-NW-7B 1327 4-NW-7C 1328 4-NW-7D 

1329 4-NW-8A 1330 4-NW-8B 1331 4-NW-8C 1332 4-NW-8D 

1333 4-NW-9A 1334 4-NW-9B 1335 4-NW-9C 1336 4-NW-9D 

1337 4-NW-10A 1338 4-NW-10B 1339 4-NW-10C 1340 4-NW-10D 

1341 4-NW-11A 1342 4-NW-11B 1343 4-NW-11C 1344 4-NW-11D 

1345 4-NW-12A 1346 4-NW-12B 1347 4-NW-12C 1348 4-NW-12D 

1349 4-NW-13A 1350 4-NW-13B 1351 4-NW-13C 1352 4-NW-13D 

1353 4-NW-14A 1354 4-NW-14B 1355 4-NW-14C 1356 4-NW-14D 

1357 4-NW-15A 1358 4-NW-15B 1359 4-NW-15C 1360 4-NW-15D 

1361 4-NW-16A 1362 4-NW-16B 1363 4-NW-16C 1364 4-NW-16D 

1365 4-NW-17A 1366 4-NW-17B 1367 4-NW-17C 1368 4-NW-17D 

1369 4-NW-18A 1370 4-NW-18B 1371 4-NW-18C 1372 4-NW-18D 

1373 4-NW-19A 1374 4-NW-19B 1375 4-NW-19C 1376 4-NW-19D 

1377 4-NW-20A 1378 4-NW-20B 1379 4-NW-20C 1380 4-NW-20D 

1381 4-NW-21A 1382 4-NW-21B 1383 4-NW-21C 1384 4-NW-21D 

1385 4-NW-22A 1386 4-NW-22B 1387 4-NW-22C 1388 4-NW-22D 

1389 4-NW-23A 1390 4-NW-23B 1391 4-NW-23C 1392 4-NW-23D 

1393 4-NW-24A 1394 4-NW-24B 1395 4-NW-24C 1396 4-NW-24D 

1397 4-NW-25A 1398 4-NW-25B 1399 4-NW-25C 1400 4-NW-25D 

1401 4-SE-1A 1402 4-SE-1B 1403 4-SE-1C 1404 4-SE-1D 

1405 4-SE-2A 1406 4-SE-2B 1407 4-SE-2C 1408 4-SE-2D 

1409 4-SE-3A 1410 4-SE-3B 1411 4-SE-3C 1412 4-SE-3D 

1413 4-SE-4A 1414 4-SE-4B 1415 4-SE-4C 1416 4-SE-4D 

1417 4-SE-5A 1418 4-SE-5B 1419 4-SE-5C 1420 4-SE-5D 

1421 4-SE-6A 1422 4-SE-6B 1423 4-SE-6C 1424 4-SE-6D 

1425 4-SE-7A 1426 4-SE-7B 1427 4-SE-7C 1428 4-SE-7D 

1429 4-SE-8A 1430 4-SE-8B 1431 4-SE-8C 1432 4-SE-8D 
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1433 4-SE-9A 1434 4-SE-9B 1435 4-SE-9C 1436 4-SE-9D 

1437 4-SE-10A 1438 4-SE-10B 1439 4-SE-10C 1440 4-SE-10D 

1441 4-SE-11A 1442 4-SE-11B 1443 4-SE-11C 1444 4-SE-11D 

1445 4-SE-12A 1446 4-SE-12B 1447 4-SE-12C 1448 4-SE-12D 

1449 4-SE-13A 1450 4-SE-13B 1451 4-SE-13C 1452 4-SE-13D 

1453 4-SE-14A 1454 4-SE-14B 1455 4-SE-14C 1456 4-SE-14D 

1457 4-SE-15A 1458 4-SE-15B 1459 4-SE-15C 1460 4-SE-15D 

1461 4-SE-16A 1462 4-SE-16B 1463 4-SE-16C 1464 4-SE-16D 

1465 4-SE-17A 1466 4-SE-17B 1467 4-SE-17C 1468 4-SE-17D 

1469 4-SE-18A 1470 4-SE-18B 1471 4-SE-18C 1472 4-SE-18D 

1473 4-SE-19A 1474 4-SE-19B 1475 4-SE-19C 1476 4-SE-19D 

1477 4-SE-20A 1478 4-SE-20B 1479 4-SE-20C 1480 4-SE-20D 

1481 4-SE-21A 1482 4-SE-21B 1483 4-SE-21C 1484 4-SE-21D 

1485 4-SE-22A 1486 4-SE-22B 1487 4-SE-22C 1488 4-SE-22D 

1489 4-SE-23A 1490 4-SE-23B 1491 4-SE-23C 1492 4-SE-23D 

1493 4-SE-24A 1494 4-SE-24B 1495 4-SE-24C 1496 4-SE-24D 

1497 4-SE-25A 1498 4-SE-25B 1499 4-SE-25C 1500 4-SE-25D 

1501 4-SW-1A 1502 4-SW-1B 1503 4-SW-1C 1504 4-SW-1D 

1505 4-SW-2A 1506 4-SW-2B 1507 4-SW-2C 1508 4-SW-2D 

1509 4-SW-3A 1510 4-SW-3B 1511 4-SW-3C 1512 4-SW-3D 

1513 4-SW-4A 1514 4-SW-4B 1515 4-SW-4C 1516 4-SW-4D 

1517 4-SW-5A 1518 4-SW-5B 1519 4-SW-5C 1520 4-SW-5D 

1521 4-SW-6A 1522 4-SW-6B 1523 4-SW-6C 1524 4-SW-6D 

1525 4-SW-7A 1526 4-SW-7B 1527 4-SW-7C 1528 4-SW-7D 

1529 4-SW-8A 1530 4-SW-8B 1531 4-SW-8C 1532 4-SW-8D 

1533 4-SW-9A 1534 4-SW-9B 1535 4-SW-9C 1536 4-SW-9D 

1537 4-SW-10A 1538 4-SW-10B 1539 4-SW-10C 1540 4-SW-10D 

1541 4-SW-11A 1542 4-SW-11B 1543 4-SW-11C 1544 4-SW-11D 

1545 4-SW-12A 1546 4-SW-12B 1547 4-SW-12C 1548 4-SW-12D 

1549 4-SW-13A 1550 4-SW-13B 1551 4-SW-13C 1552 4-SW-13D 

1553 4-SW-14A 1554 4-SW-14B 1555 4-SW-14C 1556 4-SW-14D 

1557 4-SW-15A 1558 4-SW-15B 1559 4-SW-15C 1560 4-SW-15D 

1561 4-SW-16A 1562 4-SW-16B 1563 4-SW-16C 1564 4-SW-16D 

1565 4-SW-17A 1566 4-SW-17B 1567 4-SW-17C 1568 4-SW-17D 

1569 4-SW-18A 1570 4-SW-18B 1571 4-SW-18C 1572 4-SW-18D 

1573 4-SW-19A 1574 4-SW-19B 1575 4-SW-19C 1576 4-SW-19D 
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1577 4-SW-20A 1578 4-SW-20B 1579 4-SW-20C 1580 4-SW-20D 

1581 4-SW-21A 1582 4-SW-21B 1583 4-SW-21C 1584 4-SW-21D 

1585 4-SW-22A 1586 4-SW-22B 1587 4-SW-22C 1588 4-SW-22D 

1589 4-SW-23A 1590 4-SW-23B 1591 4-SW-23C 1592 4-SW-23D 

1593 4-SW-24A 1594 4-SW-24B 1595 4-SW-24C 1596 4-SW-24D 

1597 4-SW-25A 1598 4-SW-25B 1599 4-SW-25C 1600 4-SW-25D 

1601 5-NE-1A 1602 5-NE-1B 1603 5-NE-1C 1604 5-NE-1D 

1605 5-NE-2A 1606 5-NE-2B 1607 5-NE-2C 1608 5-NE-2D 

1609 5-NE-3A 1610 5-NE-3B 1611 5-NE-3C 1612 5-NE-3D 

1613 5-NE-4A 1614 5-NE-4B 1615 5-NE-4C 1616 5-NE-4D 

1617 5-NE-5A 1618 5-NE-5B 1619 5-NE-5C 1620 5-NE-5D 

1621 5-NE-6A 1622 5-NE-6B 1623 5-NE-6C 1624 5-NE-6D 

1625 5-NE-7A 1626 5-NE-7B 1627 5-NE-7C 1628 5-NE-7D 

1629 5-NE-8A 1630 5-NE-8B 1631 5-NE-8C 1632 5-NE-8D 

1633 5-NE-9A 1634 5-NE-9B 1635 5-NE-9C 1636 5-NE-9D 

1637 5-NE-10A 1638 5-NE-10B 1639 5-NE-10C 1640 5-NE-10D 

1641 5-NE-11A 1642 5-NE-11B 1643 5-NE-11C 1644 5-NE-11D 

1645 5-NE-12A 1646 5-NE-12B 1647 5-NE-12C 1648 5-NE-12D 

1649 5-NE-13A 1650 5-NE-13B 1651 5-NE-13C 1652 5-NE-13D 

1653 5-NE-14A 1654 5-NE-14B 1655 5-NE-14C 1656 5-NE-14D 

1657 5-NE-15A 1658 5-NE-15B 1659 5-NE-15C 1660 5-NE-15D 

1661 5-NE-16A 1662 5-NE-16B 1663 5-NE-16C 1664 5-NE-16D 

1665 5-NE-17A 1666 5-NE-17B 1667 5-NE-17C 1668 5-NE-17D 

1669 5-NE-18A 1670 5-NE-18B 1671 5-NE-18C 1672 5-NE-18D 

1673 5-NE-19A 1674 5-NE-19B 1675 5-NE-19C 1676 5-NE-19D 

1677 5-NE-20A 1678 5-NE-20B 1679 5-NE-20C 1680 5-NE-20D 

1681 5-NE-21A 1682 5-NE-21B 1683 5-NE-21C 1684 5-NE-21D 

1685 5-NE-22A 1686 5-NE-22B 1687 5-NE-22C 1688 5-NE-22D 

1689 5-NE-23A 1690 5-NE-23B 1691 5-NE-23C 1692 5-NE-23D 

1693 5-NE-24A 1694 5-NE-24B 1695 5-NE-24C 1696 5-NE-24D 

1697 5-NE-25A 1698 5-NE-25B 1699 5-NE-25C 1700 5-NE-25D 

1701 5-NW-1A 1702 5-NW-1B 1703 5-NW-1C 1704 5-NW-1D 

1705 5-NW-2A 1706 5-NW-2B 1707 5-NW-2C 1708 5-NW-2D 

1709 5-NW-3A 1710 5-NW-3B 1711 5-NW-3C 1712 5-NW-3D 

1713 5-NW-4A 1714 5-NW-4B 1715 5-NW-4C 1716 5-NW-4D 

1717 5-NW-5A 1718 5-NW-5B 1719 5-NW-5C 1720 5-NW-5D 
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1721 5-NW-6A 1722 5-NW-6B 1723 5-NW-6C 1724 5-NW-6D 

1725 5-NW-7A 1726 5-NW-7B 1727 5-NW-7C 1728 5-NW-7D 

1729 5-NW-8A 1730 5-NW-8B 1731 5-NW-8C 1732 5-NW-8D 

1733 5-NW-9A 1734 5-NW-9B 1735 5-NW-9C 1736 5-NW-9D 

1737 5-NW-10A 1738 5-NW-10B 1739 5-NW-10C 1740 5-NW-10D 

1741 5-NW-11A 1742 5-NW-11B 1743 5-NW-11C 1744 5-NW-11D 

1745 5-NW-12A 1746 5-NW-12B 1747 5-NW-12C 1748 5-NW-12D 

1749 5-NW-13A 1750 5-NW-13B 1751 5-NW-13C 1752 5-NW-13D 

1753 5-NW-14A 1754 5-NW-14B 1755 5-NW-14C 1756 5-NW-14D 

1757 5-NW-15A 1758 5-NW-15B 1759 5-NW-15C 1760 5-NW-15D 

1761 5-NW-16A 1762 5-NW-16B 1763 5-NW-16C 1764 5-NW-16D 

1765 5-NW-17A 1766 5-NW-17B 1767 5-NW-17C 1768 5-NW-17D 

1769 5-NW-18A 1770 5-NW-18B 1771 5-NW-18C 1772 5-NW-18D 

1773 5-NW-19A 1774 5-NW-19B 1775 5-NW-19C 1776 5-NW-19D 

1777 5-NW-20A 1778 5-NW-20B 1779 5-NW-20C 1780 5-NW-20D 

1781 5-NW-21A 1782 5-NW-21B 1783 5-NW-21C 1784 5-NW-21D 

1785 5-NW-22A 1786 5-NW-22B 1787 5-NW-22C 1788 5-NW-22D 

1789 5-NW-23A 1790 5-NW-23B 1791 5-NW-23C 1792 5-NW-23D 

1793 5-NW-24A 1794 5-NW-24B 1795 5-NW-24C 1796 5-NW-24D 

1797 5-NW-25A 1798 5-NW-25B 1799 5-NW-25C 1800 5-NW-25D 

1801 5-SE-1A 1802 5-SE-1B 1803 5-SE-1C 1804 5-SE-1D 

1805 5-SE-2A 1806 5-SE-2B 1807 5-SE-2C 1808 5-SE-2D 

1809 5-SE-3A 1810 5-SE-3B 1811 5-SE-3C 1812 5-SE-3D 

1813 5-SE-4A 1814 5-SE-4B 1815 5-SE-4C 1816 5-SE-4D 

1817 5-SE-5A 1818 5-SE-5B 1819 5-SE-5C 1820 5-SE-5D 

1821 5-SE-6A 1822 5-SE-6B 1823 5-SE-6C 1824 5-SE-6D 

1825 5-SE-7A 1826 5-SE-7B 1827 5-SE-7C 1828 5-SE-7D 

1829 5-SE-8A 1830 5-SE-8B 1831 5-SE-8C 1832 5-SE-8D 

1833 5-SE-9A 1834 5-SE-9B 1835 5-SE-9C 1836 5-SE-9D 

1837 5-SE-10A 1838 5-SE-10B 1839 5-SE-10C 1840 5-SE-10D 

1841 5-SE-11A 1842 5-SE-11B 1843 5-SE-11C 1844 5-SE-11D 

1845 5-SE-12A 1846 5-SE-12B 1847 5-SE-12C 1848 5-SE-12D 

1849 5-SE-13A 1850 5-SE-13B 1851 5-SE-13C 1852 5-SE-13D 

1853 5-SE-14A 1854 5-SE-14B 1855 5-SE-14C 1856 5-SE-14D 

1857 5-SE-15A 1858 5-SE-15B 1859 5-SE-15C 1860 5-SE-15D 

1861 5-SE-16A 1862 5-SE-16B 1863 5-SE-16C 1864 5-SE-16D 
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1865 5-SE-17A 1866 5-SE-17B 1867 5-SE-17C 1868 5-SE-17D 

1869 5-SE-18A 1870 5-SE-18B 1871 5-SE-18C 1872 5-SE-18D 

1873 5-SE-19A 1874 5-SE-19B 1875 5-SE-19C 1876 5-SE-19D 

1877 5-SE-20A 1878 5-SE-20B 1879 5-SE-20C 1880 5-SE-20D 

1881 5-SE-21A 1882 5-SE-21B 1883 5-SE-21C 1884 5-SE-21D 

1885 5-SE-22A 1886 5-SE-22B 1887 5-SE-22C 1888 5-SE-22D 

1889 5-SE-23A 1890 5-SE-23B 1891 5-SE-23C 1892 5-SE-23D 

1893 5-SE-24A 1894 5-SE-24B 1895 5-SE-24C 1896 5-SE-24D 

1897 5-SE-25A 1898 5-SE-25B 1899 5-SE-25C 1900 5-SE-25D 

1901 5-SW-1A 1902 5-SW-1B 1903 5-SW-1C 1904 5-SW-1D 

1905 5-SW-2A 1906 5-SW-2B 1907 5-SW-2C 1908 5-SW-2D 

1909 5-SW-3A 1910 5-SW-3B 1911 5-SW-3C 1912 5-SW-3D 

1913 5-SW-4A 1914 5-SW-4B 1915 5-SW-4C 1916 5-SW-4D 

1917 5-SW-5A 1918 5-SW-5B 1919 5-SW-5C 1920 5-SW-5D 

1921 5-SW-6A 1922 5-SW-6B 1923 5-SW-6C 1924 5-SW-6D 

1925 5-SW-7A 1926 5-SW-7B 1927 5-SW-7C 1928 5-SW-7D 

1929 5-SW-8A 1930 5-SW-8B 1931 5-SW-8C 1932 5-SW-8D 

1933 5-SW-9A 1934 5-SW-9B 1935 5-SW-9C 1936 5-SW-9D 

1937 5-SW-10A 1938 5-SW-10B 1939 5-SW-10C 1940 5-SW-10D 

1941 5-SW-11A 1942 5-SW-11B 1943 5-SW-11C 1944 5-SW-11D 

1945 5-SW-12A 1946 5-SW-12B 1947 5-SW-12C 1948 5-SW-12D 

1949 5-SW-13A 1950 5-SW-13B 1951 5-SW-13C 1952 5-SW-13D 

1953 5-SW-14A 1954 5-SW-14B 1955 5-SW-14C 1956 5-SW-14D 

1957 5-SW-15A 1958 5-SW-15B 1959 5-SW-15C 1960 5-SW-15D 

1961 5-SW-16A 1962 5-SW-16B 1963 5-SW-16C 1964 5-SW-16D 

1965 5-SW-17A 1966 5-SW-17B 1967 5-SW-17C 1968 5-SW-17D 

1969 5-SW-18A 1970 5-SW-18B 1971 5-SW-18C 1972 5-SW-18D 

1973 5-SW-19A 1974 5-SW-19B 1975 5-SW-19C 1976 5-SW-19D 

1977 5-SW-20A 1978 5-SW-20B 1979 5-SW-20C 1980 5-SW-20D 

1981 5-SW-21A 1982 5-SW-21B 1983 5-SW-21C 1984 5-SW-21D 

1985 5-SW-22A 1986 5-SW-22B 1987 5-SW-22C 1988 5-SW-22D 

1989 5-SW-23A 1990 5-SW-23B 1991 5-SW-23C 1992 5-SW-23D 

1993 5-SW-24A 1994 5-SW-24B 1995 5-SW-24C 1996 5-SW-24D 

1997 5-SW-25A 1998 5-SW-25B 1999 5-SW-25C 2000 5-SW-25D 

2001 6-NE-1A 2002 6-NE-1B 2003 6-NE-1C 2004 6-NE-1D 

2005 6-NE-2A 2006 6-NE-2B 2007 6-NE-2C 2008 6-NE-2D 
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2009 6-NE-3A 2010 6-NE-3B 2011 6-NE-3C 2012 6-NE-3D 

2013 6-NE-4A 2014 6-NE-4B 2015 6-NE-4C 2016 6-NE-4D 

2017 6-NE-5A 2018 6-NE-5B 2019 6-NE-5C 2020 6-NE-5D 

2021 6-NE-6A 2022 6-NE-6B 2023 6-NE-6C 2024 6-NE-6D 

2025 6-NE-7A 2026 6-NE-7B 2027 6-NE-7C 2028 6-NE-7D 

2029 6-NE-8A 2030 6-NE-8B 2031 6-NE-8C 2032 6-NE-8D 

2033 6-NE-9A 2034 6-NE-9B 2035 6-NE-9C 2036 6-NE-9D 

2037 6-NE-10A 2038 6-NE-10B 2039 6-NE-10C 2040 6-NE-10D 

2041 6-NE-11A 2042 6-NE-11B 2043 6-NE-11C 2044 6-NE-11D 

2045 6-NE-12A 2046 6-NE-12B 2047 6-NE-12C 2048 6-NE-12D 

2049 6-NE-13A 2050 6-NE-13B 2051 6-NE-13C 2052 6-NE-13D 

2053 6-NE-14A 2054 6-NE-14B 2055 6-NE-14C 2056 6-NE-14D 

2057 6-NE-15A 2058 6-NE-15B 2059 6-NE-15C 2060 6-NE-15D 

2061 6-NE-16A 2062 6-NE-16B 2063 6-NE-16C 2064 6-NE-16D 

2065 6-NE-17A 2066 6-NE-17B 2067 6-NE-17C 2068 6-NE-17D 

2069 6-NE-18A 2070 6-NE-18B 2071 6-NE-18C 2072 6-NE-18D 

2073 6-NE-19A 2074 6-NE-19B 2075 6-NE-19C 2076 6-NE-19D 

2077 6-NE-20A 2078 6-NE-20B 2079 6-NE-20C 2080 6-NE-20D 

2081 6-NE-21A 2082 6-NE-21B 2083 6-NE-21C 2084 6-NE-21D 

2085 6-NE-22A 2086 6-NE-22B 2087 6-NE-22C 2088 6-NE-22D 

2089 6-NE-23A 2090 6-NE-23B 2091 6-NE-23C 2092 6-NE-23D 

2093 6-NE-24A 2094 6-NE-24B 2095 6-NE-24C 2096 6-NE-24D 

2097 6-NE-25A 2098 6-NE-25B 2099 6-NE-25C 2100 6-NE-25D 

2101 6-NW-1A 2102 6-NW-1B 2103 6-NW-1C 2104 6-NW-1D 

2105 6-NW-2A 2106 6-NW-2B 2107 6-NW-2C 2108 6-NW-2D 

2109 6-NW-3A 2110 6-NW-3B 2111 6-NW-3C 2112 6-NW-3D 

2113 6-NW-4A 2114 6-NW-4B 2115 6-NW-4C 2116 6-NW-4D 

2117 6-NW-5A 2118 6-NW-5B 2119 6-NW-5C 2120 6-NW-5D 

2121 6-NW-6A 2122 6-NW-6B 2123 6-NW-6C 2124 6-NW-6D 

2125 6-NW-7A 2126 6-NW-7B 2127 6-NW-7C 2128 6-NW-7D 

2129 6-NW-8A 2130 6-NW-8B 2131 6-NW-8C 2132 6-NW-8D 

2133 6-NW-9A 2134 6-NW-9B 2135 6-NW-9C 2136 6-NW-9D 

2137 6-NW-10A 2138 6-NW-10B 2139 6-NW-10C 2140 6-NW-10D 

2141 6-NW-11A 2142 6-NW-11B 2143 6-NW-11C 2144 6-NW-11D 

2145 6-NW-12A 2146 6-NW-12B 2147 6-NW-12C 2148 6-NW-12D 

2149 6-NW-13A 2150 6-NW-13B 2151 6-NW-13C 2152 6-NW-13D 
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2153 6-NW-14A 2154 6-NW-14B 2155 6-NW-14C 2156 6-NW-14D 

2157 6-NW-15A 2158 6-NW-15B 2159 6-NW-15C 2160 6-NW-15D 

2161 6-NW-16A 2162 6-NW-16B 2163 6-NW-16C 2164 6-NW-16D 

2165 6-NW-17A 2166 6-NW-17B 2167 6-NW-17C 2168 6-NW-17D 

2169 6-NW-18A 2170 6-NW-18B 2171 6-NW-18C 2172 6-NW-18D 

2173 6-NW-19A 2174 6-NW-19B 2175 6-NW-19C 2176 6-NW-19D 

2177 6-NW-20A 2178 6-NW-20B 2179 6-NW-20C 2180 6-NW-20D 

2181 6-NW-21A 2182 6-NW-21B 2183 6-NW-21C 2184 6-NW-21D 

2185 6-NW-22A 2186 6-NW-22B 2187 6-NW-22C 2188 6-NW-22D 

2189 6-NW-23A 2190 6-NW-23B 2191 6-NW-23C 2192 6-NW-23D 

2193 6-NW-24A 2194 6-NW-24B 2195 6-NW-24C 2196 6-NW-24D 

2197 6-NW-25A 2198 6-NW-25B 2199 6-NW-25C 2200 6-NW-25D 

2201 6-SE-1A 2202 6-SE-1B 2203 6-SE-1C 2204 6-SE-1D 

2205 6-SE-2A 2206 6-SE-2B 2207 6-SE-2C 2208 6-SE-2D 

2209 6-SE-3A 2210 6-SE-3B 2211 6-SE-3C 2212 6-SE-3D 

2213 6-SE-4A 2214 6-SE-4B 2215 6-SE-4C 2216 6-SE-4D 

2217 6-SE-5A 2218 6-SE-5B 2219 6-SE-5C 2220 6-SE-5D 

2221 6-SE-6A 2222 6-SE-6B 2223 6-SE-6C 2224 6-SE-6D 

2225 6-SE-7A 2226 6-SE-7B 2227 6-SE-7C 2228 6-SE-7D 

2229 6-SE-8A 2230 6-SE-8B 2231 6-SE-8C 2232 6-SE-8D 

2233 6-SE-9A 2234 6-SE-9B 2235 6-SE-9C 2236 6-SE-9D 

2237 6-SE-10A 2238 6-SE-10B 2239 6-SE-10C 2240 6-SE-10D 

2241 6-SE-11A 2242 6-SE-11B 2243 6-SE-11C 2244 6-SE-11D 

2245 6-SE-12A 2246 6-SE-12B 2247 6-SE-12C 2248 6-SE-12D 

2249 6-SE-13A 2250 6-SE-13B 2251 6-SE-13C 2252 6-SE-13D 

2253 6-SE-14A 2254 6-SE-14B 2255 6-SE-14C 2256 6-SE-14D 

2257 6-SE-15A 2258 6-SE-15B 2259 6-SE-15C 2260 6-SE-15D 

2261 6-SE-16A 2262 6-SE-16B 2263 6-SE-16C 2264 6-SE-16D 

2265 6-SE-17A 2266 6-SE-17B 2267 6-SE-17C 2268 6-SE-17D 

2269 6-SE-18A 2270 6-SE-18B 2271 6-SE-18C 2272 6-SE-18D 

2273 6-SE-19A 2274 6-SE-19B 2275 6-SE-19C 2276 6-SE-19D 

2277 6-SE-20A 2278 6-SE-20B 2279 6-SE-20C 2280 6-SE-20D 

2281 6-SE-21A 2282 6-SE-21B 2283 6-SE-21C 2284 6-SE-21D 

2285 6-SE-22A 2286 6-SE-22B 2287 6-SE-22C 2288 6-SE-22D 

2289 6-SE-23A 2290 6-SE-23B 2291 6-SE-23C 2292 6-SE-23D 

2293 6-SE-24A 2294 6-SE-24B 2295 6-SE-24C 2296 6-SE-24D 
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2297 6-SE-25A 2298 6-SE-25B 2299 6-SE-25C 2300 6-SE-25D 

2301 6-SW-1A 2302 6-SW-1B 2303 6-SW-1C 2304 6-SW-1D 

2305 6-SW-2A 2306 6-SW-2B 2307 6-SW-2C 2308 6-SW-2D 

2309 6-SW-3A 2310 6-SW-3B 2311 6-SW-3C 2312 6-SW-3D 

2313 6-SW-4A 2314 6-SW-4B 2315 6-SW-4C 2316 6-SW-4D 

2317 6-SW-5A 2318 6-SW-5B 2319 6-SW-5C 2320 6-SW-5D 

2321 6-SW-6A 2322 6-SW-6B 2323 6-SW-6C 2324 6-SW-6D 

2325 6-SW-7A 2326 6-SW-7B 2327 6-SW-7C 2328 6-SW-7D 

2329 6-SW-8A 2330 6-SW-8B 2331 6-SW-8C 2332 6-SW-8D 

2333 6-SW-9A 2334 6-SW-9B 2335 6-SW-9C 2336 6-SW-9D 

2337 6-SW-10A 2338 6-SW-10B 2339 6-SW-10C 2340 6-SW-10D 

2341 6-SW-11A 2342 6-SW-11B 2343 6-SW-11C 2344 6-SW-11D 

2345 6-SW-12A 2346 6-SW-12B 2347 6-SW-12C 2348 6-SW-12D 

2349 6-SW-13A 2350 6-SW-13B 2351 6-SW-13C 2352 6-SW-13D 

2353 6-SW-14A 2354 6-SW-14B 2355 6-SW-14C 2356 6-SW-14D 

2357 6-SW-15A 2358 6-SW-15B 2359 6-SW-15C 2360 6-SW-15D 

2361 6-SW-16A 2362 6-SW-16B 2363 6-SW-16C 2364 6-SW-16D 

2365 6-SW-17A 2366 6-SW-17B 2367 6-SW-17C 2368 6-SW-17D 

2369 6-SW-18A 2370 6-SW-18B 2371 6-SW-18C 2372 6-SW-18D 

2373 6-SW-19A 2374 6-SW-19B 2375 6-SW-19C 2376 6-SW-19D 

2377 6-SW-20A 2378 6-SW-20B 2379 6-SW-20C 2380 6-SW-20D 

2381 6-SW-21A 2382 6-SW-21B 2383 6-SW-21C 2384 6-SW-21D 

2385 6-SW-22A 2386 6-SW-22B 2387 6-SW-22C 2388 6-SW-22D 

2389 6-SW-23A 2390 6-SW-23B 2391 6-SW-23C 2392 6-SW-23D 

2393 6-SW-24A 2394 6-SW-24B 2395 6-SW-24C 2396 6-SW-24D 

2397 6-SW-25A 2398 6-SW-25B 2399 6-SW-25C 2400 6-SW-25D 

2401 7-NE-1A 2402 7-NE-1B 2403 7-NE-1C 2404 7-NE-1D 

2405 7-NE-2A 2406 7-NE-2B 2407 7-NE-2C 2408 7-NE-2D 

2409 7-NE-3A 2410 7-NE-3B 2411 7-NE-3C 2412 7-NE-3D 

2413 7-NE-4A 2414 7-NE-4B 2415 7-NE-4C 2416 7-NE-4D 

2417 7-NE-5A 2418 7-NE-5B 2419 7-NE-5C 2420 7-NE-5D 

2421 7-NE-6A 2422 7-NE-6B 2423 7-NE-6C 2424 7-NE-6D 

2425 7-NE-7A 2426 7-NE-7B 2427 7-NE-7C 2428 7-NE-7D 

2429 7-NE-8A 2430 7-NE-8B 2431 7-NE-8C 2432 7-NE-8D 

2433 7-NE-9A 2434 7-NE-9B 2435 7-NE-9C 2436 7-NE-9D 

2437 7-NE-10A 2438 7-NE-10B 2439 7-NE-10C 2440 7-NE-10D 
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2441 7-NE-11A 2442 7-NE-11B 2443 7-NE-11C 2444 7-NE-11D 

2445 7-NE-12A 2446 7-NE-12B 2447 7-NE-12C 2448 7-NE-12D 

2449 7-NE-13A 2450 7-NE-13B 2451 7-NE-13C 2452 7-NE-13D 

2453 7-NE-14A 2454 7-NE-14B 2455 7-NE-14C 2456 7-NE-14D 

2457 7-NE-15A 2458 7-NE-15B 2459 7-NE-15C 2460 7-NE-15D 

2461 7-NE-16A 2462 7-NE-16B 2463 7-NE-16C 2464 7-NE-16D 

2465 7-NE-17A 2466 7-NE-17B 2467 7-NE-17C 2468 7-NE-17D 

2469 7-NE-18A 2470 7-NE-18B 2471 7-NE-18C 2472 7-NE-18D 

2473 7-NE-19A 2474 7-NE-19B 2475 7-NE-19C 2476 7-NE-19D 

2477 7-NE-20A 2478 7-NE-20B 2479 7-NE-20C 2480 7-NE-20D 

2481 7-NE-21A 2482 7-NE-21B 2483 7-NE-21C 2484 7-NE-21D 

2485 7-NE-22A 2486 7-NE-22B 2487 7-NE-22C 2488 7-NE-22D 

2489 7-NE-23A 2490 7-NE-23B 2491 7-NE-23C 2492 7-NE-23D 

2493 7-NE-24A 2494 7-NE-24B 2495 7-NE-24C 2496 7-NE-24D 

2497 7-NE-25A 2498 7-NE-25B 2499 7-NE-25C 2500 7-NE-25D 

2501 7-NW-1A 2502 7-NW-1B 2503 7-NW-1C 2504 7-NW-1D 

2505 7-NW-2A 2506 7-NW-2B 2507 7-NW-2C 2508 7-NW-2D 

2509 7-NW-3A 2510 7-NW-3B 2511 7-NW-3C 2512 7-NW-3D 

2513 7-NW-4A 2514 7-NW-4B 2515 7-NW-4C 2516 7-NW-4D 

2517 7-NW-5A 2518 7-NW-5B 2519 7-NW-5C 2520 7-NW-5D 

2521 7-NW-6A 2522 7-NW-6B 2523 7-NW-6C 2524 7-NW-6D 

2525 7-NW-7A 2526 7-NW-7B 2527 7-NW-7C 2528 7-NW-7D 

2529 7-NW-8A 2530 7-NW-8B 2531 7-NW-8C 2532 7-NW-8D 

2533 7-NW-9A 2534 7-NW-9B 2535 7-NW-9C 2536 7-NW-9D 

2537 7-NW-10A 2538 7-NW-10B 2539 7-NW-10C 2540 7-NW-10D 

2541 7-NW-11A 2542 7-NW-11B 2543 7-NW-11C 2544 7-NW-11D 

2545 7-NW-12A 2546 7-NW-12B 2547 7-NW-12C 2548 7-NW-12D 

2549 7-NW-13A 2550 7-NW-13B 2551 7-NW-13C 2552 7-NW-13D 

2553 7-NW-14A 2554 7-NW-14B 2555 7-NW-14C 2556 7-NW-14D 

2557 7-NW-15A 2558 7-NW-15B 2559 7-NW-15C 2560 7-NW-15D 

2561 7-NW-16A 2562 7-NW-16B 2563 7-NW-16C 2564 7-NW-16D 

2565 7-NW-17A 2566 7-NW-17B 2567 7-NW-17C 2568 7-NW-17D 

2569 7-NW-18A 2570 7-NW-18B 2571 7-NW-18C 2572 7-NW-18D 

2573 7-NW-19A 2574 7-NW-19B 2575 7-NW-19C 2576 7-NW-19D 

2577 7-NW-20A 2578 7-NW-20B 2579 7-NW-20C 2580 7-NW-20D 

2581 7-NW-21A 2582 7-NW-21B 2583 7-NW-21C 2584 7-NW-21D 
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2585 7-NW-22A 2586 7-NW-22B 2587 7-NW-22C 2588 7-NW-22D 

2589 7-NW-23A 2590 7-NW-23B 2591 7-NW-23C 2592 7-NW-23D 

2593 7-NW-24A 2594 7-NW-24B 2595 7-NW-24C 2596 7-NW-24D 

2597 7-NW-25A 2598 7-NW-25B 2599 7-NW-25C 2600 7-NW-25D 

2601 7-SE-1A 2602 7-SE-1B 2603 7-SE-1C 2604 7-SE-1D 

2605 7-SE-2A 2606 7-SE-2B 2607 7-SE-2C 2608 7-SE-2D 

2609 7-SE-3A 2610 7-SE-3B 2611 7-SE-3C 2612 7-SE-3D 

2613 7-SE-4A 2614 7-SE-4B 2615 7-SE-4C 2616 7-SE-4D 

2617 7-SE-5A 2618 7-SE-5B 2619 7-SE-5C 2620 7-SE-5D 

2621 7-SE-6A 2622 7-SE-6B 2623 7-SE-6C 2624 7-SE-6D 

2625 7-SE-7A 2626 7-SE-7B 2627 7-SE-7C 2628 7-SE-7D 

2629 7-SE-8A 2630 7-SE-8B 2631 7-SE-8C 2632 7-SE-8D 

2633 7-SE-9A 2634 7-SE-9B 2635 7-SE-9C 2636 7-SE-9D 

2637 7-SE-10A 2638 7-SE-10B 2639 7-SE-10C 2640 7-SE-10D 

2641 7-SE-11A 2642 7-SE-11B 2643 7-SE-11C 2644 7-SE-11D 

2645 7-SE-12A 2646 7-SE-12B 2647 7-SE-12C 2648 7-SE-12D 

2649 7-SE-13A 2650 7-SE-13B 2651 7-SE-13C 2652 7-SE-13D 

2653 7-SE-14A 2654 7-SE-14B 2655 7-SE-14C 2656 7-SE-14D 

2657 7-SE-15A 2658 7-SE-15B 2659 7-SE-15C 2660 7-SE-15D 

2661 7-SE-16A 2662 7-SE-16B 2663 7-SE-16C 2664 7-SE-16D 

2665 7-SE-17A 2666 7-SE-17B 2667 7-SE-17C 2668 7-SE-17D 

2669 7-SE-18A 2670 7-SE-18B 2671 7-SE-18C 2672 7-SE-18D 

2673 7-SE-19A 2674 7-SE-19B 2675 7-SE-19C 2676 7-SE-19D 

2677 7-SE-20A 2678 7-SE-20B 2679 7-SE-20C 2680 7-SE-20D 

2681 7-SE-21A 2682 7-SE-21B 2683 7-SE-21C 2684 7-SE-21D 

2685 7-SE-22A 2686 7-SE-22B 2687 7-SE-22C 2688 7-SE-22D 

2689 7-SE-23A 2690 7-SE-23B 2691 7-SE-23C 2692 7-SE-23D 

2693 7-SE-24A 2694 7-SE-24B 2695 7-SE-24C 2696 7-SE-24D 

2697 7-SE-25A 2698 7-SE-25B 2699 7-SE-25C 2700 7-SE-25D 

2701 7-SW-1A 2702 7-SW-1B 2703 7-SW-1C 2704 7-SW-1D 

2705 7-SW-2A 2706 7-SW-2B 2707 7-SW-2C 2708 7-SW-2D 

2709 7-SW-3A 2710 7-SW-3B 2711 7-SW-3C 2712 7-SW-3D 

2713 7-SW-4A 2714 7-SW-4B 2715 7-SW-4C 2716 7-SW-4D 

2717 7-SW-5A 2718 7-SW-5B 2719 7-SW-5C 2720 7-SW-5D 

2721 7-SW-6A 2722 7-SW-6B 2723 7-SW-6C 2724 7-SW-6D 

2725 7-SW-7A 2726 7-SW-7B 2727 7-SW-7C 2728 7-SW-7D 
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2729 7-SW-8A 2730 7-SW-8B 2731 7-SW-8C 2732 7-SW-8D 

2733 7-SW-9A 2734 7-SW-9B 2735 7-SW-9C 2736 7-SW-9D 

2737 7-SW-10A 2738 7-SW-10B 2739 7-SW-10C 2740 7-SW-10D 

2741 7-SW-11A 2742 7-SW-11B 2743 7-SW-11C 2744 7-SW-11D 

2745 7-SW-12A 2746 7-SW-12B 2747 7-SW-12C 2748 7-SW-12D 

2749 7-SW-13A 2750 7-SW-13B 2751 7-SW-13C 2752 7-SW-13D 

2753 7-SW-14A 2754 7-SW-14B 2755 7-SW-14C 2756 7-SW-14D 

2757 7-SW-15A 2758 7-SW-15B 2759 7-SW-15C 2760 7-SW-15D 

2761 7-SW-16A 2762 7-SW-16B 2763 7-SW-16C 2764 7-SW-16D 

2765 7-SW-17A 2766 7-SW-17B 2767 7-SW-17C 2768 7-SW-17D 

2769 7-SW-18A 2770 7-SW-18B 2771 7-SW-18C 2772 7-SW-18D 

2773 7-SW-19A 2774 7-SW-19B 2775 7-SW-19C 2776 7-SW-19D 

2777 7-SW-20A 2778 7-SW-20B 2779 7-SW-20C 2780 7-SW-20D 

2781 7-SW-21A 2782 7-SW-21B 2783 7-SW-21C 2784 7-SW-21D 

2785 7-SW-22A 2786 7-SW-22B 2787 7-SW-22C 2788 7-SW-22D 

2789 7-SW-23A 2790 7-SW-23B 2791 7-SW-23C 2792 7-SW-23D 

2793 7-SW-24A 2794 7-SW-24B 2795 7-SW-24C 2796 7-SW-24D 

2797 7-SW-25A 2798 7-SW-25B 2799 7-SW-25C 2800 7-SW-25D 

2801 8-NE-1A 2802 8-NE-1B 2803 8-NE-1C 2804 8-NE-1D 

2805 8-NE-2A 2806 8-NE-2B 2807 8-NE-2C 2808 8-NE-2D 

2809 8-NE-3A 2810 8-NE-3B 2811 8-NE-3C 2812 8-NE-3D 

2813 8-NE-4A 2814 8-NE-4B 2815 8-NE-4C 2816 8-NE-4D 

2817 8-NE-5A 2818 8-NE-5B 2819 8-NE-5C 2820 8-NE-5D 

2821 8-NE-6A 2822 8-NE-6B 2823 8-NE-6C 2824 8-NE-6D 

2825 8-NE-7A 2826 8-NE-7B 2827 8-NE-7C 2828 8-NE-7D 

2829 8-NE-8A 2830 8-NE-8B 2831 8-NE-8C 2832 8-NE-8D 

2833 8-NE-9A 2834 8-NE-9B 2835 8-NE-9C 2836 8-NE-9D 

2837 8-NE-10A 2838 8-NE-10B 2839 8-NE-10C 2840 8-NE-10D 

2841 8-NE-11A 2842 8-NE-11B 2843 8-NE-11C 2844 8-NE-11D 

2845 8-NE-12A 2846 8-NE-12B 2847 8-NE-12C 2848 8-NE-12D 

2849 8-NE-13A 2850 8-NE-13B 2851 8-NE-13C 2852 8-NE-13D 

2853 8-NE-14A 2854 8-NE-14B 2855 8-NE-14C 2856 8-NE-14D 

2857 8-NE-15A 2858 8-NE-15B 2859 8-NE-15C 2860 8-NE-15D 

2861 8-NE-16A 2862 8-NE-16B 2863 8-NE-16C 2864 8-NE-16D 

2865 8-NE-17A 2866 8-NE-17B 2867 8-NE-17C 2868 8-NE-17D 

2869 8-NE-18A 2870 8-NE-18B 2871 8-NE-18C 2872 8-NE-18D 
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2873 8-NE-19A 2874 8-NE-19B 2875 8-NE-19C 2876 8-NE-19D 

2877 8-NE-20A 2878 8-NE-20B 2879 8-NE-20C 2880 8-NE-20D 

2881 8-NE-21A 2882 8-NE-21B 2883 8-NE-21C 2884 8-NE-21D 

2885 8-NE-22A 2886 8-NE-22B 2887 8-NE-22C 2888 8-NE-22D 

2889 8-NE-23A 2890 8-NE-23B 2891 8-NE-23C 2892 8-NE-23D 

2893 8-NE-24A 2894 8-NE-24B 2895 8-NE-24C 2896 8-NE-24D 

2897 8-NE-25A 2898 8-NE-25B 2899 8-NE-25C 2900 8-NE-25D 

2901 8-NW-1A 2902 8-NW-1B 2903 8-NW-1C 2904 8-NW-1D 

2905 8-NW-2A 2906 8-NW-2B 2907 8-NW-2C 2908 8-NW-2D 

2909 8-NW-3A 2910 8-NW-3B 2911 8-NW-3C 2912 8-NW-3D 

2913 8-NW-4A 2914 8-NW-4B 2915 8-NW-4C 2916 8-NW-4D 

2917 8-NW-5A 2918 8-NW-5B 2919 8-NW-5C 2920 8-NW-5D 

2921 8-NW-6A 2922 8-NW-6B 2923 8-NW-6C 2924 8-NW-6D 

2925 8-NW-7A 2926 8-NW-7B 2927 8-NW-7C 2928 8-NW-7D 

2929 8-NW-8A 2930 8-NW-8B 2931 8-NW-8C 2932 8-NW-8D 

2933 8-NW-9A 2934 8-NW-9B 2935 8-NW-9C 2936 8-NW-9D 

2937 8-NW-10A 2938 8-NW-10B 2939 8-NW-10C 2940 8-NW-10D 

2941 8-NW-11A 2942 8-NW-11B 2943 8-NW-11C 2944 8-NW-11D 

2945 8-NW-12A 2946 8-NW-12B 2947 8-NW-12C 2948 8-NW-12D 

2949 8-NW-13A 2950 8-NW-13B 2951 8-NW-13C 2952 8-NW-13D 

2953 8-NW-14A 2954 8-NW-14B 2955 8-NW-14C 2956 8-NW-14D 

2957 8-NW-15A 2958 8-NW-15B 2959 8-NW-15C 2960 8-NW-15D 

2961 8-NW-16A 2962 8-NW-16B 2963 8-NW-16C 2964 8-NW-16D 

2965 8-NW-17A 2966 8-NW-17B 2967 8-NW-17C 2968 8-NW-17D 

2969 8-NW-18A 2970 8-NW-18B 2971 8-NW-18C 2972 8-NW-18D 

2973 8-NW-19A 2974 8-NW-19B 2975 8-NW-19C 2976 8-NW-19D 

2977 8-NW-20A 2978 8-NW-20B 2979 8-NW-20C 2980 8-NW-20D 

2981 8-NW-21A 2982 8-NW-21B 2983 8-NW-21C 2984 8-NW-21D 

2985 8-NW-22A 2986 8-NW-22B 2987 8-NW-22C 2988 8-NW-22D 

2989 8-NW-23A 2990 8-NW-23B 2991 8-NW-23C 2992 8-NW-23D 

2993 8-NW-24A 2994 8-NW-24B 2995 8-NW-24C 2996 8-NW-24D 

2997 8-NW-25A 2998 8-NW-25B 2999 8-NW-25C 3000 8-NW-25D 

3001 8-SE-1A 3002 8-SE-1B 3003 8-SE-1C 3004 8-SE-1D 

3005 8-SE-2A 3006 8-SE-2B 3007 8-SE-2C 3008 8-SE-2D 

3009 8-SE-3A 3010 8-SE-3B 3011 8-SE-3C 3012 8-SE-3D 

3013 8-SE-4A 3014 8-SE-4B 3015 8-SE-4C 3016 8-SE-4D 
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3017 8-SE-5A 3018 8-SE-5B 3019 8-SE-5C 3020 8-SE-5D 

3021 8-SE-6A 3022 8-SE-6B 3023 8-SE-6C 3024 8-SE-6D 

3025 8-SE-7A 3026 8-SE-7B 3027 8-SE-7C 3028 8-SE-7D 

3029 8-SE-8A 3030 8-SE-8B 3031 8-SE-8C 3032 8-SE-8D 

3033 8-SE-9A 3034 8-SE-9B 3035 8-SE-9C 3036 8-SE-9D 

3037 8-SE-10A 3038 8-SE-10B 3039 8-SE-10C 3040 8-SE-10D 

3041 8-SE-11A 3042 8-SE-11B 3043 8-SE-11C 3044 8-SE-11D 

3045 8-SE-12A 3046 8-SE-12B 3047 8-SE-12C 3048 8-SE-12D 

3049 8-SE-13A 3050 8-SE-13B 3051 8-SE-13C 3052 8-SE-13D 

3053 8-SE-14A 3054 8-SE-14B 3055 8-SE-14C 3056 8-SE-14D 

3057 8-SE-15A 3058 8-SE-15B 3059 8-SE-15C 3060 8-SE-15D 

3061 8-SE-16A 3062 8-SE-16B 3063 8-SE-16C 3064 8-SE-16D 

3065 8-SE-17A 3066 8-SE-17B 3067 8-SE-17C 3068 8-SE-17D 

3069 8-SE-18A 3070 8-SE-18B 3071 8-SE-18C 3072 8-SE-18D 

3073 8-SE-19A 3074 8-SE-19B 3075 8-SE-19C 3076 8-SE-19D 

3077 8-SE-20A 3078 8-SE-20B 3079 8-SE-20C 3080 8-SE-20D 

3081 8-SE-21A 3082 8-SE-21B 3083 8-SE-21C 3084 8-SE-21D 

3085 8-SE-22A 3086 8-SE-22B 3087 8-SE-22C 3088 8-SE-22D 

3089 8-SE-23A 3090 8-SE-23B 3091 8-SE-23C 3092 8-SE-23D 

3093 8-SE-24A 3094 8-SE-24B 3095 8-SE-24C 3096 8-SE-24D 

3097 8-SE-25A 3098 8-SE-25B 3099 8-SE-25C 3100 8-SE-25D 

3101 8-SW-1A 3102 8-SW-1B 3103 8-SW-1C 3104 8-SW-1D 

3105 8-SW-2A 3106 8-SW-2B 3107 8-SW-2C 3108 8-SW-2D 

3109 8-SW-3A 3110 8-SW-3B 3111 8-SW-3C 3112 8-SW-3D 

3113 8-SW-4A 3114 8-SW-4B 3115 8-SW-4C 3116 8-SW-4D 

3117 8-SW-5A 3118 8-SW-5B 3119 8-SW-5C 3120 8-SW-5D 

3121 8-SW-6A 3122 8-SW-6B 3123 8-SW-6C 3124 8-SW-6D 

3125 8-SW-7A 3126 8-SW-7B 3127 8-SW-7C 3128 8-SW-7D 

3129 8-SW-8A 3130 8-SW-8B 3131 8-SW-8C 3132 8-SW-8D 

3133 8-SW-9A 3134 8-SW-9B 3135 8-SW-9C 3136 8-SW-9D 

3137 8-SW-10A 3138 8-SW-10B 3139 8-SW-10C 3140 8-SW-10D 

3141 8-SW-11A 3142 8-SW-11B 3143 8-SW-11C 3144 8-SW-11D 

3145 8-SW-12A 3146 8-SW-12B 3147 8-SW-12C 3148 8-SW-12D 

3149 8-SW-13A 3150 8-SW-13B 3151 8-SW-13C 3152 8-SW-13D 

3153 8-SW-14A 3154 8-SW-14B 3155 8-SW-14C 3156 8-SW-14D 

3157 8-SW-15A 3158 8-SW-15B 3159 8-SW-15C 3160 8-SW-15D 
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3161 8-SW-16A 3162 8-SW-16B 3163 8-SW-16C 3164 8-SW-16D 

3165 8-SW-17A 3166 8-SW-17B 3167 8-SW-17C 3168 8-SW-17D 

3169 8-SW-18A 3170 8-SW-18B 3171 8-SW-18C 3172 8-SW-18D 

3173 8-SW-19A 3174 8-SW-19B 3175 8-SW-19C 3176 8-SW-19D 

3177 8-SW-20A 3178 8-SW-20B 3179 8-SW-20C 3180 8-SW-20D 

3181 8-SW-21A 3182 8-SW-21B 3183 8-SW-21C 3184 8-SW-21D 

3185 8-SW-22A 3186 8-SW-22B 3187 8-SW-22C 3188 8-SW-22D 

3189 8-SW-23A 3190 8-SW-23B 3191 8-SW-23C 3192 8-SW-23D 

3193 8-SW-24A 3194 8-SW-24B 3195 8-SW-24C 3196 8-SW-24D 

3197 8-SW-25A 3198 8-SW-25B 3199 8-SW-25C 3200 8-SW-25D 

3201 9-NE-1A 3202 9-NE-1B 3203 9-NE-1C 3204 9-NE-1D 

3205 9-NE-2A 3206 9-NE-2B 3207 9-NE-2C 3208 9-NE-2D 

3209 9-NE-3A 3210 9-NE-3B 3211 9-NE-3C 3212 9-NE-3D 

3213 9-NE-4A 3214 9-NE-4B 3215 9-NE-4C 3216 9-NE-4D 

3217 9-NE-5A 3218 9-NE-5B 3219 9-NE-5C 3220 9-NE-5D 

3221 9-NE-6A 3222 9-NE-6B 3223 9-NE-6C 3224 9-NE-6D 

3225 9-NE-7A 3226 9-NE-7B 3227 9-NE-7C 3228 9-NE-7D 

3229 9-NE-8A 3230 9-NE-8B 3231 9-NE-8C 3232 9-NE-8D 

3233 9-NE-9A 3234 9-NE-9B 3235 9-NE-9C 3236 9-NE-9D 

3237 9-NE-10A 3238 9-NE-10B 3239 9-NE-10C 3240 9-NE-10D 

3241 9-NE-11A 3242 9-NE-11B 3243 9-NE-11C 3244 9-NE-11D 

3245 9-NE-12A 3246 9-NE-12B 3247 9-NE-12C 3248 9-NE-12D 

3249 9-NE-13A 3250 9-NE-13B 3251 9-NE-13C 3252 9-NE-13D 

3253 9-NE-14A 3254 9-NE-14B 3255 9-NE-14C 3256 9-NE-14D 

3257 9-NE-15A 3258 9-NE-15B 3259 9-NE-15C 3260 9-NE-15D 

3261 9-NE-16A 3262 9-NE-16B 3263 9-NE-16C 3264 9-NE-16D 

3265 9-NE-17A 3266 9-NE-17B 3267 9-NE-17C 3268 9-NE-17D 

3269 9-NE-18A 3270 9-NE-18B 3271 9-NE-18C 3272 9-NE-18D 

3273 9-NE-19A 3274 9-NE-19B 3275 9-NE-19C 3276 9-NE-19D 

3277 9-NE-20A 3278 9-NE-20B 3279 9-NE-20C 3280 9-NE-20D 

3281 9-NE-21A 3282 9-NE-21B 3283 9-NE-21C 3284 9-NE-21D 

3285 9-NE-22A 3286 9-NE-22B 3287 9-NE-22C 3288 9-NE-22D 

3289 9-NE-23A 3290 9-NE-23B 3291 9-NE-23C 3292 9-NE-23D 

3293 9-NE-24A 3294 9-NE-24B 3295 9-NE-24C 3296 9-NE-24D 

3297 9-NE-25A 3298 9-NE-25B 3299 9-NE-25C 3300 9-NE-25D 

3301 9-NW-1A 3302 9-NW-1B 3303 9-NW-1C 3304 9-NW-1D 
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3305 9-NW-2A 3306 9-NW-2B 3307 9-NW-2C 3308 9-NW-2D 

3309 9-NW-3A 3310 9-NW-3B 3311 9-NW-3C 3312 9-NW-3D 

3313 9-NW-4A 3314 9-NW-4B 3315 9-NW-4C 3316 9-NW-4D 

3317 9-NW-5A 3318 9-NW-5B 3319 9-NW-5C 3320 9-NW-5D 

3321 9-NW-6A 3322 9-NW-6B 3323 9-NW-6C 3324 9-NW-6D 

3325 9-NW-7A 3326 9-NW-7B 3327 9-NW-7C 3328 9-NW-7D 

3329 9-NW-8A 3330 9-NW-8B 3331 9-NW-8C 3332 9-NW-8D 

3333 9-NW-9A 3334 9-NW-9B 3335 9-NW-9C 3336 9-NW-9D 

3337 9-NW-10A 3338 9-NW-10B 3339 9-NW-10C 3340 9-NW-10D 

3341 9-NW-11A 3342 9-NW-11B 3343 9-NW-11C 3344 9-NW-11D 

3345 9-NW-12A 3346 9-NW-12B 3347 9-NW-12C 3348 9-NW-12D 

3349 9-NW-13A 3350 9-NW-13B 3351 9-NW-13C 3352 9-NW-13D 

3353 9-NW-14A 3354 9-NW-14B 3355 9-NW-14C 3356 9-NW-14D 

3357 9-NW-15A 3358 9-NW-15B 3359 9-NW-15C 3360 9-NW-15D 

3361 9-NW-16A 3362 9-NW-16B 3363 9-NW-16C 3364 9-NW-16D 

3365 9-NW-17A 3366 9-NW-17B 3367 9-NW-17C 3368 9-NW-17D 

3369 9-NW-18A 3370 9-NW-18B 3371 9-NW-18C 3372 9-NW-18D 

3373 9-NW-19A 3374 9-NW-19B 3375 9-NW-19C 3376 9-NW-19D 

3377 9-NW-20A 3378 9-NW-20B 3379 9-NW-20C 3380 9-NW-20D 

3381 9-NW-21A 3382 9-NW-21B 3383 9-NW-21C 3384 9-NW-21D 

3385 9-NW-22A 3386 9-NW-22B 3387 9-NW-22C 3388 9-NW-22D 

3389 9-NW-23A 3390 9-NW-23B 3391 9-NW-23C 3392 9-NW-23D 

3393 9-NW-24A 3394 9-NW-24B 3395 9-NW-24C 3396 9-NW-24D 

3397 9-NW-25A 3398 9-NW-25B 3399 9-NW-25C 3400 9-NW-25D 

3401 9-SE-1A 3402 9-SE-1B 3403 9-SE-1C 3404 9-SE-1D 

3405 9-SE-2A 3406 9-SE-2B 3407 9-SE-2C 3408 9-SE-2D 

3409 9-SE-3A 3410 9-SE-3B 3411 9-SE-3C 3412 9-SE-3D 

3413 9-SE-4A 3414 9-SE-4B 3415 9-SE-4C 3416 9-SE-4D 

3417 9-SE-5A 3418 9-SE-5B 3419 9-SE-5C 3420 9-SE-5D 

3421 9-SE-6A 3422 9-SE-6B 3423 9-SE-6C 3424 9-SE-6D 

3425 9-SE-7A 3426 9-SE-7B 3427 9-SE-7C 3428 9-SE-7D 

3429 9-SE-8A 3430 9-SE-8B 3431 9-SE-8C 3432 9-SE-8D 

3433 9-SE-9A 3434 9-SE-9B 3435 9-SE-9C 3436 9-SE-9D 

3437 9-SE-10A 3438 9-SE-10B 3439 9-SE-10C 3440 9-SE-10D 

3441 9-SE-11A 3442 9-SE-11B 3443 9-SE-11C 3444 9-SE-11D 

3445 9-SE-12A 3446 9-SE-12B 3447 9-SE-12C 3448 9-SE-12D 



Developer Guide of Multi-functional Smart Lamppost Positioning Devices (Version 1.2) P.60 Lands Department 

Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. Grid ID Sheet No. 

3449 9-SE-13A 3450 9-SE-13B 3451 9-SE-13C 3452 9-SE-13D 

3453 9-SE-14A 3454 9-SE-14B 3455 9-SE-14C 3456 9-SE-14D 

3457 9-SE-15A 3458 9-SE-15B 3459 9-SE-15C 3460 9-SE-15D 

3461 9-SE-16A 3462 9-SE-16B 3463 9-SE-16C 3464 9-SE-16D 

3465 9-SE-17A 3466 9-SE-17B 3467 9-SE-17C 3468 9-SE-17D 

3469 9-SE-18A 3470 9-SE-18B 3471 9-SE-18C 3472 9-SE-18D 

3473 9-SE-19A 3474 9-SE-19B 3475 9-SE-19C 3476 9-SE-19D 

3477 9-SE-20A 3478 9-SE-20B 3479 9-SE-20C 3480 9-SE-20D 

3481 9-SE-21A 3482 9-SE-21B 3483 9-SE-21C 3484 9-SE-21D 

3485 9-SE-22A 3486 9-SE-22B 3487 9-SE-22C 3488 9-SE-22D 

3489 9-SE-23A 3490 9-SE-23B 3491 9-SE-23C 3492 9-SE-23D 

3493 9-SE-24A 3494 9-SE-24B 3495 9-SE-24C 3496 9-SE-24D 

3497 9-SE-25A 3498 9-SE-25B 3499 9-SE-25C 3500 9-SE-25D 

3501 9-SW-1A 3502 9-SW-1B 3503 9-SW-1C 3504 9-SW-1D 

3505 9-SW-2A 3506 9-SW-2B 3507 9-SW-2C 3508 9-SW-2D 

3509 9-SW-3A 3510 9-SW-3B 3511 9-SW-3C 3512 9-SW-3D 

3513 9-SW-4A 3514 9-SW-4B 3515 9-SW-4C 3516 9-SW-4D 

3517 9-SW-5A 3518 9-SW-5B 3519 9-SW-5C 3520 9-SW-5D 

3521 9-SW-6A 3522 9-SW-6B 3523 9-SW-6C 3524 9-SW-6D 

3525 9-SW-7A 3526 9-SW-7B 3527 9-SW-7C 3528 9-SW-7D 

3529 9-SW-8A 3530 9-SW-8B 3531 9-SW-8C 3532 9-SW-8D 

3533 9-SW-9A 3534 9-SW-9B 3535 9-SW-9C 3536 9-SW-9D 

3537 9-SW-10A 3538 9-SW-10B 3539 9-SW-10C 3540 9-SW-10D 

3541 9-SW-11A 3542 9-SW-11B 3543 9-SW-11C 3544 9-SW-11D 

3545 9-SW-12A 3546 9-SW-12B 3547 9-SW-12C 3548 9-SW-12D 

3549 9-SW-13A 3550 9-SW-13B 3551 9-SW-13C 3552 9-SW-13D 

3553 9-SW-14A 3554 9-SW-14B 3555 9-SW-14C 3556 9-SW-14D 

3557 9-SW-15A 3558 9-SW-15B 3559 9-SW-15C 3560 9-SW-15D 

3561 9-SW-16A 3562 9-SW-16B 3563 9-SW-16C 3564 9-SW-16D 

3565 9-SW-17A 3566 9-SW-17B 3567 9-SW-17C 3568 9-SW-17D 

3569 9-SW-18A 3570 9-SW-18B 3571 9-SW-18C 3572 9-SW-18D 

3573 9-SW-19A 3574 9-SW-19B 3575 9-SW-19C 3576 9-SW-19D 

3577 9-SW-20A 3578 9-SW-20B 3579 9-SW-20C 3580 9-SW-20D 

3581 9-SW-21A 3582 9-SW-21B 3583 9-SW-21C 3584 9-SW-21D 

3585 9-SW-22A 3586 9-SW-22B 3587 9-SW-22C 3588 9-SW-22D 

3589 9-SW-23A 3590 9-SW-23B 3591 9-SW-23C 3592 9-SW-23D 
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3593 9-SW-24A 3594 9-SW-24B 3595 9-SW-24C 3596 9-SW-24D 

3597 9-SW-25A 3598 9-SW-25B 3599 9-SW-25C 3600 9-SW-25D 

3601 10-NE-1A 3602 10-NE-1B 3603 10-NE-1C 3604 10-NE-1D 

3605 10-NE-2A 3606 10-NE-2B 3607 10-NE-2C 3608 10-NE-2D 

3609 10-NE-3A 3610 10-NE-3B 3611 10-NE-3C 3612 10-NE-3D 

3613 10-NE-4A 3614 10-NE-4B 3615 10-NE-4C 3616 10-NE-4D 

3617 10-NE-5A 3618 10-NE-5B 3619 10-NE-5C 3620 10-NE-5D 

3621 10-NE-6A 3622 10-NE-6B 3623 10-NE-6C 3624 10-NE-6D 

3625 10-NE-7A 3626 10-NE-7B 3627 10-NE-7C 3628 10-NE-7D 

3629 10-NE-8A 3630 10-NE-8B 3631 10-NE-8C 3632 10-NE-8D 

3633 10-NE-9A 3634 10-NE-9B 3635 10-NE-9C 3636 10-NE-9D 

3637 10-NE-10A 3638 10-NE-10B 3639 10-NE-10C 3640 10-NE-10D 

3641 10-NE-11A 3642 10-NE-11B 3643 10-NE-11C 3644 10-NE-11D 

3645 10-NE-12A 3646 10-NE-12B 3647 10-NE-12C 3648 10-NE-12D 

3649 10-NE-13A 3650 10-NE-13B 3651 10-NE-13C 3652 10-NE-13D 

3653 10-NE-14A 3654 10-NE-14B 3655 10-NE-14C 3656 10-NE-14D 

3657 10-NE-15A 3658 10-NE-15B 3659 10-NE-15C 3660 10-NE-15D 

3661 10-NE-16A 3662 10-NE-16B 3663 10-NE-16C 3664 10-NE-16D 

3665 10-NE-17A 3666 10-NE-17B 3667 10-NE-17C 3668 10-NE-17D 

3669 10-NE-18A 3670 10-NE-18B 3671 10-NE-18C 3672 10-NE-18D 

3673 10-NE-19A 3674 10-NE-19B 3675 10-NE-19C 3676 10-NE-19D 

3677 10-NE-20A 3678 10-NE-20B 3679 10-NE-20C 3680 10-NE-20D 

3681 10-NE-21A 3682 10-NE-21B 3683 10-NE-21C 3684 10-NE-21D 

3685 10-NE-22A 3686 10-NE-22B 3687 10-NE-22C 3688 10-NE-22D 

3689 10-NE-23A 3690 10-NE-23B 3691 10-NE-23C 3692 10-NE-23D 

3693 10-NE-24A 3694 10-NE-24B 3695 10-NE-24C 3696 10-NE-24D 

3697 10-NE-25A 3698 10-NE-25B 3699 10-NE-25C 3700 10-NE-25D 

3701 10-NW-1A 3702 10-NW-1B 3703 10-NW-1C 3704 10-NW-1D 

3705 10-NW-2A 3706 10-NW-2B 3707 10-NW-2C 3708 10-NW-2D 

3709 10-NW-3A 3710 10-NW-3B 3711 10-NW-3C 3712 10-NW-3D 

3713 10-NW-4A 3714 10-NW-4B 3715 10-NW-4C 3716 10-NW-4D 

3717 10-NW-5A 3718 10-NW-5B 3719 10-NW-5C 3720 10-NW-5D 

3721 10-NW-6A 3722 10-NW-6B 3723 10-NW-6C 3724 10-NW-6D 

3725 10-NW-7A 3726 10-NW-7B 3727 10-NW-7C 3728 10-NW-7D 

3729 10-NW-8A 3730 10-NW-8B 3731 10-NW-8C 3732 10-NW-8D 

3733 10-NW-9A 3734 10-NW-9B 3735 10-NW-9C 3736 10-NW-9D 
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3737 10-NW-10A 3738 10-NW-10B 3739 10-NW-10C 3740 10-NW-10D 

3741 10-NW-11A 3742 10-NW-11B 3743 10-NW-11C 3744 10-NW-11D 

3745 10-NW-12A 3746 10-NW-12B 3747 10-NW-12C 3748 10-NW-12D 

3749 10-NW-13A 3750 10-NW-13B 3751 10-NW-13C 3752 10-NW-13D 

3753 10-NW-14A 3754 10-NW-14B 3755 10-NW-14C 3756 10-NW-14D 

3757 10-NW-15A 3758 10-NW-15B 3759 10-NW-15C 3760 10-NW-15D 

3761 10-NW-16A 3762 10-NW-16B 3763 10-NW-16C 3764 10-NW-16D 

3765 10-NW-17A 3766 10-NW-17B 3767 10-NW-17C 3768 10-NW-17D 

3769 10-NW-18A 3770 10-NW-18B 3771 10-NW-18C 3772 10-NW-18D 

3773 10-NW-19A 3774 10-NW-19B 3775 10-NW-19C 3776 10-NW-19D 

3777 10-NW-20A 3778 10-NW-20B 3779 10-NW-20C 3780 10-NW-20D 

3781 10-NW-21A 3782 10-NW-21B 3783 10-NW-21C 3784 10-NW-21D 

3785 10-NW-22A 3786 10-NW-22B 3787 10-NW-22C 3788 10-NW-22D 

3789 10-NW-23A 3790 10-NW-23B 3791 10-NW-23C 3792 10-NW-23D 

3793 10-NW-24A 3794 10-NW-24B 3795 10-NW-24C 3796 10-NW-24D 

3797 10-NW-25A 3798 10-NW-25B 3799 10-NW-25C 3800 10-NW-25D 

3801 10-SE-1A 3802 10-SE-1B 3803 10-SE-1C 3804 10-SE-1D 

3805 10-SE-2A 3806 10-SE-2B 3807 10-SE-2C 3808 10-SE-2D 

3809 10-SE-3A 3810 10-SE-3B 3811 10-SE-3C 3812 10-SE-3D 

3813 10-SE-4A 3814 10-SE-4B 3815 10-SE-4C 3816 10-SE-4D 

3817 10-SE-5A 3818 10-SE-5B 3819 10-SE-5C 3820 10-SE-5D 

3821 10-SE-6A 3822 10-SE-6B 3823 10-SE-6C 3824 10-SE-6D 

3825 10-SE-7A 3826 10-SE-7B 3827 10-SE-7C 3828 10-SE-7D 

3829 10-SE-8A 3830 10-SE-8B 3831 10-SE-8C 3832 10-SE-8D 

3833 10-SE-9A 3834 10-SE-9B 3835 10-SE-9C 3836 10-SE-9D 

3837 10-SE-10A 3838 10-SE-10B 3839 10-SE-10C 3840 10-SE-10D 

3841 10-SE-11A 3842 10-SE-11B 3843 10-SE-11C 3844 10-SE-11D 

3845 10-SE-12A 3846 10-SE-12B 3847 10-SE-12C 3848 10-SE-12D 

3849 10-SE-13A 3850 10-SE-13B 3851 10-SE-13C 3852 10-SE-13D 

3853 10-SE-14A 3854 10-SE-14B 3855 10-SE-14C 3856 10-SE-14D 

3857 10-SE-15A 3858 10-SE-15B 3859 10-SE-15C 3860 10-SE-15D 

3861 10-SE-16A 3862 10-SE-16B 3863 10-SE-16C 3864 10-SE-16D 

3865 10-SE-17A 3866 10-SE-17B 3867 10-SE-17C 3868 10-SE-17D 

3869 10-SE-18A 3870 10-SE-18B 3871 10-SE-18C 3872 10-SE-18D 

3873 10-SE-19A 3874 10-SE-19B 3875 10-SE-19C 3876 10-SE-19D 

3877 10-SE-20A 3878 10-SE-20B 3879 10-SE-20C 3880 10-SE-20D 
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3881 10-SE-21A 3882 10-SE-21B 3883 10-SE-21C 3884 10-SE-21D 

3885 10-SE-22A 3886 10-SE-22B 3887 10-SE-22C 3888 10-SE-22D 

3889 10-SE-23A 3890 10-SE-23B 3891 10-SE-23C 3892 10-SE-23D 

3893 10-SE-24A 3894 10-SE-24B 3895 10-SE-24C 3896 10-SE-24D 

3897 10-SE-25A 3898 10-SE-25B 3899 10-SE-25C 3900 10-SE-25D 

3901 10-SW-1A 3902 10-SW-1B 3903 10-SW-1C 3904 10-SW-1D 

3905 10-SW-2A 3906 10-SW-2B 3907 10-SW-2C 3908 10-SW-2D 

3909 10-SW-3A 3910 10-SW-3B 3911 10-SW-3C 3912 10-SW-3D 

3913 10-SW-4A 3914 10-SW-4B 3915 10-SW-4C 3916 10-SW-4D 

3917 10-SW-5A 3918 10-SW-5B 3919 10-SW-5C 3920 10-SW-5D 

3921 10-SW-6A 3922 10-SW-6B 3923 10-SW-6C 3924 10-SW-6D 

3925 10-SW-7A 3926 10-SW-7B 3927 10-SW-7C 3928 10-SW-7D 

3929 10-SW-8A 3930 10-SW-8B 3931 10-SW-8C 3932 10-SW-8D 

3933 10-SW-9A 3934 10-SW-9B 3935 10-SW-9C 3936 10-SW-9D 

3937 10-SW-10A 3938 10-SW-10B 3939 10-SW-10C 3940 10-SW-10D 

3941 10-SW-11A 3942 10-SW-11B 3943 10-SW-11C 3944 10-SW-11D 

3945 10-SW-12A 3946 10-SW-12B 3947 10-SW-12C 3948 10-SW-12D 

3949 10-SW-13A 3950 10-SW-13B 3951 10-SW-13C 3952 10-SW-13D 

3953 10-SW-14A 3954 10-SW-14B 3955 10-SW-14C 3956 10-SW-14D 

3957 10-SW-15A 3958 10-SW-15B 3959 10-SW-15C 3960 10-SW-15D 

3961 10-SW-16A 3962 10-SW-16B 3963 10-SW-16C 3964 10-SW-16D 

3965 10-SW-17A 3966 10-SW-17B 3967 10-SW-17C 3968 10-SW-17D 

3969 10-SW-18A 3970 10-SW-18B 3971 10-SW-18C 3972 10-SW-18D 

3973 10-SW-19A 3974 10-SW-19B 3975 10-SW-19C 3976 10-SW-19D 

3977 10-SW-20A 3978 10-SW-20B 3979 10-SW-20C 3980 10-SW-20D 

3981 10-SW-21A 3982 10-SW-21B 3983 10-SW-21C 3984 10-SW-21D 

3985 10-SW-22A 3986 10-SW-22B 3987 10-SW-22C 3988 10-SW-22D 

3989 10-SW-23A 3990 10-SW-23B 3991 10-SW-23C 3992 10-SW-23D 

3993 10-SW-24A 3994 10-SW-24B 3995 10-SW-24C 3996 10-SW-24D 

3997 10-SW-25A 3998 10-SW-25B 3999 10-SW-25C 4000 10-SW-25D 

4001 11-NE-1A 4002 11-NE-1B 4003 11-NE-1C 4004 11-NE-1D 

4005 11-NE-2A 4006 11-NE-2B 4007 11-NE-2C 4008 11-NE-2D 

4009 11-NE-3A 4010 11-NE-3B 4011 11-NE-3C 4012 11-NE-3D 

4013 11-NE-4A 4014 11-NE-4B 4015 11-NE-4C 4016 11-NE-4D 

4017 11-NE-5A 4018 11-NE-5B 4019 11-NE-5C 4020 11-NE-5D 

4021 11-NE-6A 4022 11-NE-6B 4023 11-NE-6C 4024 11-NE-6D 
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4025 11-NE-7A 4026 11-NE-7B 4027 11-NE-7C 4028 11-NE-7D 

4029 11-NE-8A 4030 11-NE-8B 4031 11-NE-8C 4032 11-NE-8D 

4033 11-NE-9A 4034 11-NE-9B 4035 11-NE-9C 4036 11-NE-9D 

4037 11-NE-10A 4038 11-NE-10B 4039 11-NE-10C 4040 11-NE-10D 

4041 11-NE-11A 4042 11-NE-11B 4043 11-NE-11C 4044 11-NE-11D 

4045 11-NE-12A 4046 11-NE-12B 4047 11-NE-12C 4048 11-NE-12D 

4049 11-NE-13A 4050 11-NE-13B 4051 11-NE-13C 4052 11-NE-13D 

4053 11-NE-14A 4054 11-NE-14B 4055 11-NE-14C 4056 11-NE-14D 

4057 11-NE-15A 4058 11-NE-15B 4059 11-NE-15C 4060 11-NE-15D 

4061 11-NE-16A 4062 11-NE-16B 4063 11-NE-16C 4064 11-NE-16D 

4065 11-NE-17A 4066 11-NE-17B 4067 11-NE-17C 4068 11-NE-17D 

4069 11-NE-18A 4070 11-NE-18B 4071 11-NE-18C 4072 11-NE-18D 

4073 11-NE-19A 4074 11-NE-19B 4075 11-NE-19C 4076 11-NE-19D 

4077 11-NE-20A 4078 11-NE-20B 4079 11-NE-20C 4080 11-NE-20D 

4081 11-NE-21A 4082 11-NE-21B 4083 11-NE-21C 4084 11-NE-21D 

4085 11-NE-22A 4086 11-NE-22B 4087 11-NE-22C 4088 11-NE-22D 

4089 11-NE-23A 4090 11-NE-23B 4091 11-NE-23C 4092 11-NE-23D 

4093 11-NE-24A 4094 11-NE-24B 4095 11-NE-24C 4096 11-NE-24D 

4097 11-NE-25A 4098 11-NE-25B 4099 11-NE-25C 4100 11-NE-25D 

4101 11-NW-1A 4102 11-NW-1B 4103 11-NW-1C 4104 11-NW-1D 

4105 11-NW-2A 4106 11-NW-2B 4107 11-NW-2C 4108 11-NW-2D 

4109 11-NW-3A 4110 11-NW-3B 4111 11-NW-3C 4112 11-NW-3D 

4113 11-NW-4A 4114 11-NW-4B 4115 11-NW-4C 4116 11-NW-4D 

4117 11-NW-5A 4118 11-NW-5B 4119 11-NW-5C 4120 11-NW-5D 

4121 11-NW-6A 4122 11-NW-6B 4123 11-NW-6C 4124 11-NW-6D 

4125 11-NW-7A 4126 11-NW-7B 4127 11-NW-7C 4128 11-NW-7D 

4129 11-NW-8A 4130 11-NW-8B 4131 11-NW-8C 4132 11-NW-8D 

4133 11-NW-9A 4134 11-NW-9B 4135 11-NW-9C 4136 11-NW-9D 

4137 11-NW-10A 4138 11-NW-10B 4139 11-NW-10C 4140 11-NW-10D 

4141 11-NW-11A 4142 11-NW-11B 4143 11-NW-11C 4144 11-NW-11D 

4145 11-NW-12A 4146 11-NW-12B 4147 11-NW-12C 4148 11-NW-12D 

4149 11-NW-13A 4150 11-NW-13B 4151 11-NW-13C 4152 11-NW-13D 

4153 11-NW-14A 4154 11-NW-14B 4155 11-NW-14C 4156 11-NW-14D 

4157 11-NW-15A 4158 11-NW-15B 4159 11-NW-15C 4160 11-NW-15D 

4161 11-NW-16A 4162 11-NW-16B 4163 11-NW-16C 4164 11-NW-16D 

4165 11-NW-17A 4166 11-NW-17B 4167 11-NW-17C 4168 11-NW-17D 
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4169 11-NW-18A 4170 11-NW-18B 4171 11-NW-18C 4172 11-NW-18D 

4173 11-NW-19A 4174 11-NW-19B 4175 11-NW-19C 4176 11-NW-19D 

4177 11-NW-20A 4178 11-NW-20B 4179 11-NW-20C 4180 11-NW-20D 

4181 11-NW-21A 4182 11-NW-21B 4183 11-NW-21C 4184 11-NW-21D 

4185 11-NW-22A 4186 11-NW-22B 4187 11-NW-22C 4188 11-NW-22D 

4189 11-NW-23A 4190 11-NW-23B 4191 11-NW-23C 4192 11-NW-23D 

4193 11-NW-24A 4194 11-NW-24B 4195 11-NW-24C 4196 11-NW-24D 

4197 11-NW-25A 4198 11-NW-25B 4199 11-NW-25C 4200 11-NW-25D 

4201 11-SE-1A 4202 11-SE-1B 4203 11-SE-1C 4204 11-SE-1D 

4205 11-SE-2A 4206 11-SE-2B 4207 11-SE-2C 4208 11-SE-2D 

4209 11-SE-3A 4210 11-SE-3B 4211 11-SE-3C 4212 11-SE-3D 

4213 11-SE-4A 4214 11-SE-4B 4215 11-SE-4C 4216 11-SE-4D 

4217 11-SE-5A 4218 11-SE-5B 4219 11-SE-5C 4220 11-SE-5D 

4221 11-SE-6A 4222 11-SE-6B 4223 11-SE-6C 4224 11-SE-6D 

4225 11-SE-7A 4226 11-SE-7B 4227 11-SE-7C 4228 11-SE-7D 

4229 11-SE-8A 4230 11-SE-8B 4231 11-SE-8C 4232 11-SE-8D 

4233 11-SE-9A 4234 11-SE-9B 4235 11-SE-9C 4236 11-SE-9D 

4237 11-SE-10A 4238 11-SE-10B 4239 11-SE-10C 4240 11-SE-10D 

4241 11-SE-11A 4242 11-SE-11B 4243 11-SE-11C 4244 11-SE-11D 

4245 11-SE-12A 4246 11-SE-12B 4247 11-SE-12C 4248 11-SE-12D 

4249 11-SE-13A 4250 11-SE-13B 4251 11-SE-13C 4252 11-SE-13D 

4253 11-SE-14A 4254 11-SE-14B 4255 11-SE-14C 4256 11-SE-14D 

4257 11-SE-15A 4258 11-SE-15B 4259 11-SE-15C 4260 11-SE-15D 

4261 11-SE-16A 4262 11-SE-16B 4263 11-SE-16C 4264 11-SE-16D 

4265 11-SE-17A 4266 11-SE-17B 4267 11-SE-17C 4268 11-SE-17D 

4269 11-SE-18A 4270 11-SE-18B 4271 11-SE-18C 4272 11-SE-18D 

4273 11-SE-19A 4274 11-SE-19B 4275 11-SE-19C 4276 11-SE-19D 

4277 11-SE-20A 4278 11-SE-20B 4279 11-SE-20C 4280 11-SE-20D 

4281 11-SE-21A 4282 11-SE-21B 4283 11-SE-21C 4284 11-SE-21D 

4285 11-SE-22A 4286 11-SE-22B 4287 11-SE-22C 4288 11-SE-22D 

4289 11-SE-23A 4290 11-SE-23B 4291 11-SE-23C 4292 11-SE-23D 

4293 11-SE-24A 4294 11-SE-24B 4295 11-SE-24C 4296 11-SE-24D 

4297 11-SE-25A 4298 11-SE-25B 4299 11-SE-25C 4300 11-SE-25D 

4301 11-SW-1A 4302 11-SW-1B 4303 11-SW-1C 4304 11-SW-1D 

4305 11-SW-2A 4306 11-SW-2B 4307 11-SW-2C 4308 11-SW-2D 

4309 11-SW-3A 4310 11-SW-3B 4311 11-SW-3C 4312 11-SW-3D 
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4313 11-SW-4A 4314 11-SW-4B 4315 11-SW-4C 4316 11-SW-4D 

4317 11-SW-5A 4318 11-SW-5B 4319 11-SW-5C 4320 11-SW-5D 

4321 11-SW-6A 4322 11-SW-6B 4323 11-SW-6C 4324 11-SW-6D 

4325 11-SW-7A 4326 11-SW-7B 4327 11-SW-7C 4328 11-SW-7D 

4329 11-SW-8A 4330 11-SW-8B 4331 11-SW-8C 4332 11-SW-8D 

4333 11-SW-9A 4334 11-SW-9B 4335 11-SW-9C 4336 11-SW-9D 

4337 11-SW-10A 4338 11-SW-10B 4339 11-SW-10C 4340 11-SW-10D 

4341 11-SW-11A 4342 11-SW-11B 4343 11-SW-11C 4344 11-SW-11D 

4345 11-SW-12A 4346 11-SW-12B 4347 11-SW-12C 4348 11-SW-12D 

4349 11-SW-13A 4350 11-SW-13B 4351 11-SW-13C 4352 11-SW-13D 

4353 11-SW-14A 4354 11-SW-14B 4355 11-SW-14C 4356 11-SW-14D 

4357 11-SW-15A 4358 11-SW-15B 4359 11-SW-15C 4360 11-SW-15D 

4361 11-SW-16A 4362 11-SW-16B 4363 11-SW-16C 4364 11-SW-16D 

4365 11-SW-17A 4366 11-SW-17B 4367 11-SW-17C 4368 11-SW-17D 

4369 11-SW-18A 4370 11-SW-18B 4371 11-SW-18C 4372 11-SW-18D 

4373 11-SW-19A 4374 11-SW-19B 4375 11-SW-19C 4376 11-SW-19D 

4377 11-SW-20A 4378 11-SW-20B 4379 11-SW-20C 4380 11-SW-20D 

4381 11-SW-21A 4382 11-SW-21B 4383 11-SW-21C 4384 11-SW-21D 

4385 11-SW-22A 4386 11-SW-22B 4387 11-SW-22C 4388 11-SW-22D 

4389 11-SW-23A 4390 11-SW-23B 4391 11-SW-23C 4392 11-SW-23D 

4393 11-SW-24A 4394 11-SW-24B 4395 11-SW-24C 4396 11-SW-24D 

4397 11-SW-25A 4398 11-SW-25B 4399 11-SW-25C 4400 11-SW-25D 

4401 12-NE-1A 4402 12-NE-1B 4403 12-NE-1C 4404 12-NE-1D 

4405 12-NE-2A 4406 12-NE-2B 4407 12-NE-2C 4408 12-NE-2D 

4409 12-NE-3A 4410 12-NE-3B 4411 12-NE-3C 4412 12-NE-3D 

4413 12-NE-4A 4414 12-NE-4B 4415 12-NE-4C 4416 12-NE-4D 

4417 12-NE-5A 4418 12-NE-5B 4419 12-NE-5C 4420 12-NE-5D 

4421 12-NE-6A 4422 12-NE-6B 4423 12-NE-6C 4424 12-NE-6D 

4425 12-NE-7A 4426 12-NE-7B 4427 12-NE-7C 4428 12-NE-7D 

4429 12-NE-8A 4430 12-NE-8B 4431 12-NE-8C 4432 12-NE-8D 

4433 12-NE-9A 4434 12-NE-9B 4435 12-NE-9C 4436 12-NE-9D 

4437 12-NE-10A 4438 12-NE-10B 4439 12-NE-10C 4440 12-NE-10D 

4441 12-NE-11A 4442 12-NE-11B 4443 12-NE-11C 4444 12-NE-11D 

4445 12-NE-12A 4446 12-NE-12B 4447 12-NE-12C 4448 12-NE-12D 

4449 12-NE-13A 4450 12-NE-13B 4451 12-NE-13C 4452 12-NE-13D 

4453 12-NE-14A 4454 12-NE-14B 4455 12-NE-14C 4456 12-NE-14D 
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4457 12-NE-15A 4458 12-NE-15B 4459 12-NE-15C 4460 12-NE-15D 

4461 12-NE-16A 4462 12-NE-16B 4463 12-NE-16C 4464 12-NE-16D 

4465 12-NE-17A 4466 12-NE-17B 4467 12-NE-17C 4468 12-NE-17D 

4469 12-NE-18A 4470 12-NE-18B 4471 12-NE-18C 4472 12-NE-18D 

4473 12-NE-19A 4474 12-NE-19B 4475 12-NE-19C 4476 12-NE-19D 

4477 12-NE-20A 4478 12-NE-20B 4479 12-NE-20C 4480 12-NE-20D 

4481 12-NE-21A 4482 12-NE-21B 4483 12-NE-21C 4484 12-NE-21D 

4485 12-NE-22A 4486 12-NE-22B 4487 12-NE-22C 4488 12-NE-22D 

4489 12-NE-23A 4490 12-NE-23B 4491 12-NE-23C 4492 12-NE-23D 

4493 12-NE-24A 4494 12-NE-24B 4495 12-NE-24C 4496 12-NE-24D 

4497 12-NE-25A 4498 12-NE-25B 4499 12-NE-25C 4500 12-NE-25D 

4501 12-NW-1A 4502 12-NW-1B 4503 12-NW-1C 4504 12-NW-1D 

4505 12-NW-2A 4506 12-NW-2B 4507 12-NW-2C 4508 12-NW-2D 

4509 12-NW-3A 4510 12-NW-3B 4511 12-NW-3C 4512 12-NW-3D 

4513 12-NW-4A 4514 12-NW-4B 4515 12-NW-4C 4516 12-NW-4D 

4517 12-NW-5A 4518 12-NW-5B 4519 12-NW-5C 4520 12-NW-5D 

4521 12-NW-6A 4522 12-NW-6B 4523 12-NW-6C 4524 12-NW-6D 

4525 12-NW-7A 4526 12-NW-7B 4527 12-NW-7C 4528 12-NW-7D 

4529 12-NW-8A 4530 12-NW-8B 4531 12-NW-8C 4532 12-NW-8D 

4533 12-NW-9A 4534 12-NW-9B 4535 12-NW-9C 4536 12-NW-9D 

4537 12-NW-10A 4538 12-NW-10B 4539 12-NW-10C 4540 12-NW-10D 

4541 12-NW-11A 4542 12-NW-11B 4543 12-NW-11C 4544 12-NW-11D 

4545 12-NW-12A 4546 12-NW-12B 4547 12-NW-12C 4548 12-NW-12D 

4549 12-NW-13A 4550 12-NW-13B 4551 12-NW-13C 4552 12-NW-13D 

4553 12-NW-14A 4554 12-NW-14B 4555 12-NW-14C 4556 12-NW-14D 

4557 12-NW-15A 4558 12-NW-15B 4559 12-NW-15C 4560 12-NW-15D 

4561 12-NW-16A 4562 12-NW-16B 4563 12-NW-16C 4564 12-NW-16D 

4565 12-NW-17A 4566 12-NW-17B 4567 12-NW-17C 4568 12-NW-17D 

4569 12-NW-18A 4570 12-NW-18B 4571 12-NW-18C 4572 12-NW-18D 

4573 12-NW-19A 4574 12-NW-19B 4575 12-NW-19C 4576 12-NW-19D 

4577 12-NW-20A 4578 12-NW-20B 4579 12-NW-20C 4580 12-NW-20D 

4581 12-NW-21A 4582 12-NW-21B 4583 12-NW-21C 4584 12-NW-21D 

4585 12-NW-22A 4586 12-NW-22B 4587 12-NW-22C 4588 12-NW-22D 

4589 12-NW-23A 4590 12-NW-23B 4591 12-NW-23C 4592 12-NW-23D 

4593 12-NW-24A 4594 12-NW-24B 4595 12-NW-24C 4596 12-NW-24D 

4597 12-NW-25A 4598 12-NW-25B 4599 12-NW-25C 4600 12-NW-25D 
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4601 12-SE-1A 4602 12-SE-1B 4603 12-SE-1C 4604 12-SE-1D 

4605 12-SE-2A 4606 12-SE-2B 4607 12-SE-2C 4608 12-SE-2D 

4609 12-SE-3A 4610 12-SE-3B 4611 12-SE-3C 4612 12-SE-3D 

4613 12-SE-4A 4614 12-SE-4B 4615 12-SE-4C 4616 12-SE-4D 

4617 12-SE-5A 4618 12-SE-5B 4619 12-SE-5C 4620 12-SE-5D 

4621 12-SE-6A 4622 12-SE-6B 4623 12-SE-6C 4624 12-SE-6D 

4625 12-SE-7A 4626 12-SE-7B 4627 12-SE-7C 4628 12-SE-7D 

4629 12-SE-8A 4630 12-SE-8B 4631 12-SE-8C 4632 12-SE-8D 

4633 12-SE-9A 4634 12-SE-9B 4635 12-SE-9C 4636 12-SE-9D 

4637 12-SE-10A 4638 12-SE-10B 4639 12-SE-10C 4640 12-SE-10D 

4641 12-SE-11A 4642 12-SE-11B 4643 12-SE-11C 4644 12-SE-11D 

4645 12-SE-12A 4646 12-SE-12B 4647 12-SE-12C 4648 12-SE-12D 

4649 12-SE-13A 4650 12-SE-13B 4651 12-SE-13C 4652 12-SE-13D 

4653 12-SE-14A 4654 12-SE-14B 4655 12-SE-14C 4656 12-SE-14D 

4657 12-SE-15A 4658 12-SE-15B 4659 12-SE-15C 4660 12-SE-15D 

4661 12-SE-16A 4662 12-SE-16B 4663 12-SE-16C 4664 12-SE-16D 

4665 12-SE-17A 4666 12-SE-17B 4667 12-SE-17C 4668 12-SE-17D 

4669 12-SE-18A 4670 12-SE-18B 4671 12-SE-18C 4672 12-SE-18D 

4673 12-SE-19A 4674 12-SE-19B 4675 12-SE-19C 4676 12-SE-19D 

4677 12-SE-20A 4678 12-SE-20B 4679 12-SE-20C 4680 12-SE-20D 

4681 12-SE-21A 4682 12-SE-21B 4683 12-SE-21C 4684 12-SE-21D 

4685 12-SE-22A 4686 12-SE-22B 4687 12-SE-22C 4688 12-SE-22D 

4689 12-SE-23A 4690 12-SE-23B 4691 12-SE-23C 4692 12-SE-23D 

4693 12-SE-24A 4694 12-SE-24B 4695 12-SE-24C 4696 12-SE-24D 

4697 12-SE-25A 4698 12-SE-25B 4699 12-SE-25C 4700 12-SE-25D 

4701 12-SW-1A 4702 12-SW-1B 4703 12-SW-1C 4704 12-SW-1D 

4705 12-SW-2A 4706 12-SW-2B 4707 12-SW-2C 4708 12-SW-2D 

4709 12-SW-3A 4710 12-SW-3B 4711 12-SW-3C 4712 12-SW-3D 

4713 12-SW-4A 4714 12-SW-4B 4715 12-SW-4C 4716 12-SW-4D 

4717 12-SW-5A 4718 12-SW-5B 4719 12-SW-5C 4720 12-SW-5D 

4721 12-SW-6A 4722 12-SW-6B 4723 12-SW-6C 4724 12-SW-6D 

4725 12-SW-7A 4726 12-SW-7B 4727 12-SW-7C 4728 12-SW-7D 

4729 12-SW-8A 4730 12-SW-8B 4731 12-SW-8C 4732 12-SW-8D 

4733 12-SW-9A 4734 12-SW-9B 4735 12-SW-9C 4736 12-SW-9D 

4737 12-SW-10A 4738 12-SW-10B 4739 12-SW-10C 4740 12-SW-10D 

4741 12-SW-11A 4742 12-SW-11B 4743 12-SW-11C 4744 12-SW-11D 
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4745 12-SW-12A 4746 12-SW-12B 4747 12-SW-12C 4748 12-SW-12D 

4749 12-SW-13A 4750 12-SW-13B 4751 12-SW-13C 4752 12-SW-13D 

4753 12-SW-14A 4754 12-SW-14B 4755 12-SW-14C 4756 12-SW-14D 

4757 12-SW-15A 4758 12-SW-15B 4759 12-SW-15C 4760 12-SW-15D 

4761 12-SW-16A 4762 12-SW-16B 4763 12-SW-16C 4764 12-SW-16D 

4765 12-SW-17A 4766 12-SW-17B 4767 12-SW-17C 4768 12-SW-17D 

4769 12-SW-18A 4770 12-SW-18B 4771 12-SW-18C 4772 12-SW-18D 

4773 12-SW-19A 4774 12-SW-19B 4775 12-SW-19C 4776 12-SW-19D 

4777 12-SW-20A 4778 12-SW-20B 4779 12-SW-20C 4780 12-SW-20D 

4781 12-SW-21A 4782 12-SW-21B 4783 12-SW-21C 4784 12-SW-21D 

4785 12-SW-22A 4786 12-SW-22B 4787 12-SW-22C 4788 12-SW-22D 

4789 12-SW-23A 4790 12-SW-23B 4791 12-SW-23C 4792 12-SW-23D 

4793 12-SW-24A 4794 12-SW-24B 4795 12-SW-24C 4796 12-SW-24D 

4797 12-SW-25A 4798 12-SW-25B 4799 12-SW-25C 4800 12-SW-25D 

4801 13-NE-1A 4802 13-NE-1B 4803 13-NE-1C 4804 13-NE-1D 

4805 13-NE-2A 4806 13-NE-2B 4807 13-NE-2C 4808 13-NE-2D 

4809 13-NE-3A 4810 13-NE-3B 4811 13-NE-3C 4812 13-NE-3D 

4813 13-NE-4A 4814 13-NE-4B 4815 13-NE-4C 4816 13-NE-4D 

4817 13-NE-5A 4818 13-NE-5B 4819 13-NE-5C 4820 13-NE-5D 

4821 13-NE-6A 4822 13-NE-6B 4823 13-NE-6C 4824 13-NE-6D 

4825 13-NE-7A 4826 13-NE-7B 4827 13-NE-7C 4828 13-NE-7D 

4829 13-NE-8A 4830 13-NE-8B 4831 13-NE-8C 4832 13-NE-8D 

4833 13-NE-9A 4834 13-NE-9B 4835 13-NE-9C 4836 13-NE-9D 

4837 13-NE-10A 4838 13-NE-10B 4839 13-NE-10C 4840 13-NE-10D 

4841 13-NE-11A 4842 13-NE-11B 4843 13-NE-11C 4844 13-NE-11D 

4845 13-NE-12A 4846 13-NE-12B 4847 13-NE-12C 4848 13-NE-12D 

4849 13-NE-13A 4850 13-NE-13B 4851 13-NE-13C 4852 13-NE-13D 

4853 13-NE-14A 4854 13-NE-14B 4855 13-NE-14C 4856 13-NE-14D 

4857 13-NE-15A 4858 13-NE-15B 4859 13-NE-15C 4860 13-NE-15D 

4861 13-NE-16A 4862 13-NE-16B 4863 13-NE-16C 4864 13-NE-16D 

4865 13-NE-17A 4866 13-NE-17B 4867 13-NE-17C 4868 13-NE-17D 

4869 13-NE-18A 4870 13-NE-18B 4871 13-NE-18C 4872 13-NE-18D 

4873 13-NE-19A 4874 13-NE-19B 4875 13-NE-19C 4876 13-NE-19D 

4877 13-NE-20A 4878 13-NE-20B 4879 13-NE-20C 4880 13-NE-20D 

4881 13-NE-21A 4882 13-NE-21B 4883 13-NE-21C 4884 13-NE-21D 

4885 13-NE-22A 4886 13-NE-22B 4887 13-NE-22C 4888 13-NE-22D 
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4889 13-NE-23A 4890 13-NE-23B 4891 13-NE-23C 4892 13-NE-23D 

4893 13-NE-24A 4894 13-NE-24B 4895 13-NE-24C 4896 13-NE-24D 

4897 13-NE-25A 4898 13-NE-25B 4899 13-NE-25C 4900 13-NE-25D 

4901 13-NW-1A 4902 13-NW-1B 4903 13-NW-1C 4904 13-NW-1D 

4905 13-NW-2A 4906 13-NW-2B 4907 13-NW-2C 4908 13-NW-2D 

4909 13-NW-3A 4910 13-NW-3B 4911 13-NW-3C 4912 13-NW-3D 

4913 13-NW-4A 4914 13-NW-4B 4915 13-NW-4C 4916 13-NW-4D 

4917 13-NW-5A 4918 13-NW-5B 4919 13-NW-5C 4920 13-NW-5D 

4921 13-NW-6A 4922 13-NW-6B 4923 13-NW-6C 4924 13-NW-6D 

4925 13-NW-7A 4926 13-NW-7B 4927 13-NW-7C 4928 13-NW-7D 

4929 13-NW-8A 4930 13-NW-8B 4931 13-NW-8C 4932 13-NW-8D 

4933 13-NW-9A 4934 13-NW-9B 4935 13-NW-9C 4936 13-NW-9D 

4937 13-NW-10A 4938 13-NW-10B 4939 13-NW-10C 4940 13-NW-10D 

4941 13-NW-11A 4942 13-NW-11B 4943 13-NW-11C 4944 13-NW-11D 

4945 13-NW-12A 4946 13-NW-12B 4947 13-NW-12C 4948 13-NW-12D 

4949 13-NW-13A 4950 13-NW-13B 4951 13-NW-13C 4952 13-NW-13D 

4953 13-NW-14A 4954 13-NW-14B 4955 13-NW-14C 4956 13-NW-14D 

4957 13-NW-15A 4958 13-NW-15B 4959 13-NW-15C 4960 13-NW-15D 

4961 13-NW-16A 4962 13-NW-16B 4963 13-NW-16C 4964 13-NW-16D 

4965 13-NW-17A 4966 13-NW-17B 4967 13-NW-17C 4968 13-NW-17D 

4969 13-NW-18A 4970 13-NW-18B 4971 13-NW-18C 4972 13-NW-18D 

4973 13-NW-19A 4974 13-NW-19B 4975 13-NW-19C 4976 13-NW-19D 

4977 13-NW-20A 4978 13-NW-20B 4979 13-NW-20C 4980 13-NW-20D 

4981 13-NW-21A 4982 13-NW-21B 4983 13-NW-21C 4984 13-NW-21D 

4985 13-NW-22A 4986 13-NW-22B 4987 13-NW-22C 4988 13-NW-22D 

4989 13-NW-23A 4990 13-NW-23B 4991 13-NW-23C 4992 13-NW-23D 

4993 13-NW-24A 4994 13-NW-24B 4995 13-NW-24C 4996 13-NW-24D 

4997 13-NW-25A 4998 13-NW-25B 4999 13-NW-25C 5000 13-NW-25D 

5001 13-SE-1A 5002 13-SE-1B 5003 13-SE-1C 5004 13-SE-1D 

5005 13-SE-2A 5006 13-SE-2B 5007 13-SE-2C 5008 13-SE-2D 

5009 13-SE-3A 5010 13-SE-3B 5011 13-SE-3C 5012 13-SE-3D 

5013 13-SE-4A 5014 13-SE-4B 5015 13-SE-4C 5016 13-SE-4D 

5017 13-SE-5A 5018 13-SE-5B 5019 13-SE-5C 5020 13-SE-5D 

5021 13-SE-6A 5022 13-SE-6B 5023 13-SE-6C 5024 13-SE-6D 

5025 13-SE-7A 5026 13-SE-7B 5027 13-SE-7C 5028 13-SE-7D 

5029 13-SE-8A 5030 13-SE-8B 5031 13-SE-8C 5032 13-SE-8D 
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5033 13-SE-9A 5034 13-SE-9B 5035 13-SE-9C 5036 13-SE-9D 

5037 13-SE-10A 5038 13-SE-10B 5039 13-SE-10C 5040 13-SE-10D 

5041 13-SE-11A 5042 13-SE-11B 5043 13-SE-11C 5044 13-SE-11D 

5045 13-SE-12A 5046 13-SE-12B 5047 13-SE-12C 5048 13-SE-12D 

5049 13-SE-13A 5050 13-SE-13B 5051 13-SE-13C 5052 13-SE-13D 

5053 13-SE-14A 5054 13-SE-14B 5055 13-SE-14C 5056 13-SE-14D 

5057 13-SE-15A 5058 13-SE-15B 5059 13-SE-15C 5060 13-SE-15D 

5061 13-SE-16A 5062 13-SE-16B 5063 13-SE-16C 5064 13-SE-16D 

5065 13-SE-17A 5066 13-SE-17B 5067 13-SE-17C 5068 13-SE-17D 

5069 13-SE-18A 5070 13-SE-18B 5071 13-SE-18C 5072 13-SE-18D 

5073 13-SE-19A 5074 13-SE-19B 5075 13-SE-19C 5076 13-SE-19D 

5077 13-SE-20A 5078 13-SE-20B 5079 13-SE-20C 5080 13-SE-20D 

5081 13-SE-21A 5082 13-SE-21B 5083 13-SE-21C 5084 13-SE-21D 

5085 13-SE-22A 5086 13-SE-22B 5087 13-SE-22C 5088 13-SE-22D 

5089 13-SE-23A 5090 13-SE-23B 5091 13-SE-23C 5092 13-SE-23D 

5093 13-SE-24A 5094 13-SE-24B 5095 13-SE-24C 5096 13-SE-24D 

5097 13-SE-25A 5098 13-SE-25B 5099 13-SE-25C 5100 13-SE-25D 

5101 13-SW-1A 5102 13-SW-1B 5103 13-SW-1C 5104 13-SW-1D 

5105 13-SW-2A 5106 13-SW-2B 5107 13-SW-2C 5108 13-SW-2D 

5109 13-SW-3A 5110 13-SW-3B 5111 13-SW-3C 5112 13-SW-3D 

5113 13-SW-4A 5114 13-SW-4B 5115 13-SW-4C 5116 13-SW-4D 

5117 13-SW-5A 5118 13-SW-5B 5119 13-SW-5C 5120 13-SW-5D 

5121 13-SW-6A 5122 13-SW-6B 5123 13-SW-6C 5124 13-SW-6D 

5125 13-SW-7A 5126 13-SW-7B 5127 13-SW-7C 5128 13-SW-7D 

5129 13-SW-8A 5130 13-SW-8B 5131 13-SW-8C 5132 13-SW-8D 

5133 13-SW-9A 5134 13-SW-9B 5135 13-SW-9C 5136 13-SW-9D 

5137 13-SW-10A 5138 13-SW-10B 5139 13-SW-10C 5140 13-SW-10D 

5141 13-SW-11A 5142 13-SW-11B 5143 13-SW-11C 5144 13-SW-11D 

5145 13-SW-12A 5146 13-SW-12B 5147 13-SW-12C 5148 13-SW-12D 

5149 13-SW-13A 5150 13-SW-13B 5151 13-SW-13C 5152 13-SW-13D 

5153 13-SW-14A 5154 13-SW-14B 5155 13-SW-14C 5156 13-SW-14D 

5157 13-SW-15A 5158 13-SW-15B 5159 13-SW-15C 5160 13-SW-15D 

5161 13-SW-16A 5162 13-SW-16B 5163 13-SW-16C 5164 13-SW-16D 

5165 13-SW-17A 5166 13-SW-17B 5167 13-SW-17C 5168 13-SW-17D 

5169 13-SW-18A 5170 13-SW-18B 5171 13-SW-18C 5172 13-SW-18D 

5173 13-SW-19A 5174 13-SW-19B 5175 13-SW-19C 5176 13-SW-19D 
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5177 13-SW-20A 5178 13-SW-20B 5179 13-SW-20C 5180 13-SW-20D 

5181 13-SW-21A 5182 13-SW-21B 5183 13-SW-21C 5184 13-SW-21D 

5185 13-SW-22A 5186 13-SW-22B 5187 13-SW-22C 5188 13-SW-22D 

5189 13-SW-23A 5190 13-SW-23B 5191 13-SW-23C 5192 13-SW-23D 

5193 13-SW-24A 5194 13-SW-24B 5195 13-SW-24C 5196 13-SW-24D 

5197 13-SW-25A 5198 13-SW-25B 5199 13-SW-25C 5200 13-SW-25D 

5201 14-NE-1A 5202 14-NE-1B 5203 14-NE-1C 5204 14-NE-1D 

5205 14-NE-2A 5206 14-NE-2B 5207 14-NE-2C 5208 14-NE-2D 

5209 14-NE-3A 5210 14-NE-3B 5211 14-NE-3C 5212 14-NE-3D 

5213 14-NE-4A 5214 14-NE-4B 5215 14-NE-4C 5216 14-NE-4D 

5217 14-NE-5A 5218 14-NE-5B 5219 14-NE-5C 5220 14-NE-5D 

5221 14-NE-6A 5222 14-NE-6B 5223 14-NE-6C 5224 14-NE-6D 

5225 14-NE-7A 5226 14-NE-7B 5227 14-NE-7C 5228 14-NE-7D 

5229 14-NE-8A 5230 14-NE-8B 5231 14-NE-8C 5232 14-NE-8D 

5233 14-NE-9A 5234 14-NE-9B 5235 14-NE-9C 5236 14-NE-9D 

5237 14-NE-10A 5238 14-NE-10B 5239 14-NE-10C 5240 14-NE-10D 

5241 14-NE-11A 5242 14-NE-11B 5243 14-NE-11C 5244 14-NE-11D 

5245 14-NE-12A 5246 14-NE-12B 5247 14-NE-12C 5248 14-NE-12D 

5249 14-NE-13A 5250 14-NE-13B 5251 14-NE-13C 5252 14-NE-13D 

5253 14-NE-14A 5254 14-NE-14B 5255 14-NE-14C 5256 14-NE-14D 

5257 14-NE-15A 5258 14-NE-15B 5259 14-NE-15C 5260 14-NE-15D 

5261 14-NE-16A 5262 14-NE-16B 5263 14-NE-16C 5264 14-NE-16D 

5265 14-NE-17A 5266 14-NE-17B 5267 14-NE-17C 5268 14-NE-17D 

5269 14-NE-18A 5270 14-NE-18B 5271 14-NE-18C 5272 14-NE-18D 

5273 14-NE-19A 5274 14-NE-19B 5275 14-NE-19C 5276 14-NE-19D 

5277 14-NE-20A 5278 14-NE-20B 5279 14-NE-20C 5280 14-NE-20D 

5281 14-NE-21A 5282 14-NE-21B 5283 14-NE-21C 5284 14-NE-21D 

5285 14-NE-22A 5286 14-NE-22B 5287 14-NE-22C 5288 14-NE-22D 

5289 14-NE-23A 5290 14-NE-23B 5291 14-NE-23C 5292 14-NE-23D 

5293 14-NE-24A 5294 14-NE-24B 5295 14-NE-24C 5296 14-NE-24D 

5297 14-NE-25A 5298 14-NE-25B 5299 14-NE-25C 5300 14-NE-25D 

5301 14-NW-1A 5302 14-NW-1B 5303 14-NW-1C 5304 14-NW-1D 

5305 14-NW-2A 5306 14-NW-2B 5307 14-NW-2C 5308 14-NW-2D 

5309 14-NW-3A 5310 14-NW-3B 5311 14-NW-3C 5312 14-NW-3D 

5313 14-NW-4A 5314 14-NW-4B 5315 14-NW-4C 5316 14-NW-4D 

5317 14-NW-5A 5318 14-NW-5B 5319 14-NW-5C 5320 14-NW-5D 
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5321 14-NW-6A 5322 14-NW-6B 5323 14-NW-6C 5324 14-NW-6D 

5325 14-NW-7A 5326 14-NW-7B 5327 14-NW-7C 5328 14-NW-7D 

5329 14-NW-8A 5330 14-NW-8B 5331 14-NW-8C 5332 14-NW-8D 

5333 14-NW-9A 5334 14-NW-9B 5335 14-NW-9C 5336 14-NW-9D 

5337 14-NW-10A 5338 14-NW-10B 5339 14-NW-10C 5340 14-NW-10D 

5341 14-NW-11A 5342 14-NW-11B 5343 14-NW-11C 5344 14-NW-11D 

5345 14-NW-12A 5346 14-NW-12B 5347 14-NW-12C 5348 14-NW-12D 

5349 14-NW-13A 5350 14-NW-13B 5351 14-NW-13C 5352 14-NW-13D 

5353 14-NW-14A 5354 14-NW-14B 5355 14-NW-14C 5356 14-NW-14D 

5357 14-NW-15A 5358 14-NW-15B 5359 14-NW-15C 5360 14-NW-15D 

5361 14-NW-16A 5362 14-NW-16B 5363 14-NW-16C 5364 14-NW-16D 

5365 14-NW-17A 5366 14-NW-17B 5367 14-NW-17C 5368 14-NW-17D 

5369 14-NW-18A 5370 14-NW-18B 5371 14-NW-18C 5372 14-NW-18D 

5373 14-NW-19A 5374 14-NW-19B 5375 14-NW-19C 5376 14-NW-19D 

5377 14-NW-20A 5378 14-NW-20B 5379 14-NW-20C 5380 14-NW-20D 

5381 14-NW-21A 5382 14-NW-21B 5383 14-NW-21C 5384 14-NW-21D 

5385 14-NW-22A 5386 14-NW-22B 5387 14-NW-22C 5388 14-NW-22D 

5389 14-NW-23A 5390 14-NW-23B 5391 14-NW-23C 5392 14-NW-23D 

5393 14-NW-24A 5394 14-NW-24B 5395 14-NW-24C 5396 14-NW-24D 

5397 14-NW-25A 5398 14-NW-25B 5399 14-NW-25C 5400 14-NW-25D 

5401 14-SE-1A 5402 14-SE-1B 5403 14-SE-1C 5404 14-SE-1D 

5405 14-SE-2A 5406 14-SE-2B 5407 14-SE-2C 5408 14-SE-2D 

5409 14-SE-3A 5410 14-SE-3B 5411 14-SE-3C 5412 14-SE-3D 

5413 14-SE-4A 5414 14-SE-4B 5415 14-SE-4C 5416 14-SE-4D 

5417 14-SE-5A 5418 14-SE-5B 5419 14-SE-5C 5420 14-SE-5D 

5421 14-SE-6A 5422 14-SE-6B 5423 14-SE-6C 5424 14-SE-6D 

5425 14-SE-7A 5426 14-SE-7B 5427 14-SE-7C 5428 14-SE-7D 

5429 14-SE-8A 5430 14-SE-8B 5431 14-SE-8C 5432 14-SE-8D 

5433 14-SE-9A 5434 14-SE-9B 5435 14-SE-9C 5436 14-SE-9D 

5437 14-SE-10A 5438 14-SE-10B 5439 14-SE-10C 5440 14-SE-10D 

5441 14-SE-11A 5442 14-SE-11B 5443 14-SE-11C 5444 14-SE-11D 

5445 14-SE-12A 5446 14-SE-12B 5447 14-SE-12C 5448 14-SE-12D 

5449 14-SE-13A 5450 14-SE-13B 5451 14-SE-13C 5452 14-SE-13D 

5453 14-SE-14A 5454 14-SE-14B 5455 14-SE-14C 5456 14-SE-14D 

5457 14-SE-15A 5458 14-SE-15B 5459 14-SE-15C 5460 14-SE-15D 

5461 14-SE-16A 5462 14-SE-16B 5463 14-SE-16C 5464 14-SE-16D 
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5465 14-SE-17A 5466 14-SE-17B 5467 14-SE-17C 5468 14-SE-17D 

5469 14-SE-18A 5470 14-SE-18B 5471 14-SE-18C 5472 14-SE-18D 

5473 14-SE-19A 5474 14-SE-19B 5475 14-SE-19C 5476 14-SE-19D 

5477 14-SE-20A 5478 14-SE-20B 5479 14-SE-20C 5480 14-SE-20D 

5481 14-SE-21A 5482 14-SE-21B 5483 14-SE-21C 5484 14-SE-21D 

5485 14-SE-22A 5486 14-SE-22B 5487 14-SE-22C 5488 14-SE-22D 

5489 14-SE-23A 5490 14-SE-23B 5491 14-SE-23C 5492 14-SE-23D 

5493 14-SE-24A 5494 14-SE-24B 5495 14-SE-24C 5496 14-SE-24D 

5497 14-SE-25A 5498 14-SE-25B 5499 14-SE-25C 5500 14-SE-25D 

5501 14-SW-1A 5502 14-SW-1B 5503 14-SW-1C 5504 14-SW-1D 

5505 14-SW-2A 5506 14-SW-2B 5507 14-SW-2C 5508 14-SW-2D 

5509 14-SW-3A 5510 14-SW-3B 5511 14-SW-3C 5512 14-SW-3D 

5513 14-SW-4A 5514 14-SW-4B 5515 14-SW-4C 5516 14-SW-4D 

5517 14-SW-5A 5518 14-SW-5B 5519 14-SW-5C 5520 14-SW-5D 

5521 14-SW-6A 5522 14-SW-6B 5523 14-SW-6C 5524 14-SW-6D 

5525 14-SW-7A 5526 14-SW-7B 5527 14-SW-7C 5528 14-SW-7D 

5529 14-SW-8A 5530 14-SW-8B 5531 14-SW-8C 5532 14-SW-8D 

5533 14-SW-9A 5534 14-SW-9B 5535 14-SW-9C 5536 14-SW-9D 

5537 14-SW-10A 5538 14-SW-10B 5539 14-SW-10C 5540 14-SW-10D 

5541 14-SW-11A 5542 14-SW-11B 5543 14-SW-11C 5544 14-SW-11D 

5545 14-SW-12A 5546 14-SW-12B 5547 14-SW-12C 5548 14-SW-12D 

5549 14-SW-13A 5550 14-SW-13B 5551 14-SW-13C 5552 14-SW-13D 

5553 14-SW-14A 5554 14-SW-14B 5555 14-SW-14C 5556 14-SW-14D 

5557 14-SW-15A 5558 14-SW-15B 5559 14-SW-15C 5560 14-SW-15D 

5561 14-SW-16A 5562 14-SW-16B 5563 14-SW-16C 5564 14-SW-16D 

5565 14-SW-17A 5566 14-SW-17B 5567 14-SW-17C 5568 14-SW-17D 

5569 14-SW-18A 5570 14-SW-18B 5571 14-SW-18C 5572 14-SW-18D 

5573 14-SW-19A 5574 14-SW-19B 5575 14-SW-19C 5576 14-SW-19D 

5577 14-SW-20A 5578 14-SW-20B 5579 14-SW-20C 5580 14-SW-20D 

5581 14-SW-21A 5582 14-SW-21B 5583 14-SW-21C 5584 14-SW-21D 

5585 14-SW-22A 5586 14-SW-22B 5587 14-SW-22C 5588 14-SW-22D 

5589 14-SW-23A 5590 14-SW-23B 5591 14-SW-23C 5592 14-SW-23D 

5593 14-SW-24A 5594 14-SW-24B 5595 14-SW-24C 5596 14-SW-24D 

5597 14-SW-25A 5598 14-SW-25B 5599 14-SW-25C 5600 14-SW-25D 

5601 15-NE-1A 5602 15-NE-1B 5603 15-NE-1C 5604 15-NE-1D 

5605 15-NE-2A 5606 15-NE-2B 5607 15-NE-2C 5608 15-NE-2D 
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5609 15-NE-3A 5610 15-NE-3B 5611 15-NE-3C 5612 15-NE-3D 

5613 15-NE-4A 5614 15-NE-4B 5615 15-NE-4C 5616 15-NE-4D 

5617 15-NE-5A 5618 15-NE-5B 5619 15-NE-5C 5620 15-NE-5D 

5621 15-NE-6A 5622 15-NE-6B 5623 15-NE-6C 5624 15-NE-6D 

5625 15-NE-7A 5626 15-NE-7B 5627 15-NE-7C 5628 15-NE-7D 

5629 15-NE-8A 5630 15-NE-8B 5631 15-NE-8C 5632 15-NE-8D 

5633 15-NE-9A 5634 15-NE-9B 5635 15-NE-9C 5636 15-NE-9D 

5637 15-NE-10A 5638 15-NE-10B 5639 15-NE-10C 5640 15-NE-10D 

5641 15-NE-11A 5642 15-NE-11B 5643 15-NE-11C 5644 15-NE-11D 

5645 15-NE-12A 5646 15-NE-12B 5647 15-NE-12C 5648 15-NE-12D 

5649 15-NE-13A 5650 15-NE-13B 5651 15-NE-13C 5652 15-NE-13D 

5653 15-NE-14A 5654 15-NE-14B 5655 15-NE-14C 5656 15-NE-14D 

5657 15-NE-15A 5658 15-NE-15B 5659 15-NE-15C 5660 15-NE-15D 

5661 15-NE-16A 5662 15-NE-16B 5663 15-NE-16C 5664 15-NE-16D 

5665 15-NE-17A 5666 15-NE-17B 5667 15-NE-17C 5668 15-NE-17D 

5669 15-NE-18A 5670 15-NE-18B 5671 15-NE-18C 5672 15-NE-18D 

5673 15-NE-19A 5674 15-NE-19B 5675 15-NE-19C 5676 15-NE-19D 

5677 15-NE-20A 5678 15-NE-20B 5679 15-NE-20C 5680 15-NE-20D 

5681 15-NE-21A 5682 15-NE-21B 5683 15-NE-21C 5684 15-NE-21D 

5685 15-NE-22A 5686 15-NE-22B 5687 15-NE-22C 5688 15-NE-22D 

5689 15-NE-23A 5690 15-NE-23B 5691 15-NE-23C 5692 15-NE-23D 

5693 15-NE-24A 5694 15-NE-24B 5695 15-NE-24C 5696 15-NE-24D 

5697 15-NE-25A 5698 15-NE-25B 5699 15-NE-25C 5700 15-NE-25D 

5701 15-NW-1A 5702 15-NW-1B 5703 15-NW-1C 5704 15-NW-1D 

5705 15-NW-2A 5706 15-NW-2B 5707 15-NW-2C 5708 15-NW-2D 

5709 15-NW-3A 5710 15-NW-3B 5711 15-NW-3C 5712 15-NW-3D 

5713 15-NW-4A 5714 15-NW-4B 5715 15-NW-4C 5716 15-NW-4D 

5717 15-NW-5A 5718 15-NW-5B 5719 15-NW-5C 5720 15-NW-5D 

5721 15-NW-6A 5722 15-NW-6B 5723 15-NW-6C 5724 15-NW-6D 

5725 15-NW-7A 5726 15-NW-7B 5727 15-NW-7C 5728 15-NW-7D 

5729 15-NW-8A 5730 15-NW-8B 5731 15-NW-8C 5732 15-NW-8D 

5733 15-NW-9A 5734 15-NW-9B 5735 15-NW-9C 5736 15-NW-9D 

5737 15-NW-10A 5738 15-NW-10B 5739 15-NW-10C 5740 15-NW-10D 

5741 15-NW-11A 5742 15-NW-11B 5743 15-NW-11C 5744 15-NW-11D 

5745 15-NW-12A 5746 15-NW-12B 5747 15-NW-12C 5748 15-NW-12D 

5749 15-NW-13A 5750 15-NW-13B 5751 15-NW-13C 5752 15-NW-13D 
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5753 15-NW-14A 5754 15-NW-14B 5755 15-NW-14C 5756 15-NW-14D 

5757 15-NW-15A 5758 15-NW-15B 5759 15-NW-15C 5760 15-NW-15D 

5761 15-NW-16A 5762 15-NW-16B 5763 15-NW-16C 5764 15-NW-16D 

5765 15-NW-17A 5766 15-NW-17B 5767 15-NW-17C 5768 15-NW-17D 

5769 15-NW-18A 5770 15-NW-18B 5771 15-NW-18C 5772 15-NW-18D 

5773 15-NW-19A 5774 15-NW-19B 5775 15-NW-19C 5776 15-NW-19D 

5777 15-NW-20A 5778 15-NW-20B 5779 15-NW-20C 5780 15-NW-20D 

5781 15-NW-21A 5782 15-NW-21B 5783 15-NW-21C 5784 15-NW-21D 

5785 15-NW-22A 5786 15-NW-22B 5787 15-NW-22C 5788 15-NW-22D 

5789 15-NW-23A 5790 15-NW-23B 5791 15-NW-23C 5792 15-NW-23D 

5793 15-NW-24A 5794 15-NW-24B 5795 15-NW-24C 5796 15-NW-24D 

5797 15-NW-25A 5798 15-NW-25B 5799 15-NW-25C 5800 15-NW-25D 

5801 15-SE-1A 5802 15-SE-1B 5803 15-SE-1C 5804 15-SE-1D 

5805 15-SE-2A 5806 15-SE-2B 5807 15-SE-2C 5808 15-SE-2D 

5809 15-SE-3A 5810 15-SE-3B 5811 15-SE-3C 5812 15-SE-3D 

5813 15-SE-4A 5814 15-SE-4B 5815 15-SE-4C 5816 15-SE-4D 

5817 15-SE-5A 5818 15-SE-5B 5819 15-SE-5C 5820 15-SE-5D 

5821 15-SE-6A 5822 15-SE-6B 5823 15-SE-6C 5824 15-SE-6D 

5825 15-SE-7A 5826 15-SE-7B 5827 15-SE-7C 5828 15-SE-7D 

5829 15-SE-8A 5830 15-SE-8B 5831 15-SE-8C 5832 15-SE-8D 

5833 15-SE-9A 5834 15-SE-9B 5835 15-SE-9C 5836 15-SE-9D 

5837 15-SE-10A 5838 15-SE-10B 5839 15-SE-10C 5840 15-SE-10D 

5841 15-SE-11A 5842 15-SE-11B 5843 15-SE-11C 5844 15-SE-11D 

5845 15-SE-12A 5846 15-SE-12B 5847 15-SE-12C 5848 15-SE-12D 

5849 15-SE-13A 5850 15-SE-13B 5851 15-SE-13C 5852 15-SE-13D 

5853 15-SE-14A 5854 15-SE-14B 5855 15-SE-14C 5856 15-SE-14D 

5857 15-SE-15A 5858 15-SE-15B 5859 15-SE-15C 5860 15-SE-15D 

5861 15-SE-16A 5862 15-SE-16B 5863 15-SE-16C 5864 15-SE-16D 

5865 15-SE-17A 5866 15-SE-17B 5867 15-SE-17C 5868 15-SE-17D 

5869 15-SE-18A 5870 15-SE-18B 5871 15-SE-18C 5872 15-SE-18D 

5873 15-SE-19A 5874 15-SE-19B 5875 15-SE-19C 5876 15-SE-19D 

5877 15-SE-20A 5878 15-SE-20B 5879 15-SE-20C 5880 15-SE-20D 

5881 15-SE-21A 5882 15-SE-21B 5883 15-SE-21C 5884 15-SE-21D 

5885 15-SE-22A 5886 15-SE-22B 5887 15-SE-22C 5888 15-SE-22D 

5889 15-SE-23A 5890 15-SE-23B 5891 15-SE-23C 5892 15-SE-23D 

5893 15-SE-24A 5894 15-SE-24B 5895 15-SE-24C 5896 15-SE-24D 
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5897 15-SE-25A 5898 15-SE-25B 5899 15-SE-25C 5900 15-SE-25D 

5901 15-SW-1A 5902 15-SW-1B 5903 15-SW-1C 5904 15-SW-1D 

5905 15-SW-2A 5906 15-SW-2B 5907 15-SW-2C 5908 15-SW-2D 

5909 15-SW-3A 5910 15-SW-3B 5911 15-SW-3C 5912 15-SW-3D 

5913 15-SW-4A 5914 15-SW-4B 5915 15-SW-4C 5916 15-SW-4D 

5917 15-SW-5A 5918 15-SW-5B 5919 15-SW-5C 5920 15-SW-5D 

5921 15-SW-6A 5922 15-SW-6B 5923 15-SW-6C 5924 15-SW-6D 

5925 15-SW-7A 5926 15-SW-7B 5927 15-SW-7C 5928 15-SW-7D 

5929 15-SW-8A 5930 15-SW-8B 5931 15-SW-8C 5932 15-SW-8D 

5933 15-SW-9A 5934 15-SW-9B 5935 15-SW-9C 5936 15-SW-9D 

5937 15-SW-10A 5938 15-SW-10B 5939 15-SW-10C 5940 15-SW-10D 

5941 15-SW-11A 5942 15-SW-11B 5943 15-SW-11C 5944 15-SW-11D 

5945 15-SW-12A 5946 15-SW-12B 5947 15-SW-12C 5948 15-SW-12D 

5949 15-SW-13A 5950 15-SW-13B 5951 15-SW-13C 5952 15-SW-13D 

5953 15-SW-14A 5954 15-SW-14B 5955 15-SW-14C 5956 15-SW-14D 

5957 15-SW-15A 5958 15-SW-15B 5959 15-SW-15C 5960 15-SW-15D 

5961 15-SW-16A 5962 15-SW-16B 5963 15-SW-16C 5964 15-SW-16D 

5965 15-SW-17A 5966 15-SW-17B 5967 15-SW-17C 5968 15-SW-17D 

5969 15-SW-18A 5970 15-SW-18B 5971 15-SW-18C 5972 15-SW-18D 

5973 15-SW-19A 5974 15-SW-19B 5975 15-SW-19C 5976 15-SW-19D 

5977 15-SW-20A 5978 15-SW-20B 5979 15-SW-20C 5980 15-SW-20D 

5981 15-SW-21A 5982 15-SW-21B 5983 15-SW-21C 5984 15-SW-21D 

5985 15-SW-22A 5986 15-SW-22B 5987 15-SW-22C 5988 15-SW-22D 

5989 15-SW-23A 5990 15-SW-23B 5991 15-SW-23C 5992 15-SW-23D 

5993 15-SW-24A 5994 15-SW-24B 5995 15-SW-24C 5996 15-SW-24D 

5997 15-SW-25A 5998 15-SW-25B 5999 15-SW-25C 6000 15-SW-25D 

6001 16-NE-1A 6002 16-NE-1B 6003 16-NE-1C 6004 16-NE-1D 

6005 16-NE-2A 6006 16-NE-2B 6007 16-NE-2C 6008 16-NE-2D 

6009 16-NE-3A 6010 16-NE-3B 6011 16-NE-3C 6012 16-NE-3D 

6013 16-NE-4A 6014 16-NE-4B 6015 16-NE-4C 6016 16-NE-4D 

6017 16-NE-5A 6018 16-NE-5B 6019 16-NE-5C 6020 16-NE-5D 

6021 16-NE-6A 6022 16-NE-6B 6023 16-NE-6C 6024 16-NE-6D 

6025 16-NE-7A 6026 16-NE-7B 6027 16-NE-7C 6028 16-NE-7D 

6029 16-NE-8A 6030 16-NE-8B 6031 16-NE-8C 6032 16-NE-8D 

6033 16-NE-9A 6034 16-NE-9B 6035 16-NE-9C 6036 16-NE-9D 

6037 16-NE-10A 6038 16-NE-10B 6039 16-NE-10C 6040 16-NE-10D 
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6041 16-NE-11A 6042 16-NE-11B 6043 16-NE-11C 6044 16-NE-11D 

6045 16-NE-12A 6046 16-NE-12B 6047 16-NE-12C 6048 16-NE-12D 

6049 16-NE-13A 6050 16-NE-13B 6051 16-NE-13C 6052 16-NE-13D 

6053 16-NE-14A 6054 16-NE-14B 6055 16-NE-14C 6056 16-NE-14D 

6057 16-NE-15A 6058 16-NE-15B 6059 16-NE-15C 6060 16-NE-15D 

6061 16-NE-16A 6062 16-NE-16B 6063 16-NE-16C 6064 16-NE-16D 

6065 16-NE-17A 6066 16-NE-17B 6067 16-NE-17C 6068 16-NE-17D 

6069 16-NE-18A 6070 16-NE-18B 6071 16-NE-18C 6072 16-NE-18D 

6073 16-NE-19A 6074 16-NE-19B 6075 16-NE-19C 6076 16-NE-19D 

6077 16-NE-20A 6078 16-NE-20B 6079 16-NE-20C 6080 16-NE-20D 

6081 16-NE-21A 6082 16-NE-21B 6083 16-NE-21C 6084 16-NE-21D 

6085 16-NE-22A 6086 16-NE-22B 6087 16-NE-22C 6088 16-NE-22D 

6089 16-NE-23A 6090 16-NE-23B 6091 16-NE-23C 6092 16-NE-23D 

6093 16-NE-24A 6094 16-NE-24B 6095 16-NE-24C 6096 16-NE-24D 

6097 16-NE-25A 6098 16-NE-25B 6099 16-NE-25C 6100 16-NE-25D 

6101 16-NW-1A 6102 16-NW-1B 6103 16-NW-1C 6104 16-NW-1D 

6105 16-NW-2A 6106 16-NW-2B 6107 16-NW-2C 6108 16-NW-2D 

6109 16-NW-3A 6110 16-NW-3B 6111 16-NW-3C 6112 16-NW-3D 

6113 16-NW-4A 6114 16-NW-4B 6115 16-NW-4C 6116 16-NW-4D 

6117 16-NW-5A 6118 16-NW-5B 6119 16-NW-5C 6120 16-NW-5D 

6121 16-NW-6A 6122 16-NW-6B 6123 16-NW-6C 6124 16-NW-6D 

6125 16-NW-7A 6126 16-NW-7B 6127 16-NW-7C 6128 16-NW-7D 

6129 16-NW-8A 6130 16-NW-8B 6131 16-NW-8C 6132 16-NW-8D 

6133 16-NW-9A 6134 16-NW-9B 6135 16-NW-9C 6136 16-NW-9D 

6137 16-NW-10A 6138 16-NW-10B 6139 16-NW-10C 6140 16-NW-10D 

6141 16-NW-11A 6142 16-NW-11B 6143 16-NW-11C 6144 16-NW-11D 

6145 16-NW-12A 6146 16-NW-12B 6147 16-NW-12C 6148 16-NW-12D 

6149 16-NW-13A 6150 16-NW-13B 6151 16-NW-13C 6152 16-NW-13D 

6153 16-NW-14A 6154 16-NW-14B 6155 16-NW-14C 6156 16-NW-14D 

6157 16-NW-15A 6158 16-NW-15B 6159 16-NW-15C 6160 16-NW-15D 

6161 16-NW-16A 6162 16-NW-16B 6163 16-NW-16C 6164 16-NW-16D 

6165 16-NW-17A 6166 16-NW-17B 6167 16-NW-17C 6168 16-NW-17D 

6169 16-NW-18A 6170 16-NW-18B 6171 16-NW-18C 6172 16-NW-18D 

6173 16-NW-19A 6174 16-NW-19B 6175 16-NW-19C 6176 16-NW-19D 

6177 16-NW-20A 6178 16-NW-20B 6179 16-NW-20C 6180 16-NW-20D 

6181 16-NW-21A 6182 16-NW-21B 6183 16-NW-21C 6184 16-NW-21D 
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6185 16-NW-22A 6186 16-NW-22B 6187 16-NW-22C 6188 16-NW-22D 

6189 16-NW-23A 6190 16-NW-23B 6191 16-NW-23C 6192 16-NW-23D 

6193 16-NW-24A 6194 16-NW-24B 6195 16-NW-24C 6196 16-NW-24D 

6197 16-NW-25A 6198 16-NW-25B 6199 16-NW-25C 6200 16-NW-25D 

6201 16-SE-1A 6202 16-SE-1B 6203 16-SE-1C 6204 16-SE-1D 

6205 16-SE-2A 6206 16-SE-2B 6207 16-SE-2C 6208 16-SE-2D 

6209 16-SE-3A 6210 16-SE-3B 6211 16-SE-3C 6212 16-SE-3D 

6213 16-SE-4A 6214 16-SE-4B 6215 16-SE-4C 6216 16-SE-4D 

6217 16-SE-5A 6218 16-SE-5B 6219 16-SE-5C 6220 16-SE-5D 

6221 16-SE-6A 6222 16-SE-6B 6223 16-SE-6C 6224 16-SE-6D 

6225 16-SE-7A 6226 16-SE-7B 6227 16-SE-7C 6228 16-SE-7D 

6229 16-SE-8A 6230 16-SE-8B 6231 16-SE-8C 6232 16-SE-8D 

6233 16-SE-9A 6234 16-SE-9B 6235 16-SE-9C 6236 16-SE-9D 

6237 16-SE-10A 6238 16-SE-10B 6239 16-SE-10C 6240 16-SE-10D 

6241 16-SE-11A 6242 16-SE-11B 6243 16-SE-11C 6244 16-SE-11D 

6245 16-SE-12A 6246 16-SE-12B 6247 16-SE-12C 6248 16-SE-12D 

6249 16-SE-13A 6250 16-SE-13B 6251 16-SE-13C 6252 16-SE-13D 

6253 16-SE-14A 6254 16-SE-14B 6255 16-SE-14C 6256 16-SE-14D 

6257 16-SE-15A 6258 16-SE-15B 6259 16-SE-15C 6260 16-SE-15D 

6261 16-SE-16A 6262 16-SE-16B 6263 16-SE-16C 6264 16-SE-16D 

6265 16-SE-17A 6266 16-SE-17B 6267 16-SE-17C 6268 16-SE-17D 

6269 16-SE-18A 6270 16-SE-18B 6271 16-SE-18C 6272 16-SE-18D 

6273 16-SE-19A 6274 16-SE-19B 6275 16-SE-19C 6276 16-SE-19D 

6277 16-SE-20A 6278 16-SE-20B 6279 16-SE-20C 6280 16-SE-20D 

6281 16-SE-21A 6282 16-SE-21B 6283 16-SE-21C 6284 16-SE-21D 

6285 16-SE-22A 6286 16-SE-22B 6287 16-SE-22C 6288 16-SE-22D 

6289 16-SE-23A 6290 16-SE-23B 6291 16-SE-23C 6292 16-SE-23D 

6293 16-SE-24A 6294 16-SE-24B 6295 16-SE-24C 6296 16-SE-24D 

6297 16-SE-25A 6298 16-SE-25B 6299 16-SE-25C 6300 16-SE-25D 

6301 16-SW-1A 6302 16-SW-1B 6303 16-SW-1C 6304 16-SW-1D 

6305 16-SW-2A 6306 16-SW-2B 6307 16-SW-2C 6308 16-SW-2D 

6309 16-SW-3A 6310 16-SW-3B 6311 16-SW-3C 6312 16-SW-3D 

6313 16-SW-4A 6314 16-SW-4B 6315 16-SW-4C 6316 16-SW-4D 

6317 16-SW-5A 6318 16-SW-5B 6319 16-SW-5C 6320 16-SW-5D 

6321 16-SW-6A 6322 16-SW-6B 6323 16-SW-6C 6324 16-SW-6D 

6325 16-SW-7A 6326 16-SW-7B 6327 16-SW-7C 6328 16-SW-7D 
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6329 16-SW-8A 6330 16-SW-8B 6331 16-SW-8C 6332 16-SW-8D 

6333 16-SW-9A 6334 16-SW-9B 6335 16-SW-9C 6336 16-SW-9D 

6337 16-SW-10A 6338 16-SW-10B 6339 16-SW-10C 6340 16-SW-10D 

6341 16-SW-11A 6342 16-SW-11B 6343 16-SW-11C 6344 16-SW-11D 

6345 16-SW-12A 6346 16-SW-12B 6347 16-SW-12C 6348 16-SW-12D 

6349 16-SW-13A 6350 16-SW-13B 6351 16-SW-13C 6352 16-SW-13D 

6353 16-SW-14A 6354 16-SW-14B 6355 16-SW-14C 6356 16-SW-14D 

6357 16-SW-15A 6358 16-SW-15B 6359 16-SW-15C 6360 16-SW-15D 

6361 16-SW-16A 6362 16-SW-16B 6363 16-SW-16C 6364 16-SW-16D 

6365 16-SW-17A 6366 16-SW-17B 6367 16-SW-17C 6368 16-SW-17D 

6369 16-SW-18A 6370 16-SW-18B 6371 16-SW-18C 6372 16-SW-18D 

6373 16-SW-19A 6374 16-SW-19B 6375 16-SW-19C 6376 16-SW-19D 

6377 16-SW-20A 6378 16-SW-20B 6379 16-SW-20C 6380 16-SW-20D 

6381 16-SW-21A 6382 16-SW-21B 6383 16-SW-21C 6384 16-SW-21D 

6385 16-SW-22A 6386 16-SW-22B 6387 16-SW-22C 6388 16-SW-22D 

6389 16-SW-23A 6390 16-SW-23B 6391 16-SW-23C 6392 16-SW-23D 

6393 16-SW-24A 6394 16-SW-24B 6395 16-SW-24C 6396 16-SW-24D 

6397 16-SW-25A 6398 16-SW-25B 6399 16-SW-25C 6400 16-SW-25D 
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